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Abstract. The paper reviews the most recent advances in elaboration various micro- and nanoparticles particles and ultrafilm coatings 

for controlled drug delivery and cell stimulation. Especial attention is given to exploration of remote physical stimuli to guide and 

activate biological function. These physical stimuli appropriate for remote drug delivery are magnetic field, ultrasound, light and the 

delivery systems should contain nanostructures susceptible to these signal. We focus on two developments relevant to use 

polyelectrolytes capsules with carbon nanoparticles as method for cell tracking and coating of medical devices with stimuli drug release 

coating. Perspectives are limitations are discussed. 

 

1. Introduction  

One of the challenges in the bionanotechnology field 

today is development of micro or nano-sized delivery 

systems comprising different functionalities, presumably 

for local sensing, tracking and medical cargo delivery.  

These systems should be able to ship and to carry bioactive 

substances to pre-defined site and unload it in designed 

time and place predominantly with remote physical 

signalling. For decade, so called Layer-by-Layer (LbL) 

assembled capsules have been intensively studied owing to 

their ability to encapsulate a wide range of chemicals from 

complex biomacromolecules and for their permeability to 

be modified and their responsiveness to different factors 

and functionalities to be tailored in one capsule entity. 

Current research leads to the fabrication of carriers with 

remote guiding and activation by optical, magnetic and 

ultrasound addressing, what envisages unique applications 

as multifunctional biomaterials, including intracellular 

entering and in-vivo delivery with remote controlled 

release of (bio)-chemicals cargo. While LbL capsules 

gained a tremendous attention due to their flexibility to add 

extra functionality by incorporation of responsive polymer 

and/or nanoparticles. In general, there are limitation for 

LbL capsule application relevant to relatively low 

scalability and problematic large scale manufacturing. 

Nevertheless, these capsules find a good perspectives in 

cells studies. Here, we report on novel developments of use 

of carbon nanoparticles incorporated in capsules and enable 

to switch capsule fluorescence while these capsules are 

internalized by biological cells. Up to now there various 

cells lines ranging from macrophages and cancerous cells 

to fibroblasts and neuron capable to internalize capsules of 

few micron sized.   

Another development the paper highlights is relevant to 

the area of elaboration of defined polymer structures on 

patterned surfaces. Polymer layers can be deposition onto 

widely used PDMS stamps forming, so called, 

microchamber arrays enabled to accommodate various 

biologically active molecules. These chambers can be 

sealed over with another thin made of polymeric layers and 

resulted structure is pulled off to form free standing 

microchambers. Entrapment of water soluble molecules 

into sealed chambers is performed by hydrophobic layer, 

such as polylactic acid and water soluble molecule make 

precipitate inside wells upon drying. Sealing results on 

formation of microsized air-bubble what can keep water 

soluble molecules inside the chamber until it released upon 

remote signalling via ultrasound or light. Such 

microchamber film can be deposited on various medical 

devices including catheters, stents and implants. Thus, once 

the medical device coated with microchamber film with 

drug is placed in the body the release can be stimulated by 

ultrasound. Examples are given on in vivo studies and 

clinical trials. Also, these microchambers can be separated 

from the film onto individual polymer printed capsules 

made of hydrophobic polymers and can be of different 

shapes [1,2]. These capsules have the same advantages in 

term of encapsulation capacity as microchambers in 

particular small molecules entrapment, stimulating release 

and possibilities for cell uptake.   

Elaboration of microchamber coating as well as other 

new developments in micro- and nanostructured materials 

on surface found clinical application, which are now under 

clinical trials. 

2. Experiment  

Experimental details are given in referenced works [3-5]. 

3. Results and discussions 

3.1. Photoconvertible capsules 

Photoconvertible labels for cell tracking are key 

approaches for solving complicated medical and biological 

problems (e.g., studying metastatic, embryogenesis, and 

tissue regeneration processes). Currently, photoconvertible 

membrane dyes and proteins are used for this purpose, but 

they usually have disadvantages such as low stability, 

requirement for genetic modification, etc. We explore 

photoswithable labels based on capsules over tracking of 

mesenchymal stems cells  

The markers were obtained from polyelectrolyte 

microcapsules using hydrothermal synthesis for the 

encapsulation of Rhodamine B and the formation of carbon 

structures serving as catalysts for conversion in the 

capsules. The photoconvertible effect and spectral shifts 

were shown using confocal microscopy figure 1. The 

uptake of markers into cells demonstrated no effect on 

cytotoxicity, morphology, proliferation and motility of 

cells. 

mailto:g.sukhorukov@skoltech.ru
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Fig. 1. Photoconversion of rhodamine containing capsules in 

presence of carbon nanoparticles as dome in Demina et al [3]. 

Labelling and tracking of individual cells using cianine dye [5] . 

The photoconversion efficiency of the synthesized 

markers depends on the irradiation wavelength, laser power 

density, and time of exposure and was associated with the 

hypochromic shift of the fluorescence peak (up to 15 -40 

nm). These markers are actively internalized by various 

types of cells (mesenchymal stromal cells, macrophages, 

myoblasts, etc.) without causing pronounced effects on 

toxicity, morphology, and mobile properties. The 

photoconversion of markers inside cells did not lead to 

death. Cells usually captured several capsules, which made 

it possible to assign each marked cell to its own individual 

color code and reliably identify each of them over time. 

Capsules are limited in their exchange between cells and 

principal of cell tracking might be used on different dyes as 

well []. The listed properties, as well as the high stability, 

provided the opportunity to detect a selected and labeled 

cell in monolayers, spheroids, and tissues after cell 

transplantation over few days or weeks. 

3.2. Drug eluting microstructural coating of implantable 

medical devises 

Drug-eluting coatings on implantable medical devices 

with programmed release of various medical components 

on demand is an actual task for modern development of 

personalized medicine. Despite of significant progress in 

that area there is still limited number of currently existing 

methods of producing coatings, which go beyond the 

laboratory towards clinical trials. Mainly, the problems in 

medical exploitation of drug eluting coatings are relevant 

with encapsulation efficiency and proper retention of drug 

in biodegradable polymer coating, programming release 

and appropriate scaling up facilities.  

We have elaborated film fabrication and on implant 

deposition methods to encapsulate and retain various 

bioactive compounds with small molecular weight and high 

water solubility. The polymer used for this coating are 

PLA, PLGA, PCL with approval for medical use. Release 

of these components can be defined as polymer degradation 

or, if needed can be triggered on site by ultrasound. Load 

of active component can reach 200-400 Õg/cm2 of implant 

surface with retention in body up to several weeks. The so-

called PLACE (Printed Layered Adjustable Cargo 

Encapsulation) technology is scalable and can be applied 

for coating implants with complexed shape with 

programmed release of drugs [5]. At present, successful 

preclinical studies on deposition and release of antibacterial 

(Cefazolin) and/or immune-suppressor (prednisolone and 

its derivatives) drugs paved a way to clinical trials to treat 

diseases such as connective tissue growing reduction via 

the local suppression of inflammatory after balloon 

dilatation of urethral catheter with ultrasound induced 

release; prolonged (3-5 month) release of prednisolone 

from the surface of the biliary stent to minimize biliary and 

pancreatic stenting complications (restenosis due to 

overgrowth of connective tissue); prolonged release of 

cefazolin from 3D printed individual bone implantôs 

surface to prevent the risk of post-surgery implant-

associated infections [5].  

Fig. 2. PLACE technology with two different model drug (as dyes) 

enabling sequential release of two components [5] . 

At present, the developed drug-eluting coatings fulfils a 

number of unique clinical demands such as fully optimized 

to coating various medical devices, able to incorporate wide 

range of medical reagents with ña la carteò drug-release 

kinetics what is achived by layered deposition. Competitive 

advantages are: adopted for encapsulation of available drug 

forms, used FDA approved polymers, scalable 

manufacturing (including additive technologies as 3D 

print), high payload capabilities (drug to polymer ratio is 

up to 10:1), sensitive to external stimulation for triggered 

drug release on doctor demand/ 

4. Conclusions 

As discussed above, the modern methods of micro- and 

nanofabrication can enhance their use in drug delivery and 

tracking and sensing biologically important materials. 

Although we consider here two different more recent 

applications. Carbon nanoparticles used for photochemical 

reactions on dye contribute to cell tracking analysis. In this 

application there is no need for high production of capsules 

as one would not need millions of capsules. While 

application for coating medical devices does need 

scalability and automation at production. Currently, there is 

an intensive research for neural cell stimulation via piezo- 

and magnetoelectric nanoparticles, where high production 

and not necessary. Thus, balance of envisaged use and 

scalability is essential to consider while tackling new 

horizons in particulation for biomedical use.    
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Non-Hermitian singularities ï exceptional points (EPs), 

bulk Fermi arcs, Rayleigh anomalies, and bound states in 

the continuum (BICs) ï exhibit unique wave phenomena 

with transformative potential in photonics [1,2]. While EPs 

enable extreme sensitivity, Fermi arcs bridge Hermitian 

and non-Hermitian topology, and BICs offer infinite 

radiative quality factors. Here, we theoretically and 

experimentally investigate these singularities within 

isolated dielectric and periodic metastructures. 

Specifically, we predict exceptional BIC (EP-BIC) states in 

vertically coupled dielectric metasurfaces [3], 

experimentally demonstrate bulk Fermi arcs in single 

dielectric resonators [4], and explore the previously 

unstudied link between EPs and anapole states [5]. 
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Abstract. Semiconducting BaSi2 and Ba2AgSi3 are promising as thin film solar cells and thermoelectric applications, respectively. For 

BaSi2, the photoresponsivity has been used as a key measure because it is proportional of carrier lifetime in materials. We will show 

that the photoresponsivity has been improved by more than 200 times for the past five years. In addition, a thin-film solar cell structure 

consisting of an electron transport layer and a hole transport layer is presented. As for Ba2AgSi3, the first demonstration of epitaxial 

thin-film growth on Si(111), evaluation of thermoelectric properties, and investigation of preferential occupation site by impurity are 

presented.  

 

Semiconducting BaSi2 and Ba2AgSi3 are both Zintl 

phases1,2) and expected to be used as thin-film solar cell3) 

and thermoelectric (TE) materials,4,5) respectively. In this 

paper, the progress of the research in each material is 

presented.   

BaSi2 is an indirect bandgap semiconductor with a 

forbidden bandwidth of about 1.3 eV, and has a large 

optical absorption coefficient exceeding 3 Ĭ 104 cm-1 at 

energies higher than 1.5 eV.6) In a unit cell, BaSi2 contains 

Si tetrahedra as shown in Fig. 1. Both Ba and Si are 

abundant elements. Solar cells are being considered as an 

application of this material. In 2016, we achieved an energy 

conversion efficiency approaching 10% in a p-BaSi2/n-Si 

heterojunction solar cell using BaSi2 epitaxial films grown 

by molecular beam epitaxy (MBE).7,8) Since then, we have 

been working on improving the quality of BaSi2 film as a 

light absorbing layer using spectral sensitivity as an 

evaluation index. Compared with the photocurrent density 

obtained when a bias voltage (0.1 V) is applied to the BaSi2 

film in the direction directly across the film, we have 

achieved an improvement of about 200 times in the past 

years as shown in Fig. 2.9) This is due to our improved 

understanding of the recombination centers of carriers 

formed in the forbidden band, which we have been working 

to avoid. Our understanding of the defect species in the 

sample has also advanced, and by considering the oxygen 

contained in the film, we have reached the stage where the 

experimental results obtained by the electron spin 

resonance method can be explained by first-principles 

calculations, including the defect structure,10-12) and both 

theoretical and experimental research on BaSi2 has 

advanced dramatically. In the sputtering method, the 

oxygen concentration in BaSi2 films is high (>1020 cm-3), 

and post-annealing at high temperatures above the glass 

softening point is necessary to control the conduction type 

by impurity doping13). Therefore, we have determined that 

a device structure in which an undoped BaSi2 film with 

high spectral sensitivity is sandwiched between an electron 

transport layer (ETL) and a hole transport layer (HTL) to 

separate photogenerated carriers is effective.14) Quite 

recently, we have achieved high photoresponsivity of BaSi2 

films on glass substrate.15) The small electron affinity of 3.2 

eV for BaSi2 makes it a candidate for many ELT materials. 

On the other hand, it seems uneasy to find suitable HTL 

materials for BaSi2 due to the small ionization potential (IP) 

of BaSi2 at 4.5 eV. Several materials with IPs of almost the 

same value as BaSi2 will be presented and the progress of 

the research will be discussed.  

Fig. 1.  Crystal structure of BaSi2. 

Fig. 2.  Improvement in photocurrent density of BaSi2 films 

calculated by integrating the product of the AM1.5 spectrum and 

the external quantum efficiency spectrum derived from the 

photoresponse spectrum when a bias voltage of 0.1V is applied 
between surface (ITO) and rear (Al) electrodes.9) 

Ba2AgSi3 is also a Zintl phase with the formal charges 

Ba2+, Ag+, and [Si6]10- in the Ba-Ag-Si system,2,16) and 

crystalizes with space group of Fddd (No. 70). Its lattice 

constant is a = 1.479 nm, b = 0.853 nm, and c = 1.961 nm. 

The compound is described as (Ba2AgSi3)16. Figure 3 

shows the crystal strucutre of Ba2AgSi3, wherein Si forms 

a hexagon and is in the same a-b plane as Ag. In the c-axis 

direction, the Ag/Si and Ba planes are stacked alternately 

and equally spaced. Reports on the TE properties of this 
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material are fairly limited,4,16) wherein the ZT of p-type bulk 

sample was very high, 0.52 at 323 K. However, there has 

been no report on its basic properties such as energy band 

gap (Eg), ionization energy, dopants for controlling its 

carrier type, and thin-film formatoin.  

Ba2AgSi3 films were formed by MBE using elemental 

Ba, Ag, and Si sources. Since the Si forms hexagonal 

structure, we chose Si(111) substrates for thin-film 

deposition. By preciously controlling the deposition rate of 

each element, we have succeeded the formation of 

Ba2AgSi3 films for the first time. Figure 4 shows the (a) 

out-of-plane and (b) in-plane XRD patterns of the grown 

film. The diffractoin peak positions are perfecytly matched 

between the Si and the grown films, meaning the epitaxial 

growth of Ba2AgSi3 films. The band gap of this material 

was measured to be around 0.1 eV from the temperature 

dependence of resisitivity.5) Regarding the prefrential 

occupation site of group 13 and 15 elements,5) first-

principles calculation revealed that when B(P) replaces one 

Ba, Ag, or Si site, the formation energy becomes the 

smallest when the Si site is substituted, and the conductivity 

type becomes p-type (n-type), respectively, in terms of the 

position of the Fermi level. Epitaxial films exhibited an 

excellent performance with a high Seebeck coefficient and 

a high power factor (S = 296 ɛV Kī1, PF = 250 ɛW mī1 

Kī2) near room temperature (311 K), making them highly 

promising for flexible TE applications.17) First-principles 

calculations revealed that B is the most suitable p-type 

dopant for Ba2AgSi3, while group 15 elements like P, As, 

and Sb are n-type dopants. Our findings pave the way for 

the application of this new thermoelectric material in 

thermoelectric power generation. 

Fig. 3.  Crystal structure of Ba2AgSi3. 

Fig. 4.  ű scan XRD patterns obtained using (a) 620 reflection of 
Ba2AgSi3 and (b) 440 reflection of Si. 
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Desing of nanomaterial and nanostructure for thin film 
thermoelectric generator  

Nakamura Y.  
Graduate School of Engineering Science, Osaka University 
 
Abstract. Towards stand-alone power supply for IoT sensors, thin film thermoelectric generator from low temperature wasted heat has 

been expected. For its realization, dimensionless figure of merit zT, described as S2s T/k, is required to be high, where S is Seebeck 

coefficient, s is electrical conductivity, and k is thermal conductivity. However, the correlation among three thermoelectric properties 

makes it difficult to increase zT.  

Nanostructuring is one of the promising approaches to increase ZT by controlling three thermoelectric properties. Furthermore, 

nanomaterials are drawing much attention because their inherent low dimensionality can bring low thermal conductivity, high carrier 

mobility, and high Seebeck coefficient. In these strategies, nanostructure and nanomaterial design and well-controlled formation of 

these thin films are required. 

We have developed various kinds of original well-controlled nanostructures and nanomaterials: For example, Si-based films including 

ultrasmall nanodots of group IV semiconductor with controlled interfaces, strains, crystal orientations, and compositions. Therein, 

phonon was coherently scattered on nanoscale, resulting in the ultralow k and high s. For power factor enhancement, we succeeded in 

obtaining giant power factor using semiconductor quantum well of GaAs/AlGaAs. Furthermore, we focused on quasi 2 dimensionality 

and formed Ca-intercalated multi-layered silicene films. By modifying the silicene bucked structure, S was enhanced with high s. 
Furthermore, In this talk, we will present our nanostructuring and nanomaterial strategies for thermoelectric performance enhancement. 
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Nano- and microstructured materials and photonics work 
together for biomedical applications 

Gorin D.A.* 
Skolkovo Institute of Science and Technology, Bolshoy Boulevard, 30, bld. 1, Moscow 121205, Russia 
 
*e-mail: d.gorin@skoltech.ru 

 
Abstract. One of the trends in biophotonics is the use of multimodal diagnostic systems that combine several types of visualization in 

one device, such as optoacoustics (OA) and ultrasound (US), MRI and OA. This requires the creation of multimodal contrast agents. 

A technology for the synthesis of multimodal and multifunctional contrast agents (CA) has been developed. It has been established 

that the concentration of inorganic nanoparticles and / or organic dyes in the core-shell and shell structures allows varying the contrast 

of OA, fluorescent and MRI images. The core can be in a gaseous, liquid and solid phase. The presence of iron oxide nanoparticles in 

the shells allows not only to increase MRI contrast, but to use a magnetic field for their controlled aggregation and movement. External 

influences, such as laser radiation or low-intensity ultrasound, allow remotely triggering the therapeutic function of contrast agents. 

The developed technology allows the synthesizing composite particles with specified properties, which, together with modern methods 

of visualization and detection, can be used to create a new generation of contrast agents combining such functionalities as multimodal 

visualization and remotely activated therapeutic action. 

 

Nano- and microstructured materials have good 

prospects for creating new type of contrast agents. A 

technology for scalable synthesis of MRI contrast agents 

based on iron oxide nanoparticles has been developed. 

These agents are less toxic than traditional gadolinium-

based contrast agents and have therapeutic potential against 

tumor cells. The methods for obtaining particles with a 

given nanostructure include the sequential adsorption 

method [1-3], the freezing induced loading (FIL) method 

[2-5], and their combination [4]. The possibility of using 

optical methods for in situ FIL monitoring has been shown.  

The presence of inorganic nanoparticles and/or organic 

dyes in core-shell structures and microcapsules allows 

them to be visualized by an optoacoustic method [6-13]. 

The core can be in a gaseous [6,7], liquid [8], or solid phase 

[9]. The presence of a liquid or gaseous core provides 

ultrasound (US) contrast [7,8]. 

It has been established that the optoacoustic signal from 

microcapsules is determined by the concentration of the 

substance absorbing laser radiation and its location in the 

capsule (in the polymer shell or the internal volume of the 

capsules) [1,3,10,13].  

The presence of iron oxide nanoparticles allows for 

MRI visualization of nanocomposite particles [8,12]. In 

addition, the presence of iron oxide nanoparticles in the 

capsules allows using a magnetic field for their controlled 

aggregation and movement [5]. The MRI image contrast of 

microcapsules containing iron oxide nanoparticles can be 

changed by varying their average value between iron oxide 

nanoparticles in the nanocomposite shell [11], and the 

capsule shell can be destroyed using ultrasound exposure 

[12,13].  

The possibility of combining encapsulated gold 

nanoparticles (nanozymes) and a photodynamic (PD) dye 

to increase the effectiveness of photodynamic therapy 

(PDT) has been shown. It has been shown that for capsules 

containing both gold particles and photodynamic dye, the 

efficiency of PDT is 9 times higher compared to capsules 

containing only PD dye, and 25 times more effective 

compared to non-encapsulated PD dye [14].  

The possibility of using microstructured fibers with a 

hollow core to create optical and optoacoustic sensors has 

been demonstrated [15,16].  

Nano- and microstructured materials together with 

modern photonics methods, which have already become 

commonplace in both preclinical and clinical studies, can 

be used to create new multimodal and multifunctional 

contrast agents that combine such functionalities as 

visualization, in vivo monitoring of biochemical processes, 

and remotely activated theraputic action. 

Acknowledgements 

This work was supported by Skolkovo Institute of 

Science and Technology ï Hamad Bin Khalifa Joint 

Projects grant No. 1-HBKU-0001. 

References 

[1] M.D. Mokrousov et al, Biomedical Optical Express, 10, 

(2019), 4775. 

[2] M.V. Novoselova et al, Colloids and Surface B: 

Biointerfaces, 181, (2019), 680. 

[3] M.D. Mokrousov et al, Biomedical Optics Express, 12, 

(2021), 3181. 

[4] S.V. German et al, Scientific Reports, 8, (2018),17763 

[5] E.S. Vavaev et al, ACS Applied Nano Materials, 5, (2022), 

2994. 

[6] J. Mujtaba et al, Advanced Materials, (2021), 2007456. 

[7] R.A. Barmin et al, Colloids and Surfaces B: Biointerfaces, 

219, (2022),112856. 

[8] E.A. Maksimova et al, Laser & Photonics Reviews, (2023), 

2300137. 

[9] R. E. Noskov et al, Adv. Mater., (2021), 2008484. 

[10] M.V. Novoselova et al, Photoacoustics, (2020), 100186. 

[11] S.V. German et al, Phys. Chem. Chem. Phys., 18, (2016), 

32238. 

[12] M.V. Novoselova et al, Nanomedicine: Nanotechnology, 

Biology and Medicine, 47, (2023), 102612.  

[13] M.V. Novoselova et al, Colloids and Surfaces B, (2021), 

111576.  

[14] I. S. Sergeev et al, Particle & Particle Systems 

Characterization, (2024), 2300149. 

[15] T. Ermatov et al, Light: Science & Applications, 9, (2020), 

173. 

[16] N. Kaydanov et al, ACS Photonics, 8, (2021), 3346. 



Seventh Asian School-Conference on Physics and 

Technology of Nanostructured Materials 

Vladivostok, Russia, 11 ï 15 July, 2025  Plenary 06 

23 

Novel development in silicide application 

Junhua Hu*, Guoqin Cao 
School of Materials Science and Engineering, Zhengzhou University, Zhengzhou 450001, China 

 
*e-mail: hujh@zzu.edu.cn 
 
Abstract. Silicide materials, especially zirconium silicide, have good thermal matching characteristics and chemical compatibility with 

zirconium alloy, as well as structural stability and oxidation resistance at high temperature. Recent advancements in thin film deposition 

technologies, particularly through high target utilization sputtering (HiTUS) systems, have enabled systematic investigations into the 

structure-property relationships of Silicide coatings. Contemporary research has focused on optimizing coating performance through 

innovative compositional gradient designs and nano-layered architectures, which effectively enhance their high-temperature structural 

integrity and oxidation resistance. The development of these functionally graded coatings has shown particular promise in nuclear 

applications where simultaneous requirements for interfacial compatibility and extreme environment durability must be satisfied: 1) 

Based on the characterization of XPS and EELS, the oxygen-induced chemical bond reassignment (OBR) process and the formation 

mechanism of amorphous Zr-Si-O layer in the initial normal working condition of Zr-Si coating were established for the first time. At 

the initial stage of oxidation, the surface unoxidized silicon tends to further combine with Zr, resulting in enhanced hybridization 

between Zr and Si, which was conducive to the formation of amorphous oxide layer. The chemical bond is strengthened and the silicon-

rich transition layer was formed by the OBR process. The stability of the amorphous oxides (Zr/Si atomic ratio, 2:1) was maintained. 

The subsequent bonding relaxation of amorphous ZSO was the key structural basis for water stability. 2) The structure of Zr/Si 

multilayer films was designed, and the competitive formation and multilevel protection effect of amorphous passivation films at Zr-Si-

O (ZSO) interface were confirmed. In the multilayer system, the phase selection of amorphous ZSO was a scale-dependent process 

determined by the competitive consumption of Zr layers by silicification and oxidation. 3) Further, amorphous Zr-Si-O coatings with 

different Zr/Si atomic ratios were prepared by sputtering method. The adsorption energy of hydroxide on silicon atoms was increased 

by the change of amorphous bonding structure (-Si-O-Si - Ÿ -Zr-O-Si-), and the reaction dissolution of silicon was inhibited in high 

temperature and high pressure water. On this basis, the bonding mixing enthalpy and the compact arrangement rules of amorphous 

atoms were combined, and the composition basis of the structural stability of amorphous ZSO coating in the service process was 

explored (two interfacial stability: Zr/ZSO, ZSO/H2O). Ensuring the content of silicon was high enough was the basis of oxygen 

resistance, and the contribution of zirconium was reflected in inhibiting the reaction between silicon and high temperature water.  

Key words: Zirconium Silicide; bonding state; phase selection; reaction dissolution; interfacial stability 
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3D, 2D and 1D in silicon, silicides, III-V compounds and 
transition metal oxides: ab initio prediction of unexpected 
properties 
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Abstract. We present our recent results on ground state, electronic, optical, magnetic and transport properties of b-FeSi2, OsSi2, BaSi2, 

CaSi2, FeSi, CrSi, Nb12O29, W18O49 and BaFe12O19 as bulk materials, Mg2Si and Ca2Si as thin films and 2D materials, Mg2Si and Ca2Si 

as single wall nanotubes, III-V, a-FeSi2 and TiO2 nanowires by means of ab initio techniques in order to assess predictive power of 

theoretical calculations. 

 

1. Introduction  

Ab initio techniques are the powerful tool in predicting 

ground state, electronic, optical, magnetic and transport 

properties of various bulk materials and nanostructures on 

their basis. Such theoretical results are very useful not only 

to reproduce experimental results, but also to provide 

explanations of sometimes contradictory experimental data 

and to predict possible ways how to modify properties of 

system under investigation. In this talk we are going to 

present our recent results on properties of b-FeSi2, OsSi2, 

BaSi2, CaSi2, FeSi, CrSi, Nb12O29, W18O49 and BaFe12O19 

as bulk materials, Mg2Si and Ca2Si as thin films and 2D 

materials, Mg2Si and Ca2Si as single wall nanotubes, III-V, 

a-FeSi2 and TiO2 nanowires. 

2. Results and discussions  

In the case of semiconducting b-FeSi2 and OsSi2 

silicides we show perfect agreement between the 

theoretically calculated and experimentally measured 

dielectric function connecting features in their energy band 

structures with the ones in the optical spectra [1].  

For BaSi2 the main focus is on possible ways to enhance 

its transport properties since the ~1.3 eV band gap along 

with high values of the absorption coefficient near the 

absorption edge make this silicide promising for solar cell 

application. We have identified that H incorporation could 

significantly improve photoresposivity of BaSi2 by 

eliminating traps due to Si atom vacancies and interstitials 

[2-4]. 

CaSi2 is found to be a gapless semiconductor with 

peculiar transport properties defined by two types of carrier 

(holes and electrons) that determine the resulting 

conductivity, concentration and mobility of charge carriers. 

In addition, possible reasons of the experimentally 

observed optical transparency of CaSi2 in the infra-red 

range are also discussed [5]. 

The new monoclinic ground state with the 

antiferromagnetic ordering is revealed for FeSi, but not the 

cubic one as previously thought, that was supported by data 

of X-ray diffraction and high-resolution transmission 

electron microscopy of ultrathin FeSi films as well as by 

resistivity versus temperature measurements within a wide 

temperature range (2ï300 K) pointing out bad metal 

properties (not semiconducting ones) and by the analysis of 

field and temperature dependences of the magnetic moment 

which showed the presence of a ferromagnetic-

antiferromagnetic two-phase state [6]. 

Similar to FeSi, the new monoclinic ground state of 

CrSi has been also predicted, which turned out to a gapless 

semiconductor with holes as the main charge carriers and 

antiferromagnetic ordering [7]. 

In the case of Nb12O29 we show that it is impossible to 

get any adequate description of this oxide by using one 

crystallographic unit cell, while a larger supercell is needed 

increased at least 3 times along the shortest lattice 

parameter b to accommodate lattice distortions associated 

with polaron formation. Our results also point out the 

possibility of simultaneous co-existence of localized states 

(polaron formation) and delocalized states providing metal-

like properties of Nb12O29, in qualitative agreement with 

available experimental data [8]. 

The existence of bipolarons in W18O49 is found to be an 

intrinsic feature of this oxide resulting in the presence of 

different oxidation states of W atoms (W6+ and W5+) and in 

the co-existence of localized and delocalized electrons. The 

calculated absorption and reflection coefficients of W18O49 

confirm a transparency window in the visible region in 

addition to an experimentally observed shielding effect 

originating from transitions involving the localized 

bipolaronic states in the near infrared region [9]. 

A peculiar polarization behavior of BaFe12O19 in an 

electric field (the linear polarization is detected at 

temperatures below 150 K whereas at higher temperatures 

a hysteresis-like polarization response is observed) has 

been explained by a shift of specific Fe atoms through an 

energy barrier which height depended on the temperature 

change of the unit cell volume [10]. 

Structural changes in semiconducting Mg2Si and Ca2Si 

thin films (from 17 nm down to 0.2 nm corresponding to 

the 2D structure) along with band-gap variations due to 

quantum confinement have been investigated. It is found 

that cubic Mg2Si(111) thin films being dynamically stable 

at thicknesses larger than 0.3 nm displayed an indirect band 

gap, the reduction of which with increasing thickness could 

be reasonably well described by the simple effective mass 

approximation. Only 2D Mg2Si has a unique structure 

because of the orthorhombic distortion and the direct band 

gap. The cubic phase of Ca2Si, being metastable in the bulk 
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form, in the case of thin films turned out to be preferable in 

total energy than any orthorhombic Ca2Si thin film (the 

ground state for the bulk form) for thicknesses smaller than 

3 nm because of lower values of surface energy of cubic 

Ca2Si(111) films with respect to any surface of the 

orthorhombic phase. Sizable structural distortion and the 

appearance of surface states in the gap region of Ca2Si thin 

fi lms with thicknesses smaller than 3 nm were revealed that 

could be the reason for an odd dependence of the band-gap 

variation on film thickness [11]. 

Changes in the structure and electronic properties of 

Ca2Si, Mg2Si and MgCaSi nanotubes caused by the 

curvature-induced effects have been investigated. The 

curvature-induced effects can stabilize Mg2Si nanotubes in 

a phase, which is metastable for the parent 2D Mg2Si. 

Moreover, an energy gain as a result of 2D to nanotube 

structural transformation in the case of ternary MgCaSi 

nanotubes is found in addition to changes in the band 

dispersion and band gaps for nanotubes with the diameters 

less than 3 nm. Mg2Si and MgCaSi nanotubes are found to 

be direct band-gap (0.5ï1.2 eV) materials with appreciable 

oscillator strength of the first direct transitions [12]. 

In the case of <111>-oriented GaP, GaAs, GaSb, InP, 

InAs and InSb nanowires with the zinc-blende structure 

their morphology is found to crucially affect nanowire 

electronic properties. Thus, the formation of small {112} 

facets between the adjacent {011} ones, which characterize 

a hexagonal cross section of nanowires, provides a more 

stable structure and removes surface states from the gap 

region. This structural model also predicts a crossover 

between the indirect and direct band gap in GaP, GaAs and 

GaSb nanowires when increasing diameters starting from 4 

nm, while InP, InAs and InSb nanowires display the direct 

band gap at diameters of 1.5 nm and larger. Analysis of 

charge distribution between atoms suggests that {011} 

facets are positively charged even though a (011) surface of 

these materials is considered to be non-polar [13]. 

Calculations in the case of a-FeSi2 nanowires 

reproduced the experimentally observed appearance of 

magnetic moments on Fe atoms and ferromagnetism even 

though a-FeSi2 in bulk is a non-magnetic material. It is 

revealed that only surface Fe atoms on {001} and {100} 

facets and on edges between {110} and {001} facets 

possess magnetic moments, whereas Fe atoms on {110} 

facets and inside the NWs not have any magnetic moment 

[14]. 

Sizable anisotropy in electronic properties of TiO2 

nanowires in the anatase phase with respect to orientation 

is found: nanowires with <001>, <100> and <110> axes are 

direct band-gap, indirect band-gap and degenerate 

semiconductor materials, respectively. The degenerate 

semiconducting properties of <110>-oriented TiO2 

nanowires are predicted to be the intrinsic features closely 

connected with stoichiometry. A band-gap variation with 

nanowire diameter is also shown to display rather complex 

behavior originated from a competition between quantum 

confinement and surface state effects that is fully 

compatible with the available contradictory experimental 

data [15]. 
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Abstract. The paper presents a review of literature data as well as original results on the development of light sources based on group 

IV heterostructures for silicon photonics. To solve this problem, both various direct gap heterostructures and indirect gap structures 

with Ge(Si) self-assembled nanoislands are considered. The possibility of using dielectric resonators to increase the light emission 

efficiency of Ge(Si) islands is discussed. As for quantum tech applications, isotopically enriched Si/SiGe structures with low fraction 

of non-zero nuclear spin 29Si and 73Ge isotopes are discussed. These structures are promising for formation of electron spin qubits with 

long coherence time and work temperature above 100 mK. 

 

1. Introduction  

Currently, group IV heterostructures and, first of all, 

SiGe heterostructures are an integral part of modern nano- 

and optoelectronics. They were successfully used to 

increase the performance of p-FET and HBT transistors, as 

well as photodetectors for the wavelength range of 1.3-1.55 

ɛm in silicon integrated photonic circuits. At the same time, 

there is a tendency to expand the functionality of these 

heterostructures, the main advantage of which is 

compatibility with modern Si CMOS technology. This 

paper presents some latest results on the development of the 

light sources for silicon photonics and qubits for quantum 

computing based on group IV heterostructures. 

2. Light sources based on group IV heterostructures 

There are currently several approaches to formation of 

efficient light sources on silicon. One approach is based on 

the formation of direct-gap group IV heterostructures on 

Si(001) substrates. Such structures include: 

- tensile strained n-Ge microstructures [1]; 

- hexagonal Ge and SiGe structures, realized in 

nanowires (hex-Ge) [2]; 

- GeSn and SiGeSn structures with high (more than 

10 %) Sn content [3]. 

Laser action has been demonstrated for each of these 

types of structures at cryogenic temperatures [4-6]. Light-

emitting diodes (LEDs) based on GeSn structures formed 

on 300 mm Si wafers operating at temperatures above room 

temperature were also demonstrated [7]. However, for all 

of these structures there is a problem of coupling their 

emission into a Si/SOI planar waveguide, since they either 

contain thick buffers (Ge and SiGeSn structures) or have a 

non-planar morphology (hex-Ge nanowires). In addition, 

these structures emit in the mid-IR range [4-7], far from the 

currently widely used telecommunication wavelength 

range of 1.3-1.55 Õm. 

However structures with Ge(Si)/Si(001) self-assembled 

nanoislands emit in this spectral range. One of the 

significant advantages of these structures is the possibility 

of their growth directly on SOI substrates, without the use 

of any buffers. However, the efficiency of radiative 

recombination in these structures is low due to the indirect 

nature of the bandgap structure. In recent years, it has been 

demonstrated that due to the interaction of Ge(Si) islands 

with various modes of Mie resonator [8] or photonic crystal 

(PhC) [9, 10], the intensity of their luminescence signal at 

room temperature can be significantly increased. It was also 

shown that the structures with Ge(Si) islands are a 

convenient object for studying various optical properties of 

dielectric microresonators [8-10]. 

 

Fig. 1. Electroluminescence spectra of Ge(Si) islands LED with 

and without a PhC at different LEDôs current. The inset shows the 

dependence of the emitted power on the current. The data from 

Ref.12 is indicated by a separate symbol for comparison. 

For applications in Si photonics a technology for 

formation of lateral LEDs with Ge(Si) islands embedded 

into the PhC has been developed [11]. The output power of 

the obtained LEDs is an order of magnitude higher than in 

the previously published works for LEDs with islands [12] 

and is comparable to the power of Si LEDs in an integrated 

design [13] (Fig. 1). In addition, it was demonstrated that 

by applying a gate voltage to the SOI substrate, it is 

possible to control the emission properties of the obtained 

LEDs, which allows them to be considered as light-emitting 

transistors [14]. It was shown that the emission form Ge(Si) 
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LEDs can be introduced into a planar waveguide formed on 

the SOI substrate. 

3. Isotopically enriched Si/SiGe structures for 

quantum computing 

Currently, qubits based on silicon and SiGe 

heterostructures are one of the promising platforms for 

development of practically useful quantum computer. The 

advantage of silicon compared to A3B5 semiconductors is 

the possibility of its purification from isotopes with non-

zero nuclear spin (isotopic enrichment). This allows to 

significantly increase the coherence time of qubits based on 

electron spin manipulation [15]. Among the various qubits 

based on Si and Ge, qubits based on Si/SiGe structures, in 

which electrons are localized in tensile strained Si quantum 

well (QW) grown on a relaxed SiGe buffer, have a number 

of record-breaking characteristics. These qubits 

demonstrate high electron spin phase coherence times and 

high precision in performing one- and two-qubit operations 

[15]. A significant disadvantage of Si/SiGe qubits is the 

small value of the valley splitting of the electron states, 

which significantly limits the possibility to increase the 

operating temperatures of this type of qubit. Recently, 

several approaches to increasing this value have been 

proposed, based on the controlled introduction of Ge into 

the Si QW [16]. The implementation of these approaches in 

practice is hampered by the fact that in most studies, only 

isotopically enriched Si is used to form the Si/SiGe 

structures. 

 

Fig. 2. Distribution of 29Si and 73Ge isotopes in the grown Si/SiGe 

structures obtained by secondary ion mass spectrometry (SIMS). 
The top part of the figure shows a diagram of the grown structure. 

In this work, isotopically enriched Si/SiGe structures 

with low content of both 29Si and 73Ge isotopes were grown 

by molecular beam epitaxy (Fig. 2). The structures with the 

total content of these isotopes from 200 part per million 

(ppm) to 10 ppm were obtained (Fig. 2). The last value is 

close to the record values for isotopic enrichment of 

epitaxial structures. The structures demonstrate electron 

mobility at the level of 3³104 cm2/(V³s) at low 

temperatures, which indicates their high quality. A system 

of submicron gates is formed on isotopically enriched 

Si/SiGe structures, which is necessary for the formation of 

both quantum dots themselves, in which the manipulation 

of electron spin is realized, and single-electron transistors, 

which act as spin state detectors. Effects associated with 

single-electron tunneling were obtained in the transport 

properties of the formed quantum dots and single electron 

transistor at T¢500 mK. 
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Abstract. The formation of surface phases (SPs) and solid wetting layers (SWLs) is the fundamental basis for the initial stage of growth 

of ultrathin films (UFTs) and nanostructures of micro- and nanoelectronics. This study provides a chronological overview of the 

author's research, which spans four decades and focuses on SPs, SWLs and, more broadly, the growth early stages of UFTs. The article 

identifies the main causes of phase transitions with an increase in the number of monolayers in SWL. The role of vapor pressure and 

temperature, as well as substrate temperature, in the structure and composition of the forming phases and the boundary layer of the 

substrate is demonstrated. A new method of growing with pulsed heating of a planar wall (PHPW) has been developed. This method 

increased the steam pressure, lowered the steam temperature and expanded the range of materials for SWL. The study also examined 

the early stages of UFT growth of Cr, Co, Fe, Cu and their silicides on the (111) and (001) Si faces, as well as Si on Si(111)7Ĭ7 and 

CrSi2(0001). As a result, nanofilms of the corresponding substances were obtained, as well as granular nanolayers of Co, Fe and Cu on 

Si(001). It is shown that grown films have unique electrical, optical, and magnetic properties and are promising for use in various 

nanodevices.  

 

1. Introduction 

The basis for the growth of nanostructures for 

microelectronics is the theoretical understanding of the 

initial stage of thin film growth, including its interface 

formation. The initial stage, in fact, is the formation of 

composition, structure, morphology, and phase state of 

SPs, SWLs and UTFs, including their interfaces with the 

solid substrate.  

However, it was only 30 years after the publication of 

our inaugural papers [1, 2] that it became evident to us that, 

subsequent to SPs, the growth of UTFs occurs through the 

formation of SWLs in the form of a two-dimensional and 

then nanophase SWLs.  

Historically, up to a certain stage, two approaches to 

UTF growth existed independently and moved towards 

each other: Approach I - from bulk phases (BPs) to UTFs 

and Approach II - from SPs to UTFs. Moreover, the 

understanding of the nature of the SPs and SWLs was 

influenced by differences in research methods, in 

particular, the degree of microscopicity of these methods. 

For instance, the employment of optical methodologies, 

such as ellipsometry, has resulted in the conceptualization 

of SWLs as a metastable BPs [3]. Conversely, the 

utilization of surface-sensitive methodologies [4] has 

resulted in the identification of interface phases [5] or SPs 

[6,7], as solely SPs with their own composition, thickness, 

density, and lattice [4]. A more complete understanding of 

the nature of SWLs was obtained later (see below).  

This paper presents a review of the results on the growth 

of metallic (Me) and silicide (MSiX) UTFs on silicon or 

silicon UTFs on Si or MeSiX. The research is founded on 

four decades of investigation by the paper's author, 

employing surface-sensitive methodologies. The results 

have been systematically organized according to the theory 

of UTF growth using Approach II and a methodology 

developed by the author. 

2. Chronological overview  

In the seminal works of [1, 2], electron energy loss 

spectroscopy (EELS) spectra of SWLs were obtained, 

which demonstrated the reduced electron density in SWLs 

relative to the BPs. The SWLs were designated in this study 

as an "atomically similar" phase, which is essentially a low-

dimensional layer. These SWL exhibited a thickness of 

several monolayers (>3 ML), which is not characteristic of 

low-dimensional or "submonolayer" SPs. Consequently, 

the authors of works [1, 2] referred SWLs to "extended 

thickness" SPs, meaning that this "thick" SPs as well as the 

"submonolayer" phases, have stabilized by the substrate.  

The following study was focus on Me-Si intermixing 

and its role in the formation of SWLs and UTFs. Research 

in the Si(111)-Cr system has demonstrated that mixing and 

SWLs play a significant role in the formation of both 

ordered and disordered SWLs, as well as template layers 

and epitaxy of UTFs [1, 2, 8-10]. The data, systematized in 

the form of a diagram, was obtained, which show 

conditions of the formation of Cr and CrSi2 UTFs [10].  

The present findings have demonstrated that the 

thickness sets two different types (two-dimensional and 

with extended thickness) of "intermixed" SWLs, CrSi2 

nucleates and CrSi2 UTFs (templates) with A- or B-type 

azimuthal orientation relative to Si(111). Using these CrSi2 

template has enabled the successful fabrication of a 

substantial (1000 ¡) single-crystalline film (A-type) of 

semiconducting CrSi2 with a minimal hole concentration 

and augmented hole mobility. This represents a significant 

breakthrough, as it is the first time such a film has been 

obtained. 

However, it should be noted that these early studies 

were carried out at reduced vapor pressure or at elevated 

temperatures. In order to reduce the thickness of the films, 

an increased pressure and a decreased vapor temperature 

were required. Furthermore, a number of studies on the 

systems of Cr-Si(111), Co-Si(111), and Si-CrSi2(0001) 

demonstrated that an enhancement in the deposition rate, 

concomitant with an increase in vapor pressure, results in 

film growth without intermixing. Consequently, a cycle of 

computer modelling of growth kinetic was initiated. This 

culminated in the formulation of a probabilistic-geometric 

analytical model of the growth kinetics, which elucidated 

the role of increased vapor pressure in the aforementioned 

transition [11].  
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Fig. 1. Properties of the obtained nanostructures and their 
possible applications in nanodevices 

Subsequent investigations was focused on the growth of 

amorphous Si on Si(111), the role of intermixing in the 

formation of Co UTFs on Si(111) and the growth of  

amorphous and epitaxial Si UTFs on CrSi2(0001) [12].  

However, it was necessary to develop a method of 

obtaining vapor that would provide both its high pressure 

and, as well as its reduced temperature. The PHPW method 

was thus developed [12] on the basis of the famous "hot 

wall" technique.  This method involved the process of pulse 

double deposition  ("overdeposition") from the adsorbate 

onto the wall, and subsequently from the wall onto the 

substrate [13].  

This innovative approach resulted in the successful 

cultivation of SWLs comprising nearly pure Me (a solid 

solution of Si in Me) [12,14]. Notably, a "pseudo-three-

dimensional" SWLs were identified, exhibiting 

heterogeneity nanosizes comparable to those of known 

bulk nanophases. Consequently, these SWLs were 

designated as thin-film (or film) nanophase layers in 

[15,16]. The cycle of studies was completed by the 

generalization of [17]. 

Subsequent studies focused on the growth of Cu SWLs 

and Cu UTFs, as well as multilayer UTFs comprising Co, 

Fe, and Cu. The generalisation of these and previous results 

with the interpretation of the surface phases of increased 

thickness as a solidphase wetting layers (SWLs) was made 

in the reviews [17-20].  

The final period of the series was associated with the 

concept of the SWLs (or WLs) [19]. Experiments on SWL  

growth were performed, a phenomenological theory of its 

nucleation and growth was developed, and SWL modelling 

was carried out for a number of Me-Si systems (see 

references in [21-27]).  

These studies revealed that the root cause of the 

mechanisms of SWLs and UFTs formation is change 

coordination of atoms and electronic structure in SWLs and 

UFTs with the thickness. The influence of these changes 

leeds to stresses in the films and the interface layer of the 

substrate. This, in turn, results in the destabilisation of the 

film-substrate systems and the transition of SWLs to the 

BPs, accompanied by the release of latent energy in the 

form of heat.  

3. Prospects of application  

As illustrated in Figure 1, the unique properties of the 

obtained nanostructures and the potential applications of 

the nanodevices for planar integrated microelectronics are 

outlined. The figure also provides a schematic 

representation of the applications of several nanodevices, 

including: nanocontacts or interconnects, channels for 

field-effect transistors (FETs), semitransparent contacts for 

infrared (IR) and ultraviolet (UV) sensors, cores for 

magnetic sensors, layers for spin filters, contacts 

(electrodes) and channels for spin transistors (for example, 

CrSi2 covered by 2D Si), and numerous other applications.   

4. Conclusion  

This paper presents a series of works on vapor-phase 

growth of extremely thin layers in the metal-silicon system. 

The role of a solid wetting layer in this process is 

demonstrated. The paper goes on to identify the 

fundamental causes of this phenomenon. A novel method 

of growth has been developed. The structures obtained are 

promising with regard to practical application.   
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Abstract. A lead (Pb) monolayer on the Si(111) surface is known to be the thinnest superconductor. Although its transition temperature 

(Tc) is low, this system provides a valuable platform for exploring various aspects of superconductivity at the ultimate thickness limit, 

such as the effects of disorder, the role of atomic steps, and electron-phonon and spin-orbit couplings. In this study, we demonstrate 

the ability to tune the Tc of the Pb monolayer solely through structural reordering while keeping the total amount of Pb nearly constant. 

We find that transforming the so-called striped incommensurate (SIC) Pb/Si(111)-(ã3Ĭã3) surface into a well-ordered 14Ĭã3 single-

domain structure increases Tc. Surprisingly, further surface ordering achieved by forming a commensurate ã3Ĭã3 phase decreases Tc, 

contrary to expectations. In this report, we investigate how these changes in Tc correlate with modifications in atomic structure and 

electronic properties. 

 

1. Introductio n 

Single-atom Pb layers on Si(111) have proven to be a 

valuable prototype system for exploring various aspects of 

superconductivity at the ultimate thickness limit, including 

the effects of disorder [1], the role of atomic steps [2, 3], 

electron-phonon and spin-orbit couplings [4, 5], and the 

Berezinskii-Kosterlitz-Thouless transition [6]. Regarding 

the critical temperature Tc, nearly all available data pertain 

to the so-called striped incommensurate (SIC) Pb phase 

with 1.28ï1.30 monolayers (ML) of Pb (where 1 ML = 

7.8Ĭ1014 cm-2). As concerns the critical temperature Tc, 

scanning tunneling spectroscopy (STS) and four-point-

probe (4PP) measurements report superconducting 

transition temperatures in the range of 1.1 to 1.83 K [7, 8]. 

In this study, we achieved an enhancement of Tc up to 

2.08 K [9] by improving surface ordering through the 

formation of a single-domain 14Ĭã3 structure. 

Surprisingly, further ordering via the formation of a 

commensurate ã3Ĭã3 phase led to a decrease in Tc, 

contrary to expectations. 

2. Experiment  

Experiments were performed in the two separate 

ultrahigh vacuum (UHV) systems depending on the 

research tasks. In particular, characterization of the growth 

mode, as well as the structural and electronic properties of 

the Pb/Si(111) samples, was conducted in the UHV 

Omicron MULTIPROBE system equipped with scanning 

tunneling microscopy (STM), low-energy electron 

diffraction (LEED), and angle-resolved photoelectron 

spectroscopy (ARPES) facilities. The electron transport 

measurements of the samples at low temperatures were 

performed in the UNISOKU USM 1500 LT STM system, 

equipped with a superconducting magnet and the four-

point-probe (4PP) technique. The base pressure in the both 

UHV systems was on the order of 1 Ĭ 10ī10 Torr. To prepare 

the atomically clean Si(111)7Ĭ7 surfaces, the Si(111) 

samples were ýrst annealed in situ at 600ǓC for several 

hours and ýnally were þashed to 1280ǓC. Pb was deposited 

from a Ta tube. STM images were acquired in a constant-

current mode with a mechanically cut PtIr tip after 

annealing in vacuum. ARPES measurements were 

conducted using a VG Scienta R3000 electron analyzer and 

high-þux He discharge lamp with a toroidal-grating 

monochromator as a light source. The 4PP head mount on 

the STM stage instead of the tip holder was used for the in 

situ transport measurements. Gold wires of 0.1 mm in 

diameter equally spaced by 0.2 mm along the straight line 

were used for the probes. Low temperatures were calibrated 

in the special experiments with the additional temperature 

sensor directly attached to the sample and using the samples 

with thick ýlms of materials with known superconductivity 

critical temperatures.  

3. Results and discussions 

Preparation and Atomic structure. Figure 1 illustrates 

the structural difference between the SIC-Pb [Figs. 1(a) and 

1(c)] and the 14Ĭã3-Pb [Figs. 1(b) and 1(d)] phases. The 

former is the well-known SIC-Pb phase formed by RT 

deposition of Pb onto the bare Si(111)7Ĭ7 surface followed 

by annealing. The SIC phase displays in the STM a triple-

domain structure with meandering domain walls [Fig. 

1(a)]. In the LEED patterns [Fig. 1(c)], the triple-domain 

structure is known to be reþected by occurrence of three 

smeared spots around the nominal position of the ã3 

reþection. The most essential peculiarity of the alternative 

procedure is the RT deposition of Pb onto the ã7Ĭã3-Pb 

(which looks up as 1 Ĭ 1 at RT) at the ýnal stage, which 

results overall in the formation of the single-domain 

14Ĭã3-Pb phase, as evidenced in STM and LEED 

observations [Figs. 1(b) and 1(d), respectively]. The 

14Ĭã3-Pb layer uniformly covers the entire sample surface, 

it is free of domain walls, and its single-domain orientation 

is set along the direction perpendicular to the atomic steps 

of the Si(111) substrate. 

The commensurate ã3Ĭã3-Pb (c-ã3Ĭã3-Pb) phase was 

formed similarly to the 14Ĭã3-Pb-Pb phase but with low-

temperature Pb deposition. This procedure yielded large 

domains with sparse domain walls, dividing the surface into 

two domain types with an uneven area ratio (~80% 

preferred domain). High-resolution STM and density 
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functional theory simulations indicate that Pb trimers in the 

preferred domain are centered on H3 sites, while those in 

the minority domain reside on T4 sites. Total energy 

calculations, including spin-orbit coupling, confirm that H3 

sites are slightly more stable [10]. 

 

Fig. 1. STM images (40Ĭ40 nm2) and LEED patterns of the 

densest single-atom Pb layers formed on the Si(111) surface upon 

growth using alternative formation procedures: (a), (c) SIC-Pb 

phase and (b), (d) 14Ĭã3-Pb phase. The main reþections in the 

LEED patterns are outlined by yellow circles. LEED electron 
beam energies are (c) 75 eV and (d) 38 eV. 

Transport Measurements. The SIC-Pb phase exhibits a 

superconducting transition at ~1.8ï1.9 K, while the 14Ĭã3-

Pb phase shows Tc = 2.08 K. Surprisingly, the c-ã3Ĭã3-Pb 

phase shows no signs of superconductivity down to our 

lowest measurable temperature, indicating Tc < 1 K. These 

results highlight the strong dependence of superconducting 

properties on atomic structure. 

Our measured Tc of ~1.8ï1.9 K for the SIC-Pb phase 

exceeds previous transport results [8] but agrees with STS 

data (Tc = 1.83 K) [7]. The higher Tc (2.08 K) for the 

14Ĭã3-Pb phase likely stems from improved structural 

ordering. However, the suppression of Tc in the c-ã3Ĭã3-

Pb phase is counterintuitive. To explain this, we examine 

the electronic structure. 

Superconductivity arises from electron-phonon 

coupling, which strengthens with a higher electronic 

density of states (DOS) at the Fermi level [11]. ARPES 

experiments reveal that the SIC-Pb and the 14Ĭã3-Pb 

phases exhibit a higher DOS near the Fermi level compared 

to the c-ã3Ĭã3-Pb phase. This difference originates from 

band-structure modifications induced by large 

periodicities: the 14Ĭã3 supercell (and the disordered SIC-

Pb phase) produces electron band folding, which 

significantly distorts the band geometry. Our ARPES data 

confirm this behavior for both the SIC-Pb and the 14Ĭã3-

Pb phases, though the spectra for the SIC-Pb phase are 

more smeared due to its inherent disorder.  

In contrast, the c-ã3Ĭã3-Pb phase displays simpler 

spectra with no evidence of band folding and a substantially 

lower DOS near the Fermi level. Thus, the enhanced DOS 

in the SIC-Pb and the 14Ĭã3-Pb phases driven by band 

folding from their ordered/disordered domains promotes 

stronger superconductivity. 

4. Conclusions 

We enhanced Tc in single-atom Pb layer on Si(111) to 

2.08 K by forming ordered a single-domain 14Ĭã3-Pb 

structure. Contrary to expectations, further ordering via a 

commensurate c-ã3Ĭã3-Pb phase formation reduced Tc. 

This behavior is attributed to DOS variations at the Fermi 

level caused by electronic band folding. 
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Abstract. Using in situ ultrahigh vacuum reflection electron microscopy, we have visualized and studied (7Ĭ7) ᵼ (ã3Ĭã3)R30Á 

structural transition on the Si(111) surface induced by deposition of In, Sn, Pb, Sb, and Bi coverages up to 1 ML at T = 400ï860ÁC. 

The way how Si(111) morphology evaluates during (ã3Ĭã3)R30Á formation is divided according to the group of deposited metal. 

Group III: 2D island nucleation, their following coalescence, formation of flat terraces. Group III: 2D nucleation or preservation of 

initial terrace smoothness depending on substrate temperature. Group IV: Si(111) surface roughening. 

 

1. In troduction 

Metallic thin films and metal-induced reconstructions 

on Si surface are considered as model systems to study 

sharp metal/semiconductor interfaces, 2D quantum size 

systems, or, at least, as passivation coverages for following 

epitaxy. The (ã3Ĭã3)R30Á structure (hereafter, ã3) is a 

typical impurity-induced reconstruction forming on 

Si(111) surface after adsorption of such III -V group 

elements as In [1], Sn [2], Pb [3], Bi [4], Sb [5]. Note, that 

ã3 structure forms after 1/3 ML (1 ML = 7.8Ĭ1014 cmī2) 

adsorption of In, Sn, and Pb coverages, while for Sb and Bi 

cases it also forms at 1 ML (trimers are placed in the nodal 

positions of the ã3 elementary cell). But while the structure 

and properties of ã3-metall reconstructions on Si(111) 

surface has been widely studied by such common 

techniques as scanning tunneling microscopy and reflection 

high-energy electron diffraction (RHEED), these methods 

do not allow us to visualize surface morphology during 

metal deposition directly, especially in temperature range 

above 300. 

In this work we have visualized, studied and compare 

atomic processes on Si(111) surface during In, Sn, Pb, Bi, 

and Sb deposition at substrate temperatures up to 860 by 

in situ ultrahigh vacuum reflection electron microscopy 

(UHV REM) being efficient technique to control structural 

and morphology evolutions at monatomic step level on the 

crystal surface during epitaxial growth in a wide range of 

temperatures [6]. 

2. Experiment  

Specimens with 8Ĭ1.0Ĭ0.4 mm dimensions were cut 

from P-doped Si(111) wafers with 0.01Áï0.3Á miscut 

angles and 0.3 ɋĬcm resistivity. Specimens with 8Ĭ1.0Ĭ0.4 

mm dimensions were cut from phosphorus-doped Si(111) 

wafers with a misorientation 0.01Á and 0.3 ɋĀcm resistivity 

and cleaned with petroleum ether. The samples were treated 

by low-energy (5 keV) Ar+ ion bombardment to form 

round-shaped craters (~ 2 mkm deep and ~ 100 mkm wide) 

on their surface. Next, the samples were placed into the 

UHV REM chamber and resistively annealed at ~ 1300ÁC 

for 300 s to remove the native oxide layer and 

contaminants, and to form an amphitheater-like surface 

morphology with atomically flat terraces of moderate width 

divided by concentric monatomic steps at the crater bottom. 

After the sample preparation, the substrate temperature was 

reduced first rapidly (Ḑ 5ÁC/s) to 835ÁC and then slowly 

(Ḑ 0.1ï0.5ÁC/s) to 795ÁC to form large-scale (Ḑ 10ï

100 mkm2) domains of (7Ĭ7) reconstruction on the 

terraces. The materials were deposited from an embeddable 

home made evaporator (tungsten filament wetted with 

molten growth material and heated by DC). All 

morphological and structural transformations on the 

Si(111) surface were observed and recorded by in situ REM 

and RHEED techniques. Due to a small angle of electron 

beam incidence onto the sample surface, REM images are 

foreshortened by ~50 times along beam incidence which 

distorts the shape of all surface morphology features. 

3. Results and discussions 

Recently we have studied in details the impact of Sn 

adsorption on Si(111) surface morphology and structure 

during Sn deposition, electromigration, and desorption at 

200ï860 C [7,8]. Fig. 1 shows typical in situ REM images 

of the Si(111) surface during (7Ĭ7) ᵼ ã3-Sn structural 

transition induced by Sn deposition. When Sn coverage 

increases on Si(111)-(7Ĭ7) syrface, ã3-Sn domains 

(indicated by white arrows) nucleate along atomic steps and 

expanse over the terraces in all directions. In RHEED 

patterns this moment corresponds to the appearance of ã3 

reflections while the intensity of (7Ĭ7) reflections decrease. 

The rearrangement of the substrate top layer Si atoms from 

the initial (7Ĭ7) surface reconstruction to the (1Ĭ1) bulk 

termination during (7Ĭ7) ᵼ ã3-Sn structural transition 

causes the adsorption of 0.08 ML Si coverage. At 

T < 650ÁC where the pure 1/3 ML Sn metallic Ŭ-ã3-Sn 

structure forms, 0.08 ML Si coverage nucleates 2D islands 

on the > 1 mkm terraces. At T > 650ÁC, Sn adsorption 

induces also emission of Si atoms from the steps onto the 

terraces with the following step shift as it shown in Fig. 1. 

The 0.08 ML Si coverage and Si atoms detaching from the 

steps participate in the formation of the mosaic ɔ-ã3-Sn 

phase which decreases Sn coverage sufficient to form ã3-

Sn structure below 1/3 ML. It was found that Pb deposition 

at T > 500ÁC also forms mosaic-like ɔ-ã3 phase with 

reduced Pb content and induces similar ascending step 

shift. 

A different situation is observed for In deposition onto 

the Si(111)-(7Ĭ7) surface relative to Sn and Pb. Fig. 2 

shows consecutive in situ REM images of the Si(111) 

during (7Ĭ7) ᵼ ã3-In structural transition induced by In 

deposition at 550Áʉ. Deposition of In coverages above 

1/6 ML leads to appearance of a spotted contrast on the 

terraces (Fig. 2b). Due to depletion zones near the steps 
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edges (indicated by black arrows Fig. 2b) are observed in 

REM images, this spotted contrast is supposed to be 2D 

island nucleation (similar 2D nucleation was observed for 

1/3 ML Sn deposition at T < 650ÁC). However, following 

In deposition leads to disappearance (or coalescence) of 2D 

islands nucleated at previous stage and, when In coverage 

approaches the values being slightly below 1/3 ML, dark 

contrast appears near the step edges (Fig. 2c) and rapidly 

cover whole terrace area at 1/3 ML In coverage (Fig. 2c). 

That moment corresponds to ã3 reflections maximum 

intensity while (7Ĭ7) reflections fully decrease. This 

(7Ĭ7) ᵼ ã3-In structural transition is observed in REM 

images for 450ï750Áʉ temperature range. The ã3-In 

structure is stable and continues to exist on the surface at 

zero In flux and T = 450ï550Áʉ. At T > 600Áʉ and zero In 

flux, reverse ã3-In ᵼ (7Ĭ7) transition induced by In 

desorption occurs: the higher the temperature, the earlier 

this transition begins. No step shift was observed during 

1/3 ML In deposition for whole temperature range. 

 

Fig. 1. In situ REM images of Si(111) surface during (7Ĭ7) ᵼ ɔ-

ã3-Sn structural transition induced by Sn deposition at RSn = 0.03 

ML/s and T = 800Áʉ, total deposited Sn coverage is 0.15 ML. 

White arrows indicate ã3-Sn domains, a dashed line corresponds 

to the initial position of the atomic step indicated by a black 
arrow. 

 

Fig. 2. In situ REM images of Si(111) surface during the 

(7Ĭ7) ᵼ ã3-In structural transition induced by 1/3 ML In 

deposition (RIn = 0.01 ML/s) at 550Áʉ. Black arrows indicate 

depletion zones near step edges. White arrows indicate ã3-In 
phase nucleating near step edges. 

In contrast to Sn/Pb/In deposition, there were no 

pronounced surface transformations observed in REM 

images during structural transitions induced by Sb or Bi 

adsorption. During Sb deposition at 600ÁC onto a clean 

Si(111)-(7Ĭ7) surface (Fig. 3a) the terrace color contrast to 

change to a darker one (Fig. 3b), which corelates with 

disappearing of (7Ĭ7) reflections in RHEED patterns at 0.5 

ML Sb coverage. The ã3-Sb reflections appear in RHEED 

patterns at 0.8 ML Sb coverage and fade away when Sb 

coverage rises above 1 ML. A dark contrast of terraces and 

bright areas close to the step edges may also correspond to 

generation of 2D vacancies and islands with elevated 

concentration on the terraces and depletion zones near the 

steps due to an imbalance of surface Si atom induced by Sb 

adsorption, which are clearly observed in AFM images of 

Sb/Si(111) surface. Terrace and steps in REM images 

return their bright contrast only after Si(111) surface 

annealing at T > 800Áʉ inducing Sb desorption. 

 

Fig. 3. In situ REM images of Si(111) surface (a) before and (b) 

after 1 ML Sb deposition at 600Áʉ. White arrows indicate step 

edges. 

4. Conclusions 

Despite the fact that ã3 structure forms on Si(111) 

surface for In, Sn, Pb, Sb, and Bi adsorption, the 

ã3 ᵼ (7Ĭ7) transition and simultaneous transformation 

observed on Si(111) surface follow by different ways 

individual for each element. While for Sn (Pb) deposition 

form Si(111)-ã3 morphology with atomically-flat terraces 

or with 2D-island on the terraces depending on substrate 

temperature, In deposition leads to formation of atomically-

flat Si(111)-ã3 interface with short-term appearance of 2D 

islands for all deposition temperatures. At the same time, 

Sb (Bi) deposition leads to roughening of Si(111) terraces. 
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Abstract. The band structure of the two-dimensional Cr CFBr MXene was investigated under biaxial compressive/tensile strain using 

first-principles calculations. The ground state of the MXene is semiconducting. At strains Ů < ī10%, a transition from a semiconducting 

to a semimetallic state is observed. 

 

1. Introduction  

In recent years, the study of Janus two-dimensional 

materials has attracted significant attention due to their 

outstanding physical properties, such as the Rashba effect 

[1], tunable band gap [2], and strong Dzyaloshinskii-

Moriya interaction [3]. In Janus MXenes, it is possible to 

control the magnetic order by varying the functional group 

ligands [4]. One of the approaches for tuning a material's 

physical properties is tunable strain. In this work, we 

investigate the effect of in-plane strain on the electronic 

band structure of the two-dimensional Cr CFBr MXene 

using first-principles calculations. 

2. Methods 

The first-principles calculations were performed using 

the Vienna ab initio simulation package (VASP) [5]. The 

exchange-correlation potential was treated within the 

generalized gradient approximation (GGA) in the Perdew-

Burke-Ernzerhof (PBE) formulation [6]. The electron-ion 

interactions were described using the projector augmented-

wave (PAW) method [7]. The electronic configurations of 

the atoms were set as follows: Cr (3d54s1), C (2s22p2), F 

(2s22p5), Br (4s14p5). The plane-wave cutoff energy was set 

to 520 eV. For Brillouin zone integration, a Gamma-

centered 19Ĭ19Ĭ1 Monkhorst-Pack k-point mesh was 

employed [8]. During geometric optimization, atomic 

positions were relaxed until the forces on each atom 

became smaller than  1Ā10-6 eV/¡. For electronic property 

calculations, the self-consistent loop was terminated when 

the total energy difference between successive steps fell 

below 1Ā10-7 eV. To account for strong electron localization 

in chromium's d-orbitals, Hubbard corrections (DFT+U) 

were applied within the Dudarev formalism [9]. Following 

[4], the effective Hubbard parameter Ueff = 3 eV was 

adopted  (Ueff  = U ï J, where U represents Coulomb 

repulsion and J the exchange parameter).  

The crystal lattice strain was defined as ‐  , 

where a and a0  ï represent the lattice constants of the 

strained and unstrained systems, respectively [10].  To 

prevent boundary layer interactions, a 15 ¡ vacuum layer 

was added above the system. To investigate possible 

magnetic orderings in the system, we employed a 2 Ĭ 2 Ĭ 1 

supercell.  

3. Results and discussions 

Figure 1 shows the electronic band structure of Cr CFBr 

in its unstrained state. In the ground state, Cr CFBr exhibits 

bipolar magnetic semiconductor behavior [11] with a band 

gap of 1.42 eV. The electronic states show no degeneracy. 

When spin-orbit coupling (SOC) is included, the band gap 

decreases by 20 meV to 1.40 eV. The transition occurs 

between the valence band maximum and conduction band 

minimum with a flip of the electron spin orientation. 

 

Fig. 1. Band structure of Cr CFBr in the unstrained state: (a) 

without spin-orbit coupling (SOC) (electronic states with spin-

down and spin-up are shown in red and black, respectively), (b) 

with SOC included. 

Under compressive strain (Fig. 2a), the band gap 

decreases progressively, reaching 0.91 eV at Ů = -10%. The 

spin-orbit coupling (SOC) effects become increasingly 

significant with greater strain (Fig. 2b), reducing the SOC-

included band gap to 0.62 eV at Ů = -10%.  

 

Fig. 2. Electronic band structure of Cr CFBr under applied 

strain: (a) at Ů = ī10% without spin-orbit coupling (SOC), with 

spin-down states shown in red and spin-up states in black; (b) at 

Ů = ī10% with SOC included; (c) at Ů = ī11% without SOC; (d) 
at Ů = ī11% with SOC. 

Notably, the G-point interband transition occurs 

without spin flipping. When the compressive strain exceeds 

10% (Ů < -10%), the system undergoes a semiconductor-to-

semimetallic transition (Fig. 2c). In this regime, the 
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electronic states become degenerate, though the 

degeneracy is lifted by spin-orbit coupling. 

Under tensile strain, the material maintains its 

semiconducting state (Fig. 3). When stretched to Ů = 11%, 

the band gap increases to 1.09 eV. Inclusion of spin-orbit 

coupling (SOC) reduces this value to 0.94 eV. Similar to 

the unstrained case, the valence-to-conduction band 

transition involves an electron spin flip. 

 

Fig. 3. Band structure of Cr CFBr under tensile strain: (a) Ů = 

11% without spin-orbit coupling (SOC), with spin-down states 

shown in red and spin-up states in black; (b) Ů = 11% with SOC 

included. 

4. Conclusions 

Through first-principles calculations, we investigated 

the strain-dependent band structure of two-dimensional 

Cr CFBr MXene under compressive/tensile deformation. 

The study revealed that under compressive strains of Ů < 

ī10%, the material undergoes a semiconductor to 

semimetallic transition. In contrast, tensile strains only 

modify the band gap magnitude while preserving the 

semiconducting character. This transition mechanism 

originates from increased distances between chromium 

ions and functional group. 
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Abstract. The evolution of diffraction patterns (DPs) from the 6H-SiC(0001) surface during graphene growth was systematically 

investigated. Distinct DP characteristics were identified, corresponding to sequential morphological transitions: from an initially rough 

SiC surface to a step-terraced morphology, followed by formation of a carbon buffer layer and subsequent epitaxial graphene nucleation 

during thermal annealing. Complementary ex situ characterization via atomic force microscopy (AFM) and Raman spectroscopy 

confirmed strong correlations between the observed DPs and the surface's morphological evolution, stoichiometric composition, and 

structural perfection at each growth stage.  

 

1. Intr oduction 

Graphene is a two-dimensional carbon allotrope with a 

hexagonal lattice. It exhibits record charge carrier mobility 

of approximately 2Ĭ105 cmĮ/VĿs, surpassing silicon 

mobility by more than two orders of magnitude, high 

conductivity, and flexibility. Owing to these exceptional 

properties, various graphene-based devices have been 

developed, including transistors [1]. However, the 

fabrication of large-area, defect-free monolayers on 

dielectric substrates is still significant challenge in 

graphene electronic. This way thermal decomposition of 

silicon carbide is a promising synthesis approach.  

Recent studies have confirmed the possibility of 

precisely controlled graphene growth on SiC(0001) 

substrates through thermal annealing in argon atmosphere 

[2]. Particular scientific attention has focused on 

graphitization processes and monolayer formation, which 

occur via sequential surface transformations. The key 

structures controlling graphene layer parameters include 

the (6ã3Ĭ6ã3)R30Á buffer carbon layer and the (1Ĭ1) 

graphene surface lattice [3]. In situ observations of 

reflection high-energy electron diffraction (RHEED) 

patterns corresponding to the given surface transformations 

have not been previously reported. 

In this work, we have investigated the evolution of the 

crystalline structure in the near-surface layer of 6H-

SiC(0001) during thermal processing using in situ methods. 

The obtained results establish correlations between 

annealing parameters, RHEED and the characteristics of 

obtained graphene layers, enabling precise control over 

their quantity and quality, that which research provides new 

insights into the mechanisms of graphene formation on 

silicon carbide substrates, contributing to the development 

of advanced electronic devices based on two-dimensional 

materials. 

2. Experiment  

The samples 8.0Ĭ1.5Ĭ0.33 mm with dimensions were 

prepeared from nitrogen-doped 6H-SiC(0001) substrates 

with 0.02ï0.1 ɋĿcm resistivity. Thermal annealing 

procedures were conducted in situ within an ultra-high 

vacuum (UHV) chamber of a reflection electron 

microscope [4], utilizing direct or alternating electric 

current passage through the specimen for heating purposes. 

Temperature monitoring was performed using an 

optical pyrometer, while structural evolution of the 6H-

SiC(0001) surface and graphitization processes were 

characterized by in situ through RHEED.  

Ex situ morphological characterization was performed 

by atomic force microscopy (AFM, Bruker Multimode 8). 

Surface stoichiometric composition analysis was 

performed using Raman spectroscopy measurements 

(XploRa Plus, Horiba, excitation wavelength ɚ = 532 nm).  

3. Results and discussions 

All investigated samples underwent the step-terrace 

surface formation stage. At temperatures below 1000ÁC, 

the 6H-SiC(0001) substrate surface displayed substantial 

roughness and nanoscale scratches with height of 5ï15 nm. 

After heating to 1200ÁC, the surface gets a vicinal structure 

with incomplete SiC bilayer coverage on narrow terraces 

(400ï500 nm wide) with step 0.75ïnmïhigh, 

corresponding to half the (0001) lattice constant of 6H-SiC. 

These morphological characteristics confirmed by (AFM) 

profiles (Fig. 1a) correspond to the expected step height of 

6H-SiC formed during low-temperature annealing, 

representing three Si-C bilayers [5]. 

The growth of high-quality graphene on 6H-SiC(0001) 

substrates occurs on a buffer layer having 6ã3 surface 

reconstruction, upon which graphene layers with (1Ĭ1) 

structure subsequently form. 

Fig. 2(a) displays diffraction patterns (DP) along 

ρρςπ direction obtained after five-minute annealing at 

T = 1300ÁC. The rod-like reflections corresponding to the 

SiC structure begin to be accompanied by two satellites on 

either side of the rod reflections matching the 6ã3 

reconstruction during annealing. "The appearance of 

satellite reflections on the diffraction pattern along the 

ρρςπ direction indicates complete coverage of the sample 

surface by the buffer layer. The presence of the buffer layer 

is confirmed by distinct D and G peaks in the Raman 

spectrum (Fig. 1(c)). The sample surface exhibits large pits 

up to 5 nm deep (Fig. 1a) where graphene clusters form as 

evidenced by the weak broad feature at å 2700 cmī1 in the 

Raman spectrum referred to as the 2D peak. 

The DP presented in Fig. 2b along ρρππ direction 

corresponds to the formation of the first graphene layer 

during 4-minute annealing at T = 1350ÁC with an electron 

beam incidence angle of 2ï3Á, enabling probe of the two 

uppermost surface layers. The surface exhibits (1Ĭ1) 

structure with rod-like reflections in the DP demonstrating 

the hexagonal structure. The rod-like diffraction features 
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associated with graphene exhibit high homogeneous 

intensity distribution, and continuous elongation along 

their entire length, being characteristic for high-quality 

two-dimensional graphene clusters.  

 

Fig. 1. AFM images of the sample surface after annealing: (a) 

t = 5 min at T = 1300ÁC; (b) t = 4 min at T = 1350ÁC; (c) Raman 

spectra: 1 ð initial  SiC, 2 ð spectrum corresponds to annealing 

for 5 min at 1300ÁC, and 3 ðspectrum was obtained after 4 min 

annealing at 1350ÁC. Surface profiles measured along the dashed 
lines are displayed in the insets. 

Raman spectroscopy analysis (Fig. 1c) confirms 

graphene formation through significant intensity reduction 

of the D-peak associated with the buffer layer, along with 

marked increase in intensity and narrowing of the 2D-peak. 

The zero-order Laue zone in Fig. 2b contains unlabeled 

patterns (indicated by white arrows) evidencing the 

presents of the carbon buffer layer [15], while their 

presence simultaneously confirms the absence of a second 

graphene layer. However, AFM image (Fig. 1b) reveals 

terrace segmentation onto stripe-like features along step 

edges and numerous polygonal pits up to 1 nm deep 

induced by silicon sublimation, indicating nucleation of a 

second graphene layer. 

 

Fig. 2. (a) DP observed along ρρςπ direction during annealing 

at T = 1300ÁC; (b) DP observed along ρρππ direction during 

annealing at T = 1350ÁC. Unmarked arrows indicate patterns of 

the 6ã3-reconstructed buffer layer. 

4. Conclusions 

Our in situ REM investigation and ex situ AFM 

investigation and Raman spectroscopy measurements 

demonstrate that the formation of the buffer layer can be 

monitored through the appearance of satellite reflections in 

DP. For controlled synthesis of monolayer graphene, the 

annealing process must be terminated while the diffraction 

pattern still shows a superposition of reflections from both 

graphene and buffer layers. Complete disappearance of 

buffer layer reflections, which would indicate the formation 

of the second graphene layer, should be avoided to maintain 

monolayer coverage. 
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Abstract. We study the Ising model on Fibonacci-discretized 2D surfaces with Delaunay triangulation, examining sphere, ring, plane 

and torus topologies. Phase diagrams reveal connectivity-dependent transitions at Tc å 3.33(3)J. The characteristic 5/7-vertex defects 

in Fibonacci lattices cause: deviation from flat lattice critical temperature, singular connectivity transitions with increasing N, topology-

dependent finite-size effects. Notably, the torus (<1% defects) shows no Tc shift, converging to the universal Fibonacci lattice limit. 

This demonstrates how local defects and global topology jointly determine critical behavior. 

 

1. Introduction 

The Ising model on two-dimensional lattices has long 

served as a paradigmatic system for studying phase 

transitions and critical phenomena [1]. While its properties 

on conventional flat lattices are well understood, its 

behavior on curved surfaces with complex topology 

presents new theoretical challenges and opportunities. 

In this work, we investigate the ferromagnetic Ising 

model on curved surfaces discretized via the Fibonacci 

method with Delaunay triangulation [2]. The Fibonacci 

approach generates uniform coverings with approximately 

equal-area triangles [3], providing a natural framework for 

studying the thermodynamic limit on curved manifolds. A 

key feature of these lattices is the presence of topological 

defects - 5- and 7-coordinated vertices. As the number of 

nodes in the Fibonacci sphere increases, its triangular 

covering undergoes a series of singular transitions 

reflecting abrupt changes in connectivity properties. These 

changes substantially influence the system's statistical 

characteristics, leading to first-order-like discontinuities as 

the sphere's radius grows [5]. 

We compare phase diagrams across different 

topologies: sphere [5], torus, and spherical ring 

configurations (including ring and planar cuts). The critical 

temperature Tc å 3.33(3)J remains universal in the 

thermodynamic limit, yet is lower than for flat triangular 

lattices (Tc å 3.64J) [4]. We attribute this to finite-size 

effects and global topology's influence on phase behavior. 

Notably, the torus exhibits negligible Tc shifts due to 

minimal connectivity defects (<1%), yet converges to the 

same limiting critical point as spherical topologies. 

These results provide new insights into how 

connectivity properties, curvature, and topology 

collectively determine critical phenomena in curved 

spaces. The observed effects demonstrate nontrivial 

relationships between local lattice geometry and global 

topological constraints in statistical mechanical systems. 

2. Experiment  

Fibonacci lattices are characterized by an almost 

uniform and isotropic distribution of sites. This enables 

effective discretization of curved surfaces using triangles of 

approximately equal area. 

The Fibonacci distribution on surfaces forms a structure 

consisting of two sets of spiral arcs [11]. In these arcs, the 

distance between consecutive points is determined by 

Fibonacci numbers. Some spiral sets are twisted clockwise, 

while others are twisted counterclockwise. As the lattice 

radius (total number of sites) increases, the number of 

dominant spirals grows. It can also be demonstrated that the 

Fibonacci lattice essentially results from a sequential 

arrangement of elements along a single "generative spiral" 

[3]. The angular distance between elements of this 

generative spiral corresponds to the golden ratio. ( ὗ å 

1.618 å 137.5Ǔ).  

 

Fig. 1. Fibonacci lattices: a) sphere; b) ring; c) plane (cut ring); 
d) torus. 

The Fibonacci spherical lattice (Fig. 1a) is generated 

through the coordinate transformation equations (1, 2): 

ὼ ὶὧέί—ίὭὲ•Ƞώ ὶίὭὲ—ίὭὲ•Ƞᾀ ὶὧέί•      ρ 

•
ς“Ὧ
Ƞ— ὥὶὧέί

Ὧ
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                       ς 

where k runs through sites from 1 to N, and r is the radius 

of the sphere. 

The Fibonacci ring lattice (Fig. 1b) was generated 

through excision of the polar regions containing 5- and 7-

coordinated nodes from the spherical configuration, 

resulting in exclusively 6-coordinated vertices throughout 

the ring structure. Subsequent longitudinal sectioning of 

this annular geometry yielded the planar Fibonacci lattice 

(Fig. 1c). 

The Fibonacci pattern on the torus surface (Fig. 1d) was 

constructed according to the mapping equations (3, 4), 

which preserve the uniform point distribution while 

adapting to the toroidal topology: 

ὼ Ὑ ὶὧέί•ὧέί—Ƞ 
ώ Ὑ ὶὧέί•ίὭὲ—Ƞ 
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After constructing the triangulated Fibonacci lattices, 

we define the Ising model with the Hamiltonian (5): 

Ὄ ὐ Ὓ

ἂȟἃ

Ὓ Ὤ Ὓ                   υ 

The spin variable Sk represents the magnetic moment of 

an atom at the site k. This variable can take two values, Sk 

= Ñ1, associated, respectively, with up or down orientations 

of the magnetic moment with respect to the atomic crystal 

plane. To simplify notations, weconsider dimensionful 

variables in units of the coupling J = 1. 

3. Results and discussions 

We used the Monte Carlo method to generate 

configurations using the Metropolis algorithm.  

The boundary conditions for the Fibonacci ring and 

plane were fixed: on the original spherical lattice the spins 

were fixed and equal to +1, on the cut-out areas (ring and 

ring with a cut) the spins changed in a Monte Carlo cycle. 

The magnetic susceptibility (6) was computed for all 

lattice configurations presented in Figure 1 (sphere, ring, 

plane, and torus) under zero external magnetic field 

conditions:  

…Ὕȟὔ
ἂὓ Ὕȟὔἃ ἂὓὝȟὔἃ

Ὕ
           φ 

where  ὓ В Ὓ is the total magnetic moment of the 

system. 

The susceptibility data were fitted with a Gaussian 

function to determine the critical point. The following 

presents the distribution of critical temperatures as a 

function of the inverse number of lattice sites (1/N). 

The spherical lattice undergoes a series of transitions 

associated with the formation of new spirals. The phase 

behavior exhibits segmentation of the extrapolation region 

into distinct intervals, similar to those observed for 

connectivity properties. Phase diagrams for the Fibonacci 

sphere are also presented in the article [5]. Comparable 

critical point patterns are observed for both the ring and 

plane (Fig. 2) configurations derived from the sphere. For 

the investigated high-density lattices, scaling analysis 

yields nearly identical critical temperatures of Tc å 

3.33(3)J. 

 

Fig. 2. The scaling of the temperature obtained from the magnetic 

susceptibility of Izing model at the Fibonacci ring as the function 
of an inverse number. 

In contrast to the sphere and its ring-like topologies, the 

torus shows virtually no temperature shift. The 

susceptibility versus temperature fitting (Fig. 3) gives a 

phase transition point of approximately Tc å 3.32. 

 

Fig. 3. Magnetic susceptibility of the Ising model on the 
Fibonacci torus. 

4. Conclusions 

The study of the Ising model on Fibonacci-Delaunay 

lattices (sphere, ring, plane, and torus) reveals a universal 

critical temperature Tc å 3.33(3)J in the thermodynamic 

limit, despite topological differences. The deviation from 

the flat triangular lattice value (Tc å 3.64J) stems from 5/7-

coordinated topological defects, inherent to spherical and 

ring geometries. Notably, the torus, with minimal defect 

density (<1%), shows negligible Tc shifts, highlighting 

possible influence of local connectivity on phase 

transitions. 

The segmented scaling of Tc(1/N) for the sphere and 

derived configurations reflects abrupt connectivity changes 

during Fibonacci spiral growth, while the torusôs smooth 

behavior underscores global topologyôs role in suppressing 

such singularities. However, the question remains as to how 

dominant a role topology plays in the observed deviations 

from the planar triangular lattice behavior. 
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Abstract. The details about growth conditions and surface morphologies of La-induced thin films on Si(111) substrate are observed 

by scanning tunneling microscopy (STM) and low-energy electron diffraction (LEED). We identify a new reconstruction ã3³ã3- 

La/Si(111) with domain walls (DWs). According to our experimental data, we report on models of unique atomic structures of the 

investigated compound. 

 

1. Introduction  

Rare earth metal (REM) thin films grown on silicon 

surface have attracted the attention of the scientific 

community due to their prospective for magnetic, 

spintronic, and electronic devices. There are three types of 

structures on Si(111) induced by submonolayer La 

(trivalent REM): 5Ĭ2, (2m+1)Ĭ6, and 2Ĭ3 [1]. In particular, 

quasi-one-dimensional (1D) 5Ĭ2-La reconstruction with 

1/5 monolayer (ML) coverage and 2Ĭ3-La reconstruction 

with 1/3 ML coverage. Recently, based on the ab-initio 

calculations the atomic structure of the La-induced Si(111)-

(ã3Ĭã3)R30Á surface was proposed [2]. However, there are 

relatively few experimental studies of this structure. In this 

article, we investigated growth and atomic structure of the 

uniform (ã3³ã3)- La/Si(111) and domain walls (DWs) 

formed on it.   

2. Experiment  

Experiments were performed in the ultra-high vacuum 

system OMICRON STM-1 (with base pressure  

~1.8Ĭ10-10 Torr). (ã3³ã3)-La and DWs were investigated 

by scanning tunneling microscopy (STM), low-energy 

electron diffraction (LEED), and ab-initio calculations. For 

the formation of the ã3³ã3-La surface, La deposition was 

carried out onto the preliminarily formed 2Ĭ3-La/Si(111) 

surface at about 650ÁC. 

3. Results and discussions 

The ã3³ã3-La/Si(111) surface reconstruction with DW 

was found from STM and LEED measurement (Fig. 1).  

 

Fig. 1. Empty state (+2V) STM image (35Ĭ35 nm2) of the ã3³ã3-
La/Si(111) structure with DW. 

One can see that the surface is built of the various sized 

triangular domains, which bounded by the DWs. These 

triangular domains contain the ã3Ĭã3-periodical hexagonal 

arrays (Fig. 2 a) and DW separates them (Fig. 2 b).  

  

 

Fig. 2. Empty state (+2V) experimental high-resolution STM 

images of the a) ã3³ã3-La/Si(111) surface (the blue rhombus 

outlines the ã3Ĭã3 unit cell) and b) domain wall at the ã3³ã3-
La/Si(111) surface (the black shape outlines the ã13Ĭã3 cell). 

The La coverage estimation yields that the DWs contain 

excess La atoms in comparison with the triangular domains. 

Based on the STM observations we proposed atomic 

structural models of the ã3Ĭã3-La phase and DW by using 

ab-initio calculations. For the ã3Ĭã3-La phase it was 

established that La atoms occupy the H3 sites. For the 

heavy DWs separating the ã3Ĭã3-La domains (Fig.2 b) it 

was found that La atoms replace some substrate Si atoms 

forming double zig-zag atomic wire.   

4. Conclusions 

The ã3³ã3-La/Si(111) surface reconstruction with 

DWs has been investigated by STM, LEED, and ab-initio 

calculations. We proposed atomic structural models of the 

ã3Ĭã3-La phase and DW separating the ã3Ĭã3-La 

domains. The obtained results show that the structure of the 

DW is an almost ideal one-dimensional (1D) structure. 
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Abstract. We report the study of submonolayer indium deposition on Bi2Se3(0001) surface at room temperature and 450ÁC in the 

column of in situ reflection electron microscope. At room temperature indium atoms substitute bismuth in the uppermost Bi2Se3 layer. 

Subsequent annealing at å200ÁC drives displaced Bi atoms to the surface which create 0.4 nm-high Bi(111) bilayer with a labyrinth-

like morphology. In contrast, deposition at 450ÁC (<1 ML In) leads to a surface phase appearing with 0.4 nm-high that locally 

suppresses Bi2Se3 sublimation. Ascending step flow during sublimation leads to star-shaped multilayer islands (N+0.4 nm height) 

formation. At higher coverages (>2 ML), In accumulates at step edges leading to intercalation into the van-der-Waals gap and further 

Bi substitution accompanied by the formation of 0.4-nm-high rims. 

 

1. Introduction  

One of the primary methods for fabricating high-quality 

van-der-Waals heterostructures and superlattices based on 

layered metal chalcogenides is molecular beam epitaxy 

(MBE) [1]. Like other epitaxial techniques, MBE does not 

allow to completely prevent the formation of point defects, 

twin domains, and various crystalline phases with identical 

stoichiometry (polymorphs). A significant number of 

defects appears at the interface during nucleation and 

formation of the initial filmôs layers. Consequently, 

investigating surface processesðadsorption, diffusion, 

nucleation, and growth of 2D islandsðusing in situ and ex 

situ techniques is crucial for advancing van-der-Waals 

epitaxy and addressing challenges that hinder the 

production of high-quality heterostructures for 

semiconductor applications. 

In this work, we present the study of Bi2Se3(0001) 

structural and morphological surface transformations 

during the indium deposition, investigated using in situ 

reflection electron microscopy (REM) and ex situ 

characterization methods. 

2. Experiment  

To study the adsorption of indium on the Bi2Se3(0001) 

surface, in situ REM investigation was performed using 

samples with dimensions of 7Ĭ3Ĭ0.3 mm. The samples 

were prepared by cleaving a bulk Bi2Se3 single crystal 

grown by the Bridgman method [2]. The cleaving was 

performed under ambient conditions, followed by cutting 

the edges. High-purity indium (99.999%, Ted Pella, USA) 

and selenium (99.999%, Metallon, Russia) were used as 

deposition sources. The indium evaporator was calibrated 

by monitoring the formation rate of a ã3Ĭã3 surface 

reconstruction at 450ÁC on a pre-annealed Si(111) substrate 

following established procedures [3,4]. 

Ex situ diagnostics were performed by scanning 

electron microscopy (SEM) and atomic force microscopy 

(AFM). The chemical composition and electronic structure 

of the samples were characterized using X-ray 

photoelectron spectroscopy (XPS) and angle-resolved 

photoelectron spectroscopy (ARPES). Indium was 

deposited onto the Bi2Se3(0001) surface in ARPES camera 

via electron-beam evaporation from a molybdenum 

crucible; the deposition rate was monitored using a quartz 

crystal microbalance and verified by XPS. Surface 

structural evolution was tracked in real time using low-

energy electron diffraction. 

3. Results and discussions 

Indium deposition at room temperature already leads to 

the substitution of Bi atoms in the near-surface Bi2Se3 layer 

by In atoms ð all indium atoms become covalently bonded 

with Se. Subsequent annealing at å200ÁC causes the 

displaced bismuth atoms to migrate to the surface, where 

they form covalent bonds with each other (Fig. 1) resulting 

in the formation of a Bi(111) bilayer. This bilayer exhibits 

a labyrinth-like morphology with no distinct faceting of 

boundaries and a height of 0.4 nm (Fig. 2(a)) [5].  

 

Fig. 1. XPS spectra of In3d (a), Bi4d7/2 (b) and Se3d(c) lines 

measured for a pristine Bi2Se3(0001) surface after cleavage in 

vacuum (black lines), after deposition of å2 ¡ indium at room 

temperature (blue lines), and after subsequent heating of the 
sample at 200ÁC (red lines). 

Using backscattered electron detector sensitive to the 

atomic number of materialôs elements (Z-contrast), SEM 

analysis of a Bi2Se3(0001) surface with submonolayer In 

coverage (~0.5 ML ï 1 monolayer (ML) having a height 

å 0.2 nm) revealed a morphological features consisting of 

three distinct regions (fig. 2(b)). Bright-contrast domains 

(0.4 nm height) corresponded to Bi-rich areas where 
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displaced bismuth formed a surface bilayer, while dark-

contrast regions indicated In-substituted areas lacking 

Bi(111) bilayer coverage. Intermediate-contrast areas 

represented untransformed Bi2Se3(0001) surface remained 

due to incomplete In adsorption. Quantitative analysis 

showed approximately equal distribution between 

transformed (bright/dark) and pristine (intermediate) 

regions. These observations corroborated by 

complementary AFM, XPS, and ARPES data demonstrate 

the competitive processes of In substitution and surface Bi 

aggregation during submonolayer low-temperature 

deposition. 

 

Fig. 2. (a) AFM image of the Bi2Se3 surface after indium 

deposition with 0.4-nm-high Bi(111) bilayers. (b) SEM image of 

the surface obtained in backscattered electron mode: white 

arrows indicate the regions corresponding to Bi(111) bilayers, 

black arrows indicate the regions of the surface reacted with 

indium but not covered by the Bi(111) bilayer, hatched arrows 
indicate the regions with the pristine Bi2Se3(0001) surface. 

Fig. 3(a) reveals Bi2Se3(0001) sublimation at 

~0.03 QL/sec (1 QL ï quintuple layer (QL) having a height 

å 1 nm), with dark-contrast atomic steps moving toward 

upper terraces [6]. The initial surface demonstrate straight 

1-nm steps. Upon In deposition (0.007 ML/sec), dark step 

contrast intensifies (Fig. 3(b)), which indicates the 

incorporation of indium atoms into the step. After 500 sec 

of In deposition (1.25 ML), dark-contrast regions wide near 

step edges (Fig. 1c), which indicates the zigzag step 

formation. The In-induced phase at these stage of 

deposition covers ~7% of the surface. By 800 sec of indium 

deposition (2 ML), steps roughen further, and 0.4-nm rims 

form along all steps (Fig. 2d). Beyond 3 ML of In coverage 

under Se flux, In2Se3 grows via 2D nucleation (RHEED 

oscillations) peoceeding to multilayer van-der-Waals 

epitaxy at 4 ML. 

 

Fig. 3. In situ REM images of indium adsorption on the 

Bi2Se3(0001) surface exposed to Se molecular beam at 450ÁC: (a) 

congruent sublimation (0 ML of indium coverage), (b) ~0.5 ML, 
(c) ~1.25 ML, (d) ~2 ML. 

4. Conclusions 

Using in situ REM, AFM, SEM, ARPES, and XPS, 

stages of indium deposition onto the Bi2Se3(0001) surface 

at room temperature (followed by annealing at å200ÁC) and 

at 450ÁC were investigated. Indium deposition at room 

temperature induces the substitution of bismuth atoms in 

the near-surface Bi2Se3 layer. Subsequent annealing at 

å200ÁC promotes the segregation of displaced bismuth 

atoms to the surface where they form a 0.4-nm-high 

Bi(111) bilayer exhibiting a labyrinth-like morphology. 

Indium deposition at 450ÁC (<1 ML) induces the formation 

of a 0.4-nm-high surface phase that locally suppress Bi2Se3 

sublimation. During sublimation, ascending step flow leads 

to formation of star-shaped multilayer islands with a height 

of N+0.4 nm (N is the number of QLs). At higher In 

coverages (>2 ML), indium preferentially accumulates at 

step edges, then intercalates into the van-der-Waals gaps 

and further substitutes Bi atoms. This process is 

accompanied by the formation of 0.4-nm-high rims at the 

edges of the modified regions. 
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Abstract. The search of minimal enthalpy structures of ternary magnesium alloys of different stoichiometry MgxSiyGez under pressure 

PÒ6 GPa has been performed using the software suite USPEX implementing the evolution algorithm combined with the density 

functional theory (DFT) approach. The evolutionary search has yielded new possible ternary compounds of the stoichiometries 

Mg6Ge4Si3, Mg6Ge3Si4, Mg6GeSi3, Mg4Ge3Si2, Mg2GeSi and Mg12Ge3Si, which have negative enthalpy of formation at pressures in 

the range of 0 to 10 GPa and which are not substitution solutions of Ge on Mg2Si matrix. The stability and fabrication conditions of 

the resulting structures merit further investigation. 

 

1. Introduction  

Since the 1960s, Mg2X compounds (X = Si, Ge, Sn) and 

their solid solutions have been shown to be promising 

materials for thermoelectric energy conversion [1, 2], since 

the high thermoelectric conversion efficiencies observed in 

these systems [3-5] make them suitable for heat recovery 

and energy conversion applications due to their valuable 

properties such as high melting point [6], narrow indirect 

band gaps, environmental safety and sufficient cheapness 

These compounds are very promising materials as thermal 

elements in industrial production, infrared detectors in 

optical fibres, high efficiency solar cells and for use in 

hydrogen energy technologies for its storage and transport.  

Magnesium silicide shows great compositional 

flexibility as evidenced by its formation of solid solutions 

with tin or germanium [7ï9]. This flexibility allows the 

thermoelectric performance of these materials to be 

enhanced through improved electrical and thermal 

conductivity [10]. By varying the concentration of 

germanium in the compound, we can tailor the 

thermoelectric properties to our needs, increasing their 

potential for use in energy conversion applications [11].  

The properties of three-component MgxSiyGez alloys 

over all possible stoichiometric ratios still remain 

unexplored. Antifluorite structure with Fmσm symmetry is 

the only structure considered in the analysis of magnesium 

stannides, as both magnesium silicide and magnesium 

germanide share this structural form. Furthermore, the 

application of evolutionary optimisation methods to the 

calculations of Mg2Si [12], Mg2Sn [13] and Mg2Ge [14] has 

allowed the reproduction of known phase transitions as 

well as also predicting previously unknown structures 

under high pressures. The aim of this study is to identify 

optimal structures in the three-component MgxSiyGez 

system using modern evolutionary optimization techniques 

[15], and to investigate the stability of these structures both 

at ambient pressure conditions as well as at pressures 

ranging from 0 to 10 GPa. 

2. Methodology of calculation 

For evolutionary modeling of the three-component Mg-

Si-Ge system, Universal Structure Predictor: Evolutionary 

Xtallography (USPEX) algorithms were applied in the 

variable composition mode [16-18]. During the 

evolutionary search, from 40 to 60 generations of structures 

were produced depending on the convergence, which was 

considered to be achieved when the most energetically 

favorable structure remained unchanged for 20 consecutive 

generations. Each generation contained 20 structures and 

the first generation contained more than 120 structures, 

with 4 to 32 atoms per every structure. The structures of the 

first generation were randomly selected from the list of 230 

space groups. In the following generations, 50% of the 

lowest-energy structures were inherited from the previous 

generation, 10% of the structures were produced by lattice 

mutation, 10% of the structures were obtained by atom 

transmutation, and the remaining 30% of the structures 

were generated randomly.  

All USPEX generated structures were then relaxed 

using the conjugate gradient method implemented in the 

VASP software [19] with an energy precision of up to 0.1 

meV/cell. The one-electron wave functions were expanded 

using a plane-wave basis with a energy cutoff of 500 eV; 

the exchange-correlation potential in the Purdue-Burke-

Ernzerhof form [20] was used in the generalized gradient 

approximation. The Brillouin zones were sampled using a 

MonkhorstïPack mesh with k-points resolution of ~10ï3 

eV/¡ and in the energy of ~10ï6 eV. The enthalpy at a zero 

temperature was determined using relationship F= E+ PV, 

where E is the total energy, P is the external pressure, and 

V is the primitive cell volume.  

3. Results and discussions 

Table I. Structures, corresponding to the vertices of the convex 

shell at pressures of 1, 4 and 6 GPa. Si atoms are shown as small 

blue spheres, Mg atoms as large yellow spheres and Ge atoms as 

large grey spheres in the unit cell in the last column. 

Pressure/ 

Composition 

Lattice 

a, b, c (¡) 

parameters 

a,  b, g (̄)  
Symmetry Unit cell 

1 GPA 

Mg6Si3Ge 
7.46Ĭ3 90, 90, 120 R3 (146) 

 

1 GPA 

Mg3Si2 

7.44, 7.44, 

12.22  
90, 90, 90 R-3C (167) 

 

1 GPA 

Mg2Si 

4.14, 4.14, 

6.90 
90, 90, 90 P4/nmm (129) 

 

4 GPA 

Mg6Si4Ge3 

8.4, 5.31, 

5.25 

93.9, 90.2, 

95.3 
P1 (1) 
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4 GPA 

Mg6Si3Ge4 

8.46, 5.34, 

5.26 

93.8, 90.4, 

95.6 
P1 (1) 

 

4 GPA 

Mg2Si 
6.23Ĭ3 90, 90, 90 Fmσm (225) 

 

6 GPA 

Mg2SiGe 

4.17, 3.66, 

5.00 
90, 70.55, 90 Pm (6) 

 

6 GPA 

Mg4Si3Ge2 

5.06, 8.46, 

8.04 

78, 90.5, 

73.3 
P1 (1) 

 

6 GPA 

Mg6Si3Ge 

4.95, 5.68, 

6.59 

76.3, 103.9, 

98.1 
P1 (1) 

 

6 GPA 

Mg2Si 

4.52, 4.52, 

5.82 
90, 90, 120 

P63/mmc 

(194)  

6 GPA 

MgSi 

5.38, 5.25, 

5.19 

89.4, 79.7, 

111.4 
P-1 (2) 

 

6 GPA 

MgSi3 

7.62, 7.62, 

15.05 
90, 90, 120 

R-3m 

(166) 
 

Table 1 shows the lattice parameters and enthalpies of 

formation of the most stable compounds of magnesium, 

silicon and germanium obtained by evolutionary methods 

at external hydrostatic pressures of 1, 4 and 6 GPa. At a 

pressure of P = 1 GPa, the convex hull consists of five 

vertices, one of which corresponds to the ternary compound 

Mg6GeSi3 (146 space group), while two others correspond 

to the binary silicides Mg2Si and Mg3Si2 from groups 129 

and 167, respectively. At a pressure P = 4 GPa, the convex 

hull includes two asymmetric ternary alloys Mg6Ge4Si3 and 

Mg6Ge3Si4, and a cubic magnesium silicide Mg2Si of 225 

space group symmetry. At a pressure P = 6 GPa, the convex 

hull is formed by three ternary alloys and three binary 

silicides of different stoichiometries from Mg2Si to MgSi3. 

The ternary alloys have symmetries 1 in the case of 

Mg4Ge3Si2 and Mg6GeSi3 or 6 in the case of Mg2GeSi. The 

binary silicides group symmetries 2 for MgSi, and 166 for 

MgSi3 and 194 for Mg2Si. 

For a more detailed study of the stability of the most 

energetically favorable structures in different pressures, all 

results presented in Table 1 were recalculated in the 

pressure range from 0 to 10 GPa with full geometry re-

optimization. Fig. 1 shows the most stable structures with 

negative formation enthalpy, obtained by optimizing the 

results of the evolutionary search at pressures PÒ 10 GPa as 

well as the results of calculations of handmade ternary 

compounds derived from the convex hull structures of the 

corresponding MgxSnySiz compounds [21] by replacing Sn 

atoms with Ge atoms and following optimizations. The 

most energetically favorable three-component alloy 

structure is three-component alloy Mg6Si3Ge of 146 space 

group symmetry. This structure is the most stable of all and 

was obtained by exchanging of Si and Ge atoms in the 

convex hull structure shown in Table 1. There is at least one 

other Mg6Si3Ge structure of the same composition but with 

a much higher enthalpy, shown on fig. 1. Next on the 

Enthalpy-axis is the three-component structure Mg4SiGe, 

which competes with the Mg6Si3Ge and Mg12SiGe3 ones. 

At pressures P < 1.5 GPa Mg6Si3Ge is more energetically 

favorable among them, while at higher pressures it is losing 

to the Mg12SiGe3 and Mg4SiGe structures. However, at 

pressure P=0 their energies are comparable to those of the 

well-known binary silicide structure Mg2Si. 
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Fig. 1. Enthalpy-pressure dependence for the most energetically 

favorable crystal structures obtained by optimizing the results of 
the evolutionary search and their corresponding derivatives. 

4. Conclusions 

Evolutionary search allows the prediction of new 

unknown structures of mixed MgxSiyGez compositions. 

Some of them can be more stable than the known Mg2Si at 

ambient pressure conditions. 
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Abstract. Understanding the processes of formation and evolution of metal nanoparticle arrays is important because it allows one to 

control their parameters and properties in practical applications. This paper analyzes the features of Ag and Au nanoparticle array 

transformation during condensation of these materials and energy exposure in a vacuum. The nanoparticles in the array were classified 

according to their size. It was found that small Ag nanoparticles (<3.0 nm) actually have perfect fcc structure, whereas larger diameter 

nanoparticles unexpectedly have predominantly icosahedral or decahedral faces. Even with a weak energy impact, the nanoparticle 

array evolution takes place that is caused by the simultaneously occurring processes of migration of individual atoms along the surface, 

coalescence of nanoparticles and evaporation. As a result, the evolution of Ag and Au nanoparticle arrays has different mechanisms. 

In the case of Ag, the coarsening of nanoparticles occurs through the gas phase via the Ostwald ripening mechanism. In the case of Au, 

it was found that the calescence of nanoparticles depends on their mutual crystalline orientation, resulting in mechanisms being realized 

through the formation of a bridge or through a jump. 

 

1. Introduction  

In recent years, metallic nanoparticle arrays have 

attracted the interest of researchers due to the identified 

complex of their properties that allows to use this product 

of nanotechnology for various applications. For use in 

various devices or technological processes, an array of 

metallic nanoparticles must be formed on the solid state 

surface. Self-assembly of an array of nanoparticles with a 

reproducible average size and average distance between 

them on the surface is possible using physical vapor 

deposition methods. In these methods, the gas phase is 

formed by evaporation or sputtering, after which this vapor 

condenses on the solid state surface.  

In this paper, we compare the features of the evolution 

of gold and silver nanoparticle arrays during condensation 

of these materials and energy exposure in a vacuum.  

2. Experiment  

This study utilized high-resolution transmission 

electron microscopy (HRTEM) to examine the structure of 

silver and gold nanoparticles on a thin film of amorphous 

carbon (a-C). A 20 nm thin film of a-C was used as a 

substrate because it is chemically inert towards silver and 

gold nanoparticles and does not affect the diffraction 

pattern when studying the crystal structure of the sample by 

TEM. To create substrates for silver and gold nanoparticles, 

amorphous carbon layer was deposited using magnetron 

sputtering on single crystals of NaCl, measuring 5³5³3 mm 

in size. The NaCl crystals were then dissolved in deionized 

water, and the resulting carbon films were transferred onto 

copper grids with a 3 mm diameter and 200 holes per inch 

using a standard procedure. Silver and gold nanoparticles 

were subsequently deposited onto the prepared carbon foil 

via vacuum thermal deposition at a distance of 20 cm from 

the substrates [1]. The masses of the vaporized portions of 

gold and silver were 1.5 and 0.8 mg, respectively. The 

residual pressure in the chamber was maintained at 1.5³10-

5 Torr. 

The nanoparticles were analyzed using HRTEM on a 

Titan Themis 200 instrument, which is equipped with a 

spherical aberration corrector for the objective lens. High-

resolution images of nanoparticles were obtained at an 

accelerating voltage of 200 kV, under consistent 

illumination conditions, and with nearly perfect focusing of 

the objective lens.  

3. Results and discussions 

Detailed analysis of the arrays using TEM allowed us to 

classify the nanoparticles by type: small monocrystalline 

nanoparticles, monocrystalline twin, icosahedral, 

decahedral, and polycrystalline nanoparticles [2]. As can 

be seen in Fig. 1, the proportion of small monocrystalline 

nanoparticles in the array was the largest.  

Fig. 1. Histogram of the distribution of nanoparticles in the array 
depending on their size and type of internal structure.  

As can be seen in Fig. 1, the proportion of small 

monocrystalline nanoparticles in the array was the largest. 

The single-crystal type was predominant for particles sized 

1ï3 nm, decahedral for particles sized 3ï4 nm, and 

icosahedral for particles sized 4ï5 nm (Fig. 1). For particle 

sizes >6 nm, the polycrystalline type became predominant. 

Interestingly, the smallest nanoparticles had a single-

crystal structure. The most of these nanoparticles with 

diameters of 0.8ï3.0 nm exhibited a nearly perfect face-

centered cubic (FCC) structure with a distinct faceted 
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appearance. In the size range, a significant percentage of 

nanoparticles with fivefold symmetry, i.e. icosahedral (Ih) 

and decahedral (Dh) structures, were observed.  

During a weak energy impact, the nanoparticle array 

evolution takes place that is caused by the simultaneously 

occurring processes of migration of individual atoms along 

the surface, coalescence of nanoparticles and evaporation. 

As a result, the evolution of Ag and Au nanoparticle arrays 

has different mechanisms [3]. In the case of gold, the 

particles vibrate close to each other for quite a long time. 

But at some point, when they get a little closer, a "bridge" 

appears between them. This occurs in cases where the 

planes of the crystal lattice of nanoparticles are located 

either in continuation of each other or are turned at an angle 

(Fig. 2(a)). 

 

Fig. 2. Scheme of coalescence mechanisms of gold and silver 

nanoparticles: (a) - "Bridge"; (b) - "Jump"; (c) - "Ostwald 
ripening". 

Then the unification occurs rapidly: the particles 

instantly come closer together, and the bridge instantly 

expands with rapidly growing crystal planes. In cases 

where the planes of the crystal lattice of nanoparticles are 

located parallel, at some point, with some convergence (in 

the presented case, at 0.7 nm), a sudden ñjumpò 

coalescence occurs without the formation of a bridge 

between them (Fig. 2(b)). At the final stage, the shape of 

the nanoparticles is optimized by reducing the surface. 

The behavior of silver nanoparticles differs 

significantly from that of gold (Fig. 2(c)). The Ag particles 

also vibrate around each other. However, unlike Au 

particles, it is noticeable that they decrease in size over 

time. In the case of silver particles, there is no obvious 

abrupt coalescence or formation of chains of atoms, i.e. the 

particles remain at some distance from each other. 

Moreover, it is clear that mass transfer is observed in the 

space between particles. As a result, it appears as if the 

larger particle is "sucking" into itself the material of the 

smaller particle. At the final stage, a relatively smooth 

transition of the remains of the small nanoparticle to the 

large one occurs. Thus, our observations show that when an 

array of Ag nanoparticles is exposed to energy, two 

simultaneously occurring processes take place: evaporation 

and coalescence. Since the vapor phase for Ag is easily 

formed, it is natural that the coalescence of nanoparticles in 

this case occurs by the Ostwald ripening mechanism, when 

larger particles with a larger radius and lower saturated 

vapor pressure absorb smaller particles with a smaller 

radius and higher saturated vapor pressure by directed mass 

transfer through the external environment due to the 

pressure difference.  

4. Conclusions 

Thus, in the initially deposited array of gold and silver 

nanoparticles, under energy exposure, the evolution 

process is observed due to the enlargement of nanoparticles 

and a decrease in their number in the array. Under the same 

conditions of energy exposure, the process of coalescence 

of Au and Ag nanoparticles in the array by joining 

neighboring particles differs significantly. In the case of 

Ag, the evaporation process plays a significant role. For this 

reason, the aggregation of Ag nanoparticles occurs by 

intensive mass transfer through the external environment, 

implementing the well-known Ostwald ripening 

mechanism. In the case of Au, evaporation of the material 

is not significant for the coalescence of nanoparticles. 

However, the mechanism of this process depends on the 

mutual spatial orientation of the atomic planes of the crystal 

lattices of nanoparticles. With a parallel arrangement of 

closely packed planes of nanoparticles, the "jump" 

mechanism of coalescence is realized. In all other cases, the 

coalescence of Au nanoparticles occurs by "bridges" 

formed by Au atoms.  

Acknowledgements 

The work was carried out within the framework of the 

state assignment 2023-2025. Agreement FSMR-2023-

0003. 

References 

[1] D.G. Gromov, L.M. Pavlova, A.I. Savitskii, A.Yu. 

Trifonov. Physics of the Solid State 57 (2015) 173.  

[2] Gafner Yu.Ya., Ryzhkova D.ɸ., Gafner S.L., Gromov D.G., 

Dubkov S.V., Novikov D.V., Borgardt N.I., Volkov R.L., 

Poletaev G.M. Mater. Chem. Phys., 2024, v.326, 129810. 

[3] Gafner Y.Y., Gromov D.G., Volkov R.L., Dubkov S.V., 

Ryzhkova D.ɸ., Gafner S.L., Cherepovskaya A.A., 

Novikov D.V., Grishin T.S., Borgardt N.I. Surfaces and 

Interfaces, 2024, v. 54, 105165. 

https://www.scopus.com/authid/detail.uri?authorId=6506827428
https://www.scopus.com/authid/detail.uri?authorId=55794918800
https://www.scopus.com/authid/detail.uri?authorId=58746014700
https://www.scopus.com/authid/detail.uri?authorId=57346325800
https://www.scopus.com/authid/detail.uri?authorId=6603557021


Seventh Asian School-Conference on Physics and 

Technology of Nanostructured Materials 

Vladivostok, Russia, 11 ï 15 July, 2025  I.p.02 

49 

3D/nanodots/2D growth in Sb-mediated Ge epitaxy on 
Si(111) 

Petrov A.S.*,1,2, Gumbarg V.V.1,2, Rogilo D.I.1,2, Sheglov D.V.1, Latyshev A.V.1,2  
1 Institute of Semiconductor Physics of SB RAS, 13 pr. Lavrentieva, Novosibirsk 630090, Russia 
2 Novosibirsk State University, 2 Pirogova St., Novosibirsk 630090, Russia 
 
*e-mail: alexey_petrov@isp.nsc.ru 

 
Abstract. We report in situ ultrahigh vacuum reflection electron microscopy and ex situ atomic force microscopy study of Sb-mediated 

Ge epitaxy (0ï10 BL) on Si(111) surface with Sb surfactant coverages (0ï1 ML) at 500ï650 C. Sb passivation of Si(111) surface does 

not suppress Stranski-Krastanov growth regime at 600 C for Ge coverages above 3 BL, however 3D Ge islands (h å 10 nm, area 

S ~ 1 mkm2, N ~ 107 cmī2) nucleation on clean Si(111) surface transits to growth of Ge nanodots (h å 2 nm, and S ~ 100 nm2, 

N ~ 1011 cmī2) on 1 ML Sb-passivated Si(111) surface at 600 C. Ge epitaxy on 1 ML Sb-passivated Si(111) surface at 500ï550  C 

proceeds under layer-by-layer growth mode. 

 

1. Introduction  

Semiconductor heteroepitaxial technologies mostly 

deal with Stranski-Krastanov growth mode where layer-by-

layer growth transmits to growth of 3D islands due to 

relaxation of elastic strains induced by lattice parameter 

mismatch between growth material and substrate. 

Applicable to the most common hetero system Ge/Si, 

transition to 3D growth mode occurs at Ge coverages above 

2 BL (1 BL = 2 ML = 1.56Ĭ1015 cmï2) on Si(111) surface. 

It is well known that application of Sb as a surfactant on Si 

surface allows one to suppress 3D Ge nucleation and to 

obtain thicker Ge pseudomorphic film under certain growth 

conditions [1,2]. However, according to works [1,2], exact 

experimental conditions for 3D/2D transition or at least for 

reduction of 3D Ge island sizes at Sb-mediated Ge epitaxy 

on Si(111) are not clear. Moreover, self-organizing Ge 

quantum dots density was shown to be regulated by Sb 

coverage varying on Si(100) surface [3]. In this work, using 

in situ ultrahigh vacuum reflection electron microscopy 

(UHV REM) and ex situ atomic force microscopy (AFM) 

we reveal features of Ge epitaxy via growth of 3D islands 

and nanodots on Sb-passivated Si(111) surface at 500ï

650ÁC. 

2. Experiment  

Specimens with 8Ĭ1.0Ĭ0.4 mm dimensions were cut 

from phosphorus-doped Si(111) wafers with a 

misorientation 0.01Á and 0.3 ɋĀcm resistivity and cleaned 

with petroleum ether. The samples were treated by low-

energy (5 keV) Ar+ ion bombardment to form round-

shaped craters (~ 2 mkm deep and ~ 100 mkm wide) on 

their surface. Next, the samples were placed into the UHV 

REM chamber and resistively annealed at ~ 1300ÁC for 

300 s to remove the native oxide layer and contaminants, 

and to form an amphitheater-like surface morphology with 

atomically flat terraces of moderate width (at least 10 mkm) 

divided by concentric monatomic steps at the crater bottom 

[4]. After the sample preparation, the substrate temperature 

was reduced first rapidly (Ḑ 5ÁC/s) to 835ÁC and then 

slowly (Ḑ 0.1ï0.5ÁC/s) to 795ÁC to form large-scale (Ḑ 10ï

100 mkm2) domains of (7Ĭ7) reconstruction on the 

terraces. Sb and Ge were deposited from embeddable 

evaporator with two separated tungsten filaments wetted 

with molten Sb and Ge and heated by DC. Sb coverages (0ï

1 ML) were deposited onto the Si(111)-(7Ĭ7) surface at 

600ÁC. Sb flux was calibrated by (ã3Ĭã3)-Sb ᵼ ñ1Ĭ1ò-Sb 

structural transition observed by reflection high-energy 

electron diffraction (RHEED) when adsorbed Sb coverage 

ɗSb rises above 1 ML at T = 600ï650ÁC [5]. Ge coverages 

ɗGe up to 10 BL were deposited onto Si(111)-(7Ĭ7) and 

Sb/Si(111) at 500ï650ÁC and RGe = 0.01ï0.1 BL/s. All 

experimental stages including Sb and Ge flux calibration 

were observed and recorded by in situ REM and RHEED 

techniques. Due to a small angle of electron beam incidence 

onto the sample surface, REM images are foreshortened by 

~ 50 times along beam incidence, which distorts the shape 

of all surface morphology features. Following analysis of 

obtained surface morphologies was carried out by ex situ 

AFM technique in air. 

3. Results and discussions 

The typical transformations observed by in situ REM 

technique on the Si(111) surface during Sb deposition and 

following Ge epitaxy at 600ÁC are presented in Fig. 1. Thin 

dark line indicated by white arrow in Fig. 1a correspond to 

concentric monatomic steps dividing atomically flat 

terraces with bright contrast. Ge deposition onto clean 

Si(111)-(7Ĭ7) at 600ÁC leads to 2D island nucleation 

(Fig. 1b) and with their following coalescence when ɗGe 

reaches 1 and 2 BL values (we discussed these processes in 

detail here [6]). At Ge coverages above 2 BL, 2D growth 

transits to nucleation and growth of 3D Ge islands being 

observed in REM images as thick dark stripes (Fig. 1c). 

According to AFM images (Fig. 2a), these 3D islands are 

flat and arrow shaped with height h å 10 nm, area 

S ~ 1 mkm2, and concentration N ~ 107 cmī2. Further Ge 

deposition up to 10 BL do not rise the quantity of 3D 

islands, while 3D islands enlarge in height and area but do 

not coalescence with neighbors. Notice, that (7Ĭ7) ᵼ (5Ĭ5) 

structural transition is observed in RHEED patterns when 

ɗGe reaches 1 BL, and (5Ĭ5) structure is observed further 

for Ge coverages above 2 BL due to 3D islands are flat. 

During Sb deposition onto Si(111)-(7Ĭ7) at 600ÁC the 

terrace color contrast to change to a darker one (Fig. 1d) 

which corelates with disappearing of (7Ĭ7) reflections in 

RHEED patterns at ɗSb ~ 0.5 ML. The (ã3Ĭã3)-Sb 

reflections appear at ɗSb Ḑ 0.8 ML and fade away when ɗSb 

rises above 1 ML. A dark contrast of terraces and bright 

areas close to the step edges may also correspond to 

generation of 2D vacancies and islands on the terraces and 

depletion zones near the steps due to an imbalance of 
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surface Si atom induced by Sb adsorption [7], which is 

clearly observed in AFM images of Sb/Si(111) surface. Ge 

deposition onto Sb/Si(111) surface at 600 C leads to 

general brightness decrease and appearance of dark spotted 

contrast in REM image (Fig. 1e). Atomic steps are not 

resolved in REM images of Sb/Si(111) surface with ɗGe Ó 3 

BL deposited at 600 C. At the same time, 3D diffraction 

spots appear in RHHED pattern at ɗGe = 2ï3 BL. According 

to AFM images, with Sb coverage increasing in ɗSb = 0ï0.5 

ML range, 3D Ge island density rises up to 1010 cmï2 

(Fig. 2d), while their size decreases. At ɗSb Ó 0.5  ML 3D 

Ge island growth transits to growth of a dense array of Ge 

grains (Fig. 2b) with N ~ 1011 cmī2, h å 2 nm, and 

S ~ 100 nm2, which can be considered as Ge nanodots or 

Ge quantum dots due to their sizes. Ge nanodot maximum 

density is reached at ɗSb = 1 ML and ɗGe = 3 BL. Ge 

nanodot density dependence on Ge deposition rate at fixed 

T = 600 C and ɗSb = 1 ML has been measured (Fig. 2e). 

Coalescence of neighboring Ge nanodots was found on 

Sb/Si(111) surface at ɗGe > 3 BL and 600 C. 

 

Fig. 1. Typical in situ REM images of Si(111) surface at 600 C, 

RGe = 0.02 BL/s: (a) clean Si(111)-(7Ĭ7) surface, white arrow 

indicates on concentric step edge; (b) after 0.5 or 1.5 BL Ge 

deposition; (c) after 3 BL Ge deposition, black arrow indicates on 

3D Ge island; (d) after 1 ML Sb deposition; (e) after 3 BL Ge 

deposition onto 1 ML Sb-passivated Si(111) surface. 

In contrast to Ge/Sb/Si(111) epitaxy at 600 C, there was 

no 3D island or grain nucleation on Sb/Si(111) surface 

during 3 BL Ge deposition at 500ï550 C. REM images of 

Sb/Si(111) surface during Ge deposition from 0 to 5 BL are 

similar to REM images of Si(111) surface with 

ɗGe = 0.5 BL Ge where spotted contrast of 2D island on the 

terraces is observed (Fig. 2b). However, for Ge/Sb/Si(111) 

epitaxy at 500ï550 C we do not observe coalescence of 

nucleated islands and clear terraces when Ge coverage 

reaches integer values (1, 2,é, 5 BL). Sb-induced 1 ML 

ñ1Ĭ1ò structure was observed in RHHED patterns during 

Ge deposition and there was no appearance to 3D reflexes. 

AFM image of Sb/Si(111) surface with 3 BL Ge deposited 

at 500 C present surface morphology with clearly observed 

atomic steps with depletion zones near their edges and 2D 

islands (N ~ 1010 cmī2, h å 0.6 nm, and S ~ 300 nm2) on the 

terraces (Fig. 2c). These 2D islands cover ~ 10% of surface 

area due to exact ɗGe was slight above 3 BL. Thus, in 

accordance with work [2], 1 ML Sb passivation suppresses 

3D nucleation and produces layer-by-layer growth (step-

flow and 2D island nucleation and coalescence on the 

terraces above 1 mkm width) of Ge film on Si(111) surface 

during deposition of ɗGe > 3 BL at 500ï550 C. 

 

Fig. 2. AFM images of 3 BL Ge deposited on (a) clean Si(111) 

surface at 600ÁC, and on 1 ML Sb/Si(111) at (b) 600ÁC and (c) 

500ÁC. (d) Dependence of 3D islands/nanodots density on ɗSb 

deposited at 600ÁC. (e) Dependence of Ge nanodot density on Ge 
deposition rate. 

4. Conclusions 

We have shown, that for narrow substrate T close to 

600 C, where Sb desorption is neglected, Sb adsorption 

does not suppress 3D growth at ɗGe Ó 3 BL ð it 

significantly decreases 3D Ge island sizes and enhances 

their density. Thus, 3D islands become Ge nanodots at 

600 C when Sb coverage rises on the surface. Maximum Ge 

nanodot density ~ 1011 cmī2 is reached at 1 ML Sb and 

3 BL Ge. At T < 600 C, in accordance with previous results 

[1,2], Sb adsorption on Si(111) surface suppress 3D growth 

for deposition of ɗGe = 3ï10 BL. 
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Abstract. Quantum-mechanical modeling of the growth of two-dimensional (2D) Si layers on CrSi2(0001) was performed using the 

electron density functional theory. Relaxation of non-dense (thickness <1 ML) and dense (thickness Ó1 ML) Si atomic condensate 

under the action of quantum mechanical forces was performed. It was found that in non-dense condensates 2D surface phases (SPs) of 

Si are formed. In dense condensates paedomorphic (up to 2-3 ML) and then (after 2-3 ML) polymorphic solid wetting layers (SWLs) 

of Si with ABC (as in the substrate) and, accordingly, ABC Ÿ AB packing are formed.  

 

1. Introduction  

The study of the growth of 2D Si layers in a non-

isostructural Si film - CrSi2 substrate pair and the influence 

of the coordination of atoms in the substrate on the 

coordination of atoms in these layers is of significant 

interest for the theory of SWL growth. In addition, metallic 

conductivity and a significant magnitude of spin coherence 

can be expected in 2D Si layers on CrSi2(0001), which 

allows them to be considered as new nanomaterials for 

spintronics. In this report, the formation of 2D SPs and 

SWLs of Si on CrSi2(0001) is considered and the changes 

in the density and packing type of atoms with increasing 

thickness of these films are investigated. 

2. Research Methods 

As the films grew, a condensate of atoms was deposited 

on the substrate in 1/3 ML portions with low or 1 ML c 

portions with high surface density. After its deposition, the 

system was relaxed to a minimum of free energy. The 

calculations were performed using the FHI96md package 

[1], based on density functional theory, methods of the 

pseudopotential and a set of plane waves [2, 3]. One k-point 

of the Brillouin zone (0, 0, 0) was used. At the same time, 

pseudopotentials were generated using the FHI98PP 

package [4]. The cutoff energy of the plane wave set was 

40 Ry. The exchange-correlation interaction was taken into 

account in the generalized gradient approximation [5].  The 

CrSi2 lattice was represented in a Cartesian coordinate 

system and defined in a rectangular X and Y supercell with 

dimensions: a(X) = 18.668 a.u., b(Y) = 13.042 a.u., c(Z) = 

65.0 a.u. (1 a.u. = 0.529 ¡). One-sided silicon growth on 

CrSi2 was performed at a CrSi2 thickness of 3 or 4 ML, and 

its two-sided growth was performed at a thickness of 6 ML 

or 8 ML.  

3. Results and discussions 

In general, it was found that the loose packing of Si 

atoms on both sides of the CrSi2 supercell leads to the 

formation of Si SPs, which consist first of an array of 2D 

Si clusters and then of an array of 3D Si clusters (see Fig. 

1). 

In dense condensates (Fig. 2), the ABC packing was 

still preserved at the film thickness is up to 2-3 ML, and at 

high thicknesses it becomes mixed: ABC - in the first 2-3 

layers and AB (hexagonal packaging) ï in the subsequent 

ones.   

 

 
(a) (b) 

 

 
(c) (d) 

Fig. 1. Frontal and side views on Si/CrSi2(0001)/Si with Si 
thicknesses: 2/3 ML (a), 4/3 ML (b), 5/3 ML (c) and 11/6 ML (d).  

In order to increase the reliability of the results, we 

carried out studies with both single- and double-sided 

arrangement of Si condensate on the CrSi2(0001) supercell 

with different CrSi2 thickness, symmetry, and mutual c 2D 

Si rotation angle.  

If the CrSi2(0001) supercell was obtained by symmetric 

splicing of two halves of small thickness (3 ML), such 

splicing deformed the CrSi2 supercell because of the 

electron density imbalance on its surface and in its volume. 

In the case of a mirror-asymmetric CrSi2 cell, on one of its 

surfaces there was a growth of Si SWL with AB atoms 

packing, and on the other - with ABC packing. In general, 

it was found that the two-sided arrangement, maximum 

thickness, mirror symmetry, and angles 0 ̄and 30̄ between 

Si and CrSi2(0001) lattices are more consistent with the real 

physical heterostructure of Si on CrSi2(0001).  

At rotation angles of 2D Si relative to CrSi2(0001) 0 ̄

and, respectively, 30̄, the formation of Si SWL with higher 

and, respectively, lower stability occurred. Increasing the 

thickness of the CrSi2(0001) substrate to 8 ML decreased 

the thickness threshold to 3 ML Si to change the packing 

from ABC to AB, which, in terms of the role of substrate 

screening by the film is understandable. With an even 

number of layers in Si SWL with AB packing, its stability 
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of Si SWL was more pronounced. This correlates with the 

packing in the CrSi2(0001) lattice through an even number 

of layers.  

     

 

(ʘ) (ʙ) (ʚ) (ʛ)  (ʜ) 

Fig. 2. Frontal view on Si/CrSi2(0001)/ Si at CrSi2 thickness of 8 

ML and Si thickness: (a) - 0, (b) - 1 ML, (c) - 2 ML, (d) - 3 ML 
and (e) - 4 ML. 

In general, the obtained results can be explained as 

follows. At first, during the growth of Si SWL on 

CrSi2(0001), up to 3 ML, a certain ñscreeningò Si layer 

grows, in which ABC packing is preferred as in the 

substrate. Further, there is a change of packing type from 

ABC to AB and a mixed ABC Ÿ AB packing is formed. 

This is because, at higher thickness, the film is less 

dependent on the substrate and the independent AB packing 

is more favorable.   

It is found that the maximum stability of Si SWL is 

achieved when 2 ML Si is deposited. This is in agreement 

with the experiment [6, 7]. Nevertheless, modeling has 

shown that, for a Si 3 ML thickness of SWL, the mixed 

packing ABC (2 ML) Ÿ AB (+1ML) provides the highest 

stability.  

In the experiment [6, 7], the value of the superstructural 

correspondence between the 2D lattice parameters of 

Si(111) and CrSi2(0001) 30̄ and 0̄  is ã3/2 å 1.15 and 6/7 

å 1.16, respectively. This approximately corresponds to the 

known value of the mismatch between the Si and CrSi2 OF 

lattices of about -0.13 %. Therefore, with respect to CrSi2, 

2D Si forms the superstructure CrSi2(0001)3ã3Ĭ3ã3-Si. 

Meanwhile, during epitaxy on Si(111) substrate, the 

CrSi2(0001) lattice 30̄ and 0̄  are ordered into Si(111)2Ĭ2-

CrSi2R30Á and Si(111)6/7Ĭ6/7-CrSi2R0Á structures [6, 7]. 

In this case, the 6/7Ĭ6/7 structure, in the case of R0Á 

orientation, refers to the Si(111) substrate-induced 

periodicity of CrSi2(0001) itself, and the 3ã3Ĭ3ã3 

structure, in the case of R30Á orientation, refers to the 

periodicity of the two-dimensional metastable Si SWL on 

CrSi2(0001) itself.  

4. Conclusions 

Quantum mechanical modeling of Si growth on two-

sided CrSi2(0001) supercell plates with different structural 

symmetry and dimensions has been carried out. It is 

determined that the symmetry and increase in thickness of 

the CrSi2(0001) supercell contribute to the elimination of 

its distortions. In the process of adsorption of loose Si 

condensates on CrSi2, the formation of: up to 1 ML - 2D 

surface phases and after 1.67 ML - a two-dimensional array 

of 3D crystalline Si clusters with tetrahedral configuration 

of interatomic bonds was found. In the process of 

deposition of dense Si condensates on CrSi2(0001), it is 

shown that the growth of Si SWL, in the first layers, goes 

with ABC packing, and in the subsequent (after 2 ML) 

layers - with ABC Ÿ AB packing. At the same time, after 

the formation and change of packing, with each subsequent 

layer, the SWL becomes less stable.   
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Abstract. Ab initio calculation of density functional theory and pseudopotencials was applied to study Si(111)2/3r3x2/3r3-Mg models. 

Structures were studied in 2x2 cell. The most favorable structure for 2x2 cell has 1.75ML of Mg and 0.75ML of Si. The best structure 

with 2/3ã3 periodicity has 2ML of Mg and 0.75ML of Si.  

 

1. Introduction  

A considerable number of studies have focused on the 

investigation of magnesium silicide on the Si(111) surface 

[1-3]. However, theoretical calculations for the 

Si(111)2/3ã3Ĭ2/3ã3-Mg (thereafter 2/3ã3) surface 

structure have not been reported yet. The present work is 

aimed at modeling the 2/3ã3 reconstruction. 

A structural model of this surface phase has been 

proposed in [2], but no calculation was performed.  

We have investigated this model [2] and some other 

structures in present study. 

2. ʉomputational methods 

The calculation were performed using a plane-wave 

basis set and correlation funcional projector-augmented 

wave pseudopotentials (PAW-PBE) with generalized 

gradient approximation (GGA) for the exchange-

correlation energy. VASP ab initio programm package was 

used for this study.  

Wave functions were performed using energy cutoff  

250 eV. The geometry was optimized until the total energy 

was converged to 10-6 eV and the atomic forces reduced to 

10-2 eV/¡. ũï point 7x7x1 grid was used. 

The surface has been simulated by periodic slab with 

periodicity Si(111)2x2. The thickness of the slab was 6 

silicon layers and vacuum region was more than 20¡ to 

prevent interaction between surfaces in two adjacent cells. 

The danling bonds of the bottom silicon layer have been 

saturated by hydrogen atoms. Two bottom layers and 

hydrogen atoms were fixed, the rest atoms were allowed to 

move freely.  

Airss was used for random structure search calculation. 

Energy convergance was 10-5 eV and 5Ĭ5Ĭ1 kpoints grid 

was set for this case. 

Since the 2/3ã3 cell disrupts the periodicity of the 

silicon substrate, a 2Ĭ2 unit cell was used. 2Ĭ2 cell contains 

3 subcells of 2/3ã3. 

The formation energy was calculated following this 

formula: 

/1 1          (1)
tot slab Si Si Mg Mg

form x

E E n n
E

N

m m- - -
= , 

where Etot ï total energy of calculated model, Eslab ï energy 

of relaxed slab without silicon atoms in surface phase 

(usually 3 atoms), nSi and nMg ï number of Si and Mg 

atoms, respectively. S˃i ŀƴŘ ˃Mg ς the chemical potentials 

for the Si and Mg, respectively, taken from bulk phases of 

these elements. N ï the number of 1x1 cells in given 

structure (N = 4 for 2Ĭ2, 6 for 3Ĭ2, 3 for 3Ĭ1). 

All calculations were performed using the resources of 

the collective center of Far-Eastern Computational 

Resourse [4]. 

3. Results and discussions 

There is a model of this surface phase presented in the 

article [2]. We calculated it in the process of relaxation. It 

has retained the periodicity of 2/3ã3. The Fourier transform 

of the simulated scanning tunnelling microscopy pattern at 

+2V gives the ratio of the reflex intensities from 2/3ã3 and 

2Ĭ2 as Is/I2x2 ~ 1.4. But it has a high formation energy -

0.153eV/1Ĭ1 (table 1).  

Table I. Parameters of Models and Intensity Ratio. 

Model 
Energy, 

(eV/1Ĭ1) 

Is/I2x2 Si-Si, 

(¡) 

Mg-Mg, 

(¡) 

[2]  -0.153 1.4 3.95 4.9 

9-3 -0.619 2.7 4.39 4.43 

9-3_T4 -0.66 1.5 4.32 4.54 

8-3 -0.676 1.4 4.31 4.71 

7-3_random -0.822 0.9 4.25-4.6 3.88-4.54 

3x2 -0.53 - - - 

3x1 -0.527 - - - 

We have modified this structure and have increased the 

Mg coverage to 2.25, it has 9 atoms in a 2Ĭ2 cell, the 

number of silicon atoms remained the same 3 (0.75 ML). 

Model 9-3. The formation energy decreased to -0.619 

eV/1Ĭ1 (table 1), while maintaining the periodicity of 

2/3ã3. Fourier transform of the simulated scanning 

tunnelling microscopy pattern at +2V gives intensity ratio 

~ 2.7 (fig. 1). Model 9-3 best fits the parameters of the bulk 

magnesium silicide structure. Mg2Si has 4.48¡ of Si-Si and 

Mg-Mg bonds.  

Then, by moving the lower magnesium layer to 

symmetrical T4 positions, the energy again decreased to -

0.66 eV/1Ĭ1. Model 9-3_T4. The periodicity of 2/3ã3 has 

saved. By removing one magnesium atom, the energy was 

a bit reduced to -0.676 eV/1Ĭ1 (table 1). Model 8-3. This is 

the most favorable model of the structure, preserving the 

periodicity of 2/3ã3 with intensity ratio is ~1.5. The 

structure consists of 2 MC magnesium and 0.75 MC silicon. 

Removing two or three magnesium atoms either led to the 

loss of the periodicity of 2/3ã3, or to higher formation 

energies.  
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Fig. 1. 9-3 model. The Fourier transform of the simulated 

scanning tunnelling microscopy pattern at +2V. Simulated 

scanning tunnelling microscopy (in picture), 2/3ã3 cell is 
outlined. 

Using Airss script, the most favorable structures were 

calculated for magnesium coverage of 1.75 MC (7 Mg and 

3 Si atoms per 2Ĭ2 cell) and 2 MC (8 Mg and 3 Si), as well 

as 2 MC (8 Mg and 2 Si) and 2.25 MC (9 Mg and 1 Si). 

Thus, we found the model with the lowest formation energy 

(-0.822 eV/1Ĭ1). This is a structure consisting of 1.75 MC 

magnesium and 0.75 MC silicon. Model 7-3_random. 

However, such model has only a 2Ĭ2 periodicity, the 2/3ã3 

periodicity is preserved only for silicon atoms. When 

considering various models of magnesium silicide, it is 

clear that 3 silicon atoms prefer places T4, H3 and T1, 

which ensures a 2/3ã3 periodicity. Fig. 2 shows the results 

of calculations of the formation energy depending on the 

proportion of Mg in the structure. This plot also contains 

reference points that relate to the calculations of the 3Ĭ2 

and 3Ĭ1 surface phases. The latter structures we have also 

calculated based on the models of alkaline earth adsorbates 

presented for 3Ĭ2 and 3Ĭ1 in the article [5].  

 

Fig. 2. The formation energy versus proportion of magnesium. 

4. Conclusions 

We have done ab initio calculation to study 

Si(111)2/3r3x2/3r3-Mg models. The most favorable 

structure is 7-3_random has 1.75ML of Mg and 0.75ML of 

Si. The best structure with 2/3ã3 periodicity is 8-3 has 2ML 

of Mg and 0.75ML of Si. Model 9-3 with 2.25ML of Mg 

and 0.75ML of Si best fits the parameters of the bulk Mg2Si 

structure. 
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Abstract. This study explores the emergence and stability of topological spin textures in two-dimensional ferromagnetic systems 

through large-scale Monte Carlo simulations. A classical Heisenberg model, incorporating exchange interactions, Dzyaloshinskiiï

Moriya interaction, anisotropy, and external magnetic fields, was implemented to capture the essential physics. Simulations were 

carried out using high-performance C++ code on a supercomputing cluster, initiating from disordered high-temperature states to ensure 

proper thermal equilibration over 10ï10  Monte Carlo steps per spin. The analysis reveals the characteristic conditions under which 

skyrmions, bimerons, and antiskyrmions form and remain stable, offering new insights into the control of such structures for potential 

applications in spintronic devices. 

 

1. Introduction 

In recent years, one of the key areas of spintronics has 

been the study of magnetic nanostructures. Magnetic spin 

configurations such as skyrmions, bimerons, and 

antiskyrmions have attracted significant interest. Their 

topological protection, small size, and controllability by 

external stimuli make them promising candidates for the 

development of energy-efficient information storage and 

processing devices [1]. However, the stabilization and 

control of such structures require a deep understanding of 

their behavior under various conditions. 

Numerical simulations based on the Monte Carlo 

method make it possible to study complex spin systems 

while accounting for the effects of exchange interaction, 

DzyaloshinskiiïMoriya interaction, external fields, 

anisotropy, and temperature. This work investigates the 

conditions for the formation and stability of spin 

configurations within the framework of the Heisenberg 

model using the Metropolis algorithm. 

2. Model description 

The classical Heisenberg model was implemented. 

Simulations were performed for two-dimensional 

ferromagnetic systems on a square lattice with periodic 

boundary conditions (4 nearest neighbors). The Metropolis 

algorithm was used to minimize the systemôs energy [2]. 

The Hamiltonian of the system was: 

Ὄ Ὄex ὌDMI ὌB Ὄan 

where: 

Heisenberg exchange:  

Ὄex ὐВ  ;ἂȟἃ3ẗ3ײ

DzyaloshinskiiïMoriya interaction:  

ὌDMI ὈВ ἂȟἃ3ײ 3; 

External magnetic field in set direction k: 

ὌB ὄВײὛ; 

Anisotropy: 

Ὄan ὑВײὛ . 

 

The simulations were performed using C++ on a 

supercomputing cluster, with 10  ï 10  Monte Carlo steps 

per spin for equilibration. The initial conditions 

corresponded to a high-temperature paramagnetic state 

(random spin distribution). 

3. Conclusions 

The results of the numerical simulations highlight key 

mechanisms that influence the formation, stabilization, and 

persistence of topological spin textures, including 

skyrmions, bimerons, and antiskyrmions, in two-

dimensional ferromagnetic lattices. Various states of the 

system were investigated by determining the dependencies 

between the magnetic field, the magnitude of the DM 

interaction and temperature. The boundaries between the 

various phases of the system were determined. 

A convolutional neural network (CNN) was applied to 

automate the analysis of simulation data, trained to 

recognize spin configuration types based on their spatial 

patterns [3]. This approach accelerated phase classification 

and the identification of transition regions on phase 

diagrams. 
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Abstract. The exploration of low-dimensional materials and their heterostructures has provided new insights into fundamental 

phenomena and potential applications in next-generation devices. This study investigates the growth and electronic properties of Bi 

monolayers on rare-earth silicide surfaces, such as HoSi2 and GdSi2, focusing on spin-orbit coupling and the emergence of saddle 

points in the electronic structure. Bi monolayers on these silicides exhibit Rashba-type spin splitting and a saddle point in the band 

structure, located below the Fermi level. Using scanning tunneling microscopy, photoelectron spectroscopy, and density functional 

theory, we reveal the formation of Bi trimers in a milkstool configuration and demonstrate how the underlying substrate influences the 

electronic properties. Our results suggest that the Bi/silicide interface offers a promising platform for tuning spin-orbit interactions and 

exploring novel electronic phenomena, with implications for spintronic applications. 

 

1. Introduction  

Recent advancements in surface physics have led to the 

discovery and investigation of various two-dimensional 

(2D) materials, both in free-standing forms (e.g., graphene, 

phosphorene) and as surface phases and thin films on 

substrates [1]. These materials exhibit unique properties 

such as superconductivity, magnetism, Hall effects, spin 

splitting (e.g., Rashba-type), and topological phenomena 

(e.g., topological insulators). Despite significant progress, 

challenges remain in fine-tuning the properties of 

individual 2D materials and creating materials with pre-

defined characteristics. A promising approach to overcome 

these challenges is the stacking of distinct 2D materials, 

which can modify and complement each otherôs properties. 

For instance, twisting graphene layers at a "magic angle" 

induces superconductivity [2], while stacking layers of 

thallium and tin results in Rashba-type spin splitting [3]. 

In this study, we investigate a complex system 

consisting of monolayers bismuth (Bi) grown on mono- and 

multi-layer rare-earth silicides (RE = Ho, Gd, etc.)[4]. We 

find that, despite similar surface structures of one- and 

multi-layer rare-earth silicides, the growth of Bi layers at 

room temperature leads to notable differences. Specifically, 

bilayer Bi can form on monolayer RE silicides, while the 

monolayer exhibits highly mobile trimer vacancies. The 

crystalline structure of Bi monolayers is similar to the ɓ-

Bi/Si(111)-(ã3Ĭã3) phase, known for its significant 

Rashba spin splitting [5]. The electronic structure of the 1-

ML-Bi / 1-ML-HoSi2 system at the Fermi level is primarily 

determined by HoSi2 states, with Bi inducing a strong 

bending of the bands and a saddle point appearing at the 

Fermi level. 

2. Experiment  

The STM and ARPES experiments were performed in 

an ultrahigh-vacuum Omicron MULTIPROBE system with 

a base pressure better than ~2.0Ĭ10-10 Torr. Atomically-

clean Si(111)-7Ĭ7 surfaces were prepared in situ by 

flashing to 1280ÁC after the samples were first outgassed at 

600ÁC for several hours. The pristine rare-earth silicides Ho 

and Gd were obtained by depositing 1 monolayer(ML) for 

single layer and 3 ML for multilayer films onto the 

Si(111)7Ĭ7 surface, followed by gradual direct heating to 

650ÁC and 800ÁC, respectively. Bismuth was deposited 

from a tungsten basket onto the silicide substrates at room 

temperature. 

STM images were acquired using Omicron variable-

temperature STM-VT-XA operating in a constant-current 

mode. Electrochemically-etched W tips and mechanically 

cut PtIr tips were used as STM probes after annealing in 

vacuum. ARPES measurements were conducted in the 

ultrahigh vacuum chamber Omicron MULTIPROBE using 

VG Scienta R3000 electron analyzer and high-flux He 

discharge lamp (hɜ = 21.2 eV) with toroidal-grating 

monochromator as a light source. Our calculations were 

based on DFT as implemented in the Vienna ab initio 

simulation package VASP, using a planewave basis and the 

projector-augmented wave approach for describing the 

electron-ion interaction. The generalized gradient 

approximation (GGA) of Perdew, Burke, and Ernzerhof 

(PBE)30 has been used for the exchange correlation (XC) 

potential. 

3. Results and discussions 

Bi growth on multilayer RE silicides proceeds in a 

StranskiïKrastanov regime. Initially, Bi islands of the 

uniform height form, and as deposition continues, these 

islands merge into a continuous film. This film exhibits a 

ã3Ĭã3 periodicity, inherited from the substrate, with the 

underlying defects influencing the film's structure. 

Scanning tunneling microscopy (STM) images reveal that 

the surface of the multilayer silicide is composed of a 

buckled silicon bilayer with a 1Ĭ1 structure, which does not 

shift in position during Bi deposition. Notably, the Bi film 

adopts a "milk-stool" configuration (Fig. 1(c)), similar to 

that observed in ɓ-Bi/Si(111)-(ã3Ĭã3), where the Bi atoms 

are located in the T1 positions, and the trimers are centered 

over the T4 positions of the silicon bilayer. Figure 1(a) 

shows an STM image of the Bi film on multilayer silicide 

(40Ĭ40 nm), while Figure 1(b) presents a high-resolution 

STM image (7Ĭ7 nmĮ, Vt = -0.005 V) revealing the Bi 

trimer structure. This behavior suggests that the presence of 

the rare-earth silicide substrate exerts a guiding influence 

on the arrangement of Bi trimers, preventing the formation 
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of anti-phase boundaries at the junctions of merging 

islands.  

The electronic structure of Bi on multilayer silicides, as 

shown by the ARPES spectrum in Figure 1(d). A detailed 

comparison with ɓ-Bi/Si(111)-(ã3Ĭã3) and multilayer 

silicides indicates that the system is not simply a 

combination of two known spectra, but rather a unique 

hybrid structure with new electronic characteristics. 

 

Fig. 1. STM images of the Bi film on multi-layer RE silicides: a) 

40Ĭ40 nmĮ; Vt = +0.1 V, b) 7Ĭ7 nmĮ; Vt = -0.005 V, c) calculated 
structural model, d) band structure. 

In contrast to the multilayer silicide, Bi growth on 

monolayer RE silicides reveals significant differences in 

both the growth mechanism and the resulting electronic 

structure. While Bi grows in a Frankïvan der Merwe 

regime on the monolayer silicide, the islands are less well-

defined compared to those on the multilayer silicide. As the 

coverage approaches 1 (ML), the islands merge into a 

continuous film, inheriting defects from the underlying 

silicon bilayer. However, in this case, the Bi monolayer is 

more susceptible to defect formation and exhibits a higher 

degree of noise at room temperature, as evidenced by the 

appearance of rapidly moving vacancies in STM images. 

Figure 2(a) shows an STM image of Bi on monolayer 

silicide (40Ĭ40 nm), including the formation of Bi on a 

double-layer silicide island (labeled as Bi/HoSi-II for the 

bilayer island and Bi/HoSi-I for the monolayer region). 

STM images of high-resolution Bi films reveal the same 

milk-stool configuration of Bi trimers centered on the 

silicon bilayer (Fig. 2 (b,c)), similar to the structure seen on 

multilayer silicides. At higher coverage, a bilayer Bi 

structure with a ã7Ĭã3 periodicity emerges, which is 

distinct from all previously observed Bi phases. 

The electronic structure of Bi on monolayer silicides is 

influenced by the underlying rare-earth silicide. Our 

calculations show that the states near the Fermi level in this 

system are primarily determined by the RE silicide, with 

the Bi-induced states appearing at lower binding energies. 

In the M-point near the Fermi level, there is a clear bending 

of the bands, as observed in both experimental and 

theoretical ARPES spectra (Figure 2(d)).  

This bending is indicative of the formation of an 

Schottky barrier layer at the interface between the metal 

and the semiconductor, leading to the accumulation of 

electrons at the contact region. Interestingly, the saddle 

point in the electronic spectrum near the M-point suggests 

the possibility of electronic instabilities and strong electron 

correlations in the system, which could lead to interesting 

physical phenomena. 

 

Fig. 2. STM images of the Bi film on single-layer RE silicides: a) 

30Ĭ30 nmĮ; Vt = -1.5 V, b) calculated structural model, c) 2Ĭ3 

nmĮ; Vt = 0.01 V, d) band structure with the overlaid calculated 
spectrum. 

4. Conclusions 

The system consisting of a bismuth monolayer and 

single- and multi-layer rare-earth element (RE = Ho, Gd, 

etc.) silicides has been investigated. Despite the similar 

surface structure of single- and multi-layer silicides 

(regarding the structure of the topmost layers), differences 

are observed during the growth of Bi at room temperature. 

On RE single-layer silicides, the formation of a bi-layer Bi 

film is possible, while the Bi monolayer exhibits a high 

concentration of mobile trimer vacancies. The Bi 

monolayers exhibit an atomic structure close to the ɓ-

Bi/Si(111)-(ã3Ĭã3), which is known for its giant Rashba 

splitting of surface states. The electronic structure of the 1-

ML-Bi / 1-ML-HoSi2 system at the Fermi level is 

dominated by states from HoSi2, while the presence of Bi 

induces a significant band bending and shifts the S1 state 

by 0.5 eV towards higher energies, resulting in the 

emergence of a saddle point at the Fermi level. 
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Abstract. Semiconducting iron disilicide (ɓ-FeSi2) is a promising material for a wide range of applications, spanning from 

thermoelectric to photovoltaic devices [1,2]. Nowadays, most research groups are focused on continuous epitaxial films and 

nanoparticles embedded in Si. However, exploring the two-dimensional limit is particularly attractive, as novel and unexplored 

properties may emerge [3]. Concerning silicide layers, a single-atomic-layer NiSi2 sheet has already demonstrated advanced properties 

[4]. In this paper, we report on the formation and thorough characterization of single-unit-cell ɓ-FeSi2 layers on Si(001) substrates. 

 

This work was made using STM and LEED methods. 

Thin layers of silicide were grown on silicon surface 

Si(100) in situ. 

In this work, the optimal conditions for the obtaining of 

a single-layer ɓ-FeSi2 silicide, which is a combination of 

Si-Fe-Si layers (height 4.9¡), were determined. The 

deposition of Fe atoms with subsequent heating leads to the 

endotaxy growth of ɓ-FeSi2 crystal (approximately 70 ¡). 

However, the further adsorption doesnôt allow to fabricate 

the silicide on the whole surface: the area of ɓ-FeSi2 islands 

remains constant, but the height increases significantly (by 

40 ¡). The adsorption at at 450Áʉ gives the same result. 

Meanwhile, the adsorption of Si without Fe atoms 

results in the formation of the next layers of Si on the whole 

surface apart from ‍-FeSiϜ areas. The surface can be 

visualized as a Si array with a system of pits with ‍-FeSiϜ 
rods. 
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Abstract. This study explores the diffusion-driven synthesis of silicide- and silicate-based nanostructures, thin films, and bulk crystals 

through distinct reactive interdiffusion pathways. While lateral surface diffusion on Si substrates is known to yield nanodots such as 

MnSi .  and ɓ-FeSi , vertical interdiffusion into CaSi  gives rise to porous micro-rods, which are then topotactically transformed into 

Mg Si, MnSi . , and Mg SiO  nanosheet bundles, while maintaining anisotropic morphology. Additionally, these silicide nano- and 

microstructures were successfully synthesized using pre-patterned silicon-based templates. In contrast, deep bulk diffusion into 

substrates like FeSi under molten salt conditions yields columnar ɓ-FeSi  crystals. These structurally diverse outcomes demonstrate 

how diffusion dimensionality and substrate type critically influence phase selectivity, morphology retention, and interface quality, 

offering a design framework for functional materials in energy and electronic applications. 

 

1. Introduction  

Semiconducting silicides and silicates are promising 

candidates for environmentally friendly electronics, 

thermoelectrics, and photonics due to their composition of 

non-toxic, earth-abundant elements and compatibility with 

silicon-based technologies. A critical aspect of 

synthesizing these materials is understanding and 

controlling the diffusion processes that govern their 

formation. Diffusion mechanisms dictate the resulting 

structure from nanoscale dots to bulk crystals [1,2].  

The formation of nanosheet bundle structures is 

particularly important, as they provide both structural 

anisotropy and accessible surface area while maintaining 

crystalline continuity. This unique architecture opens new 

avenues for applications in directional charge transport, 

thermal anisotropy control, and interface-enhanced 

reactivity [3]. Such nanosheet bundles are especially 

relevant in thermoelectric materials, interfacial layers for 

energy devices, and hierarchical architectures for 

optoelectronic applications.  

This study aims to explore the relationship between 

diffusion dimensionality and structural development by 

systematically comparing distinct interdiffusion cases. The 

results highlight diffusion geometry as a central parameter 

in designing functional silicide and silicate materials. 

2. Experiment  

MnSi . , Mg Si, and Mg SiO  nanosheet bundles were 

synthesized from CaSi  micro-walls or powders by thermal 

reaction with MnCl  and MgCl  without and with oxygen. 

Ca extraction from CaSi  facilitated the formation of silicon 

nanosheets, which served as templates for subsequent 

silicide and silicate formation. For nanodots and thin films, 

planar Si substrates were used. Mg2Si-based nanowires, 

microrods and bulk crystals were synthesized using vapor 

phase technique. Bulk ɓ-FeSi  crystals were synthesized 

using FeSi plates as the solid source in a molten salt. 

Structural and morphological characterizations were 

conducted using XRD, SEM, TEM with EDX.  

3. Results and discussions 

The formation of silicide and silicate structures in this 

study is governed by a range of reactive interdiffusion 

mechanisms that differ in dimensionality, substrate 

configuration, and resulting morphology. On planar silicon 

substrates, deposited metal species diffuse laterally across  

the surface and react to form discrete nanodots, as seen 

in the synthesis of MnSi .  and ɓ-FeSi . In contrast, when 

diffusion occurs vertically into CaSi  microstructures, 

differences in atomic flux between diffusing species give 

rise to Kirkendall voids, resulting in hollow or porous 

micro-rods. Further complexity arises when Mn or Mg 

atoms selectively penetrate CaSi-derived silicon 

nanosheets. This interlayer diffusion enables topotactic 

transformations while preserving the anisotropic 

morphology, leading to the formation of MnSi . , Mg Si, 

and Mg SiO  nanosheet bundlesðstructures that maintain 

crystallographic orientations and high surface accessibility. 

Moreover, the synthesis of silicides from Si-based 

frameworks revealed that the underlying geometry of the 

template was preserved throughout the silicide conversion 

process. Additionally, when diffusion proceeds into bulk 

substrates such as FeSi, deep volumetric interdiffusion 

under molten salt conditions promotes the growth of 

columnar ɓ-FeSi  bulk structures. Together, these 

contrasting diffusion environments reveal how 

interdiffusion geometry fundamentally influences the 

resulting phase formation. A comprehensive understanding 

and precise control of these diffusion-mediated processes 

are critical for the rational design of functional silicide and 

silicate materials.  

4. Conclusions 

This work demonstrates that controlling diffusion 

geometry enables the design of silicide and silicate 

materials across multiple length scales. From nanosheets to 

bulk crystals, diffusion-driven synthesis allows for precise 

modulation of phase, morphology, and interface structure. 

The results provide a pathway toward scalable, 

environmentally compatible materials with applications in 

thermoelectrics, optoelectronics, and interfacial devices.   
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Abstract. Ruthenium-doped ɓ-FeSi2 (ɓ-(Fe1-xRux)Si2) polycrystalline thin films were grown by solid phase crystallization from Ru-Si 

amorphous layers. ɓ-(Fe1-xRux)Si2 polycrystalline thin films (x = 0ī0.71) with orthorhombic structure were confirmed by XRD. The 

ɓ-(Fe1-xRux)Si2 thin films showed the low electron density (~1016 cm-3 ) and the high mobility (~290 cm2 /VĀs) at x = 0ī0.35. In the 

photoresponse spectra, the photoresponse in the near-infrared region increased with increasing Ru composition. 

 

1. Introduction  

Semiconducting iron disilicide (ɓ-FeSi2) is a silicon-

based semiconductor with an indirect bandgap in the near-

infrared region of 0.8 eV. ɓ-FeSi2 is more sensitive than Si 

as a photovoltaic material in the near-infrared region due to 

its large absorption coefficient of 10  cm ĭ at 1.0 eV. In this 

study, we have focused on Ru-doped ɓ-FeSi2 [ɓ-(Fe1-

xRux)Si2], in which Fe is mainly replaced by Ru, to control 

the band structure of ɓ-FeSi2 and suppress the non-radiative 

recombination processes at the surface [1]. The Ru 

concentration dependence of the electrical properties, band 

structure, and photoresponse properties, which have not 

been well understood, were investigated in detail. In the 

electrical properties of ɓ-FeSi2 polycrystalline thin film (x 

= 0), a low electron density (2 Ĭ 1016 cm-3) and a high 

electron mobility (~800 cm2/VĀs) have been confirmed. The 

substitution of Fe with Ru, which is of lower purity (3N) 

and heavier atomic mass than Fe, is thought to affect its 

electron density and conduction mechanism. 

2. Experiment  

In the sample for electrical characterization, ɓ-(Fe1-

xRux)Si2 polycrystalline thin films of 500 nm were grown 

on Si substrates by solid phase crystallization from Fe-Ru-

Si amorphous layers. For photoresponse measurements, n-

type ɓ-(Fe1-xRux)Si2/p-type Si substrate heterojunction 

devices were fabricated in the Ru composition of x = 

0ī0.71. 

3. Results and discussions 

The growth of orthorhombic ɓ-(Fe1-xRux)Si2 

polycrystalline thin film (x = 0ī0.71) was confirmed by 

XRD. Raman measurements also confirmed the 

substitution of Fe with Ru. Figure 1 shows the temperature 

dependence of electron density (n) and electron mobility 

(ɛ) in ɓ-(Fe1-xRux)Si2. The n-type conduction was observed 

in all samples, and the carrier type did not change with Ru-

doping. In the electrical properties at room temperature 

(RT), the low electron density (~1016 cm-3) and the high 

mobility (~290 cm2 /VĀs) were observed at x = 0ī0.35, but 

the electron density increased, and the mobility decreased 

rapidly at x Ó 0.49. In the temperature dependence of n and 

ɛ in the ɓ-FeSi2 (x = 0), the n decreased and the ɛ became 

large with decreasing temperature from 350 to 250 K. In 

the temperature region, band conduction is concluded to be 

the main conduction mechanism of electrons. However, the 

mobility decreased at low temperatures below 250 K. The 

result showed the change from band conduction to 

localized conduction in ɓ-FeSi2. The change in the 

conduction mechanism was also observed in Ru-doped ɓ-

FeSi2, indicating that the temperature dependence of the 

conduction mechanism is not significantly affected by Ru-

doping. As seen in Fig. 1, the ɓ-(Fe1-xRux)Si2 with x = 0.71 

showed a high electron density and low mobility in the 

band conduction region. In XRD and Raman 

measurements, a Ru substitution to non-Fe sites, such as Si 

anti-sites and interstitial positions, has been observed in the 

ɓ-(Fe1-xRux)Si2 with x = 0.71 [2]. The Ru substitution 

outside the Fe site is considered to act as a donor, resulting 

in increased electron density and low mobility at x = 0.71. 

In the photoresponse spectra of n-ɓ-(Fe1-xRux)Si2/p-Si 

hetero devises the photoresponse in the near-infrared 

region increased with increasing Ru composition. In the 

dependence of photoresponse on ɓ-(Fe1-xRux)Si2 thickness, 

the high sensitivity was obtained with a thin device (50, 100 

nm). 
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Fig. 1. Temperature dependence of (a) electron density and (b) 

mobility in ɓ-(Fe1-xRux)Si2 polycrystalline films. 

References 

[1] Y. Terai, et al. J. Appl. Phys. 135, 205302 (2024). 

[2] Y. Terai, et al. Jpn. J. Appl. Phys. 62, SD1006 (2023).  



Seventh Asian School-Conference on Physics and 

Technology of Nanostructured Materials 

Vladivostok, Russia, 11 ï 15 July, 2025  II.i.03 

63 

Recent advances in short wavelength infrared sensors 
using single crystalline Mg2Si 

Udono H.* 
Graduate School of Science and Engineering, Ibaraki University, 4-12-1 Nakanaruawa, Hitachi 316-8511, Japan 
 
*e-mail: udono@vc.ibaraki.ac.jp 

 
Abstract. We are developing short wavelength infrared (SWIR) photodetectors and image sensors on Mg Si single crystal substrates 

by simple thermal diffusion and photolithography processes. In this paper we report our recent progress in the growth of Mg Si bulk 

single crystals and the development of Mg Si pn-junction photodiodes and photodiode linear arrays. 

 

1. Introduction  

Short-wavelength infrared (SWIR: 0.9 ï 2.5 Õm) 

photodetectors are expected to be used as machine vision 

systems in a wide range of applications, such as night 

monitoring, automated driving, and agricultural and 

industrial inspection, with the recent advances in IoT and 

artificial intelligence (AI ) technologies [1].  

Semiconducting magnesium silicide Mg Si, with a 

bandgap energy of about 0.6 eV, has emerged as a 

promising candidate material for SWIR photodetectors due 

to its low environmental impact and abundance [2,3]. 

Single crystalline bulk ingots with 2-inch diameters have 

been developed by the vertical Bridgman (VB) growth 

method in atmospheric pressure[4,5]. The grown crystals 

have good crystallinity with a well-controlled carrier 

concentration. Photosensitivity in the SWIR range was 

observed from the pn-homojunction Mg2Si diodes 

fabricated by thermal diffusion of Ag acceptor in the n-type 

Mg2Si substrate [6], and the two kinds of Ag diffusion 

mechanism in Mg2Si and their diffusion coefficients were 

also investigated, so far [7]. Very recently, we have 

developed photodiode (PD) linear arrays on the Mg2Si 

single crystalline substrate [8]. In this paper, we report our 

recent progress in the growth of Mg Si bulk single crystals 

and the development of Mg Si pn-junction PDs and PD 

linear arrays. 

2. Experiment  

Single crystalline n-type Mg2Si bulk ingots were 

prepared by the VB growth method. The raw materials, 

composed of 5N-purity Mg and 7N-purity Si flakes, were 

weighed in stoichiometric ratios and melted in crucibles 

made of pyrographite-coated graphite (PG) or boron 

nitride-coated pBN in an Ar atmosphere. The Mg Si 

substrates were utilized to fabricate pn-junction PDs and 

were obtained from the bulk Mg Si ingots. Single PDs and 

PD linear arrays were fabricated on the n-Mg2Si substrates 

with various conductivity by simple thermal diffusion of 

Ag dopant and conventional photolithographic processes. 

The performance of the PDs was evaluated by IV and 

spectral photosensitivity measurements at precisely 

controlled temperatures using a Peltier-cooling unit. 

3. Results and discussions 

Photodetection from single PDs with inner diameters of 

0.1- 0.6 mm and PD linear arrays with 8 to 32 pixels were 

demonstrated on Mg2Si substrates in the SWIR range 

below 2.1 Õm. Fig. 1(a) and 1(b) show surface micrographs 

of a typical single PD and PD linear array, respectively. In 

these devices, pn-junctions were formed on the front 

surface with surrounded Au contact electrodes. The peak 

wavelength of the photosensitivity spectrum varies from 

approximately 1200 nm to 1600 nm depending on the pn-

junction depth controlled by the conditions of thermal 

diffusion. 

The IV measurement revealed that the typical values of 

dark current density in both single PD and PD linear arrays 

were in the order of 10-3 A/cm-2 at 300K. The internal 

quantum efficiencies of more than 80% were also found to 

be determined from the photosensitivity measurements at 

300K under -5V biased conditions. These experimental 

results clearly indicate that Mg2Si PDs are promising 

photodetectors in the SWIR range. 

 

Fig. 1. Micrographs of (a) Mg2Si pn junction single photodiode 
(PD) and  (b) 8 pixels PD linear arrays with 200 Õm pixel pitch.  
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Abstract. Silicon remains the undisputed leader among semiconductors of micro/nanoelectronics for both general and dual purposes, 

since 1958, when Robert Noyce, one of the founders of Fairchild Semiconductor, created the first planar transistor on the surface of a 

silicon substrate. This is primarily due to the availability of silicon, its unique electrophysical properties that are well suited for 

electronic applications and the well-mastered technology. An integral part of the engineering/introduction of new silicon microcircuits 

is reliable non-destructive testing of their parameters during operation, i.e., their response to external effects like thermal/electrical 

fields and mechanical stress to avoid unauthorized deactivation or improper control. Optical methods are most suitable to achieve this 

goal. The present review collects the most recent advances in the characterization of silicon wafers and micro/nanoscale elements of 

silicon chips using modern optical techniques such as photoluminescence spectroscopy, third harmonic generation imaging and tip-

enhanced Raman scattering, to name a few. 

 

1. Introduction  

For many years, the ñmore than Mooreò law has been 

accompanied by a dramatic shrinking of integrated circuit 

(IC) dimensions. Current sizes of the silicon IC components 

vary in a wide range including 180ï350 nm for the special 

purpose microcircuits to just a few nanometers for the high-

performance computer processors. This poses a major 

challenge to analytical techniques for non-destructive 

characterization of submicron silicon structures. 

Addressing security and trusted electronics requires 

reliable spatiotemporal imaging of silicon microcircuits to 

probe external latent fields (pressure, temperature, electric 

and magnetic fields) through monitoring their structural 

parameters. Undoubtedly, the least invasive approaches for 

such an analysis are the optical ones. Here, a review of the 

most recent progress in application of the optical 

techniques for advanced characterization of silicon wafers, 

micro/nanoscaled elements, and microchips is presented. 

Photoluminescent spectroscopy including that with 

potentiometric dye, third harmonic generation (THG) 

imaging, and tip-enhanced Raman scattering (TERS) 

spectroscopy are reported as sufficient techniques to reveal 

nuances of the silicon-based structure response to external 

fields. 

2. Photoluminescence spectroscopy 

At room temperature, a band-to-band phonon-assisted 

photoluminescent (PL) spectrum of silicon can be obtained 

in the wavelength range from 900 to 1300 nm [1]. Given 

temperature dependent silicon bandgap, the PL signature is 

sensitive to the local temperature distribution. However, 

the prohibitively low emission from c-Si at above the room 

temperature has been a hurdle for the reliable ñfeelingò of 

the slight variations of its broad PL spectra at the thermal 

conditions typical for the ICs operating regimes. On the 

contrary, lower temperatures provided by liquid nitrogen or 

helium, open a way for more informative PL analysis of the 

silicon structure. One of the examples is the study of the PL 

spectra of silicon at 3 K, which led to the demonstration of 

the existence of the so-called excitonic molecules [2]. Early 

PL studies of silicon have resulted in determining the 

concentration of dopants [3], characterizing atomic size 

defects and dislocations [4], transition metal complexes [5]. 

Recently, the PL imaging has been driven by the fast 

development of silicon photovoltaics, where it has become 

essential for characterization of large area silicon wafers 

[6]. PL spectroscopy has also been demonstrated to be 

capable of measuring minority carrier lifetime free of 

experimental artifacts, occurring in other techniques [7]. 

The micro-PL spectroscopy study of the passivated c-Si 

solar cells revealed parasitic absorption of visible light in 

the silicon nitride layer and distinct emission from the 

heavily-doped silicon layers [8]. Combined PL spectra 

were collected at 79 K and 298 K, yet again proving much 

better sensitivity at the low temperatures. Further 

developments in this area demonstrated that the resistance 

of the silicon solar cells can be extracted from PL images 

with 125 mm spatial resolution for the 12.5Ĭ12.5 cm2 

illumination area [9]. In parallel with these studies PL 

imaging instrumentation has been constantly worked on to 

increase the sensitivity of the method [10]. In particular, an 

approach was proposed to bring the spatial resolution 

below the submicron level via silicon nanoparticles placed 

on top of the bulk silicon wafer. There have also been 

attempts to identify the effect of mechanical stress on the 

PL signal [11]. In [12], it was shown that potentiometric 

dyes routinely used for measuring transmembrane potential 

in live cells can be an excellent probe for sensing the local 

electric fields in operating silicon-based ICs. A 

potentiometric dye embedded in the laponite clay thin film 

was spread on the surface of a silicon microchip, to study 

the effect of local electric fields on the infrared 

photoluminescence (IR PL) of the dye molecules excited 

by near-IR laser radiation, and demonstrated that this 

method provides a reliable approach to sensing the local 

temperature and electric field in Si-based chips in real time.   

3. Third harmonic generation imaging 

The third harmonic generation (THG) can potentially be 

one the most fruitful approach to investigate silicon wafers 

and microchips, which is known to give an information 

about the bulk properties of this semiconductor. An escape 

depth of TH signal from silicon can be tuned in the 

submicron range by selecting the wavelength of high-

power laser excitation. An infrared (IR) radiation at a 

wavelength varying from 1200 to 2100 nm makes it 

possible to detect the reflected TH signal from layers in 
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silicon at a depth of 0.1ï10 Õm at which functional 

elements are typically buried. The THG effect was studied 

to reveal the cubic anisotropy of the third-order nonlinear 

susceptibility ɢ(3) in silicon and its linear dependence on the 

laser power. Moss et al. firstly reported on a doping effect 

on the THG signal in silicon subjected to antimony and 

boron ion implantation [13]. It was shown that the 

introduction of antimony reduces the THG intensity and 

anisotropy, which is associated with the amorphization of 

silicon. On the other hand, bombardment with boron ions 

had virtually no effect on the THG signal. In addition, it 

was found that an annealing of silicon after implantation of 

antimony ions up to 1023 cm-3 leads to a significant increase 

in the intensity of the collected TH signal due to linear 

optical effect of reflection enhancement. Controversial 

results on a significant surface contribution to the THG 

signal were obtained by Tsang during a study of the 

normalized THG in silicon of (111) and (100) crystal 

orientation as a function of the rotation angle of the 

excitation laser beam [14]. The qualitative argument 

indicating that the induced third order-polarization field 

P(3ɤ) = ɢ(3) E3(ɤ) can easily exceed the second-order 

polarization P(2ɤ) = ɢ(2) E2(ɤ) at an interface was taken 

into account. Therefore, THG in transmission from 

dielectric interfaces was suggested to be surface-enhanced 

under a rather intensive laser irradiation. The strong surface 

contribution to the THG signal in silicon, however, was 

experimentally refuted via analyzing a thinning layer of c-

Si sandwiched by thick layers of silicon dioxide. Quite 

modest surface contribution was shown only for the 20-nm 

thick silicon layer. A small escape depth of the electrically 

induced TH radiation was shown for oxidized n-Si (111). 

The possibility of the interlayer defect inspection between 

silicon wafers by collection of the transmitted TH signal 

was demonstrated [15]. In [16], a spatial and temporal THG 

imaging of silicon wafers routinely used in 

microelectronics and microchips was demonstrated via 

pumping a femtosecond 1250-nm laser. The depth of the 

THG analysis reached nearly 100 nm taking into account 

the THG signal detection in a reflection mode in a range of 

410ï450 nm. It was experimentally shown that the THG 

imaging provides characterization of doping parameters of 

c-Si, which is more prominent for the highly doped wafers. 

Such a result was theoretically validated by DFT modeling. 

Even slight oxidation of silicon wafers enabled better 

contrast between areas with different dopant level and 

density, which was associated with the THG signal 

enhancement in SiO2 layer. In addition, the THG signal was 

found to be sensitive to mechanical stress in the silicon 

wafer induced by a compression. The THG imaging of a 

real microchip allows confident differentiation of silicon 

areas formed by epitaxy and ion implantation. The most 

important result was probing the electric field and current 

in silicon. A bias voltage of 5ï30 V applied to the lightly 

doped p-type silicon through a 300-nm oxide layer caused 

changes in the THG signal intensity dependent on the 

direction of the electric field strength vector (Ὁᴆ). The THG 

intensity of the non-oxidized p-type silicon was also tuned 

by Ὁᴆ when a bias voltage was 1ï3 V. On the other hand, a 

higher bias voltage applied to silicon free of oxide resulted 

in the THG intensity decrease. This happened due to 

current flow in the substrate that was not detected in an 

absence of the pulsed IR laser excitation or upon 

continuous wavelength (CW) IR radiation.  Thus, the 

possibility of spatially and temporarily resolved sensing of 

electrical signals in silicon micro/nanostructures including 

transistor channels by the THG imaging method was 

hypothesized. 

4. Tip-enhanced Raman scattering spectroscopy 

A combination of atomic force microscopy with noble 

metal cantilever and Raman spectroscopy (TERS 

spectroscopy) is a relatively new yet intriguing technique 

to study silicon micro/nanostructures since it has a potential 

to provide accurate structural analysis at submicron 

resolution. In [17], spatially and temporally resolved 

TERS-sensing and mapping to find defects in Si wafers and 

electric current in Si microchips were demonstrated. TERS-

imaging provided revealing points of uneven doping in ion-

implanted areas in contrast to spontaneous Raman 

scattering imaging. TERS resolution was approx. 0.15 mm 

to achieve relatively fast mapping (the mapping took about 

1 h). The defect observed on the TERS-image was 

supposed to be in a few nanometersô thick surface layer, 

which cannot be scanned with the same sensitivity and 

resolution by spontaneous Raman scattering spectroscopy. 
TERS-imaging of Si microchip (n-p-n bipolar transistor) 

showed that Si Raman band shifts to lower wavenumber if 

the transistor is ñonò because of electric current induced 

mechanical stress or/and local heating in the channel of 

transistor. An increase in the voltage biasing led to the Si 

Raman intensity change due to electric current induced 

disorder in the crystalline lattice. 

5. Conclusions 

The reported results on optical characterization of 

silicon-based substrates are extremely promising for 

providing precision testing of structure, function, operation 

and security not only at the component level, but also at the 

level of the entire IC. 
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Abstract. (Ga,Al)As nanowires (NWs) grown by molecular beam epitaxy on a Si substrate provide a promising platform for 

applications in photonics. A3B5 nanowire (NW)-based applications demand controllable variation of composition and doping levels. 

For this, it is necessary to study the doping of (Ga,Al)As NWs with p- and n-types. This study investigates the growth of GaAs NWs 

using arsenic-rich droplets, wherein Si serves as an acceptor and Pb,Sn act as a catalyst. First time Pb-catalyzed GaAs NW growth in 

different modes was demonstrated.  In addition, our work    investigates the properties of Si doped  (Ga,Al)As core-shell NWs grown 

with a gold catalyst. 

 

1. Introduction  

We have previously demonstrated the opportunity of 

creating array of optically pumped single photon sources 

based on hybrid nanostructures such as GaAs quantum dots 

embedded into AlGaAs NWs [1]. However, for the 

effective use of such structures in modern cryptography and 

instrumentation, it is important to be able to electrically 

pump of single photons sources. Thus, it is important  to 

study the controllable doping of (Ga,Al)As NWs with p- 

and n-types. 

Traditional NW growth techniques, primarily based on 

Vapor-Liquid-Solid mechanism, focus on on reducing the 

nucleation barrier beneath the liquid [2]. Boron group 

metals form alloys (with the catalyst) more easily than 

nitrogen group elements. Therefore, commonly used 

catalysts easily dissolve metal but poorly dissolve arsenic. 

Si and other amphoteric dopants in GaAs act as donors 

rather than acceptors.  

This study investigates the growth of GaAs NWs using 

arsenic-rich droplets, wherein Si serves as an acceptor. The 

catalyst for such growth must have at least two properties: 

high solubility of As and low incorporation rate in GaAs. 

Pb and Sn are identified as suitable catalysts. Growth of 

GaAs NWs with Sn-As catalyst already demonstrated via 

CVD [3], while growth of A3B5 NWs with Pb catalyst 

didnôt studied previously. Yet Sn more easily incorporates 

in GaAs than Pb. Si shows poor solubility in liquid Pb at 

typical growth temperatures, so the reservoir effect is 

suppressed [4], which allows the formation of sharp 

heterointerfaces. 

2. Experiment  

This talk is devoted to studying the growth of GaAs 

NWs with Pb and Sn catalyst [4] via MBE. Our research 

also examines silicon doping of GaAs NWs. All growth 

was done in the solid-source molecular beam epitaxy 

system Riber Compact 21 with pre-deposited 5nm tin or 

lead layer.   

The description of the synthesis, morphological 

properties and crystal structure of (Ga,Al)As arrays is 

demonstrated in our work [1]. The study of AlGaAs core-

shell NWs electrical properties was performed with the 

atomic force microscope (AFM) Ntegra Aura (NT-MDT) 

[6]. The IV curves of a single (Ga,Al)As NW on the Si 

substrate were measured using the conductive atomic force 

microscopy (C-AFM) by contacting the probe with one 

NW.  

 

Fig. 1. SEM image of NWs grown at 410 ÁC on GaAs(111)B 
substrate (a) Sn-catalyzed; (b) Pb catalyzed. 

3. Results and discussions 

Most interesting temperature for GaAs NWs with tin 

catalyst growth is greater than 579Üʉ eutectic temperature 

of Sn-As alloy. Unfortunately, we didnôt reach success at 

this growth temperature, tin dissolves in the substrate. The 

growth at lower temperature about 400 Üʉ on GaAs(111)B 

https://ntc.dvo.ru/conf/nanomat2025/registration/step3b.php?id=140
https://ntc.dvo.ru/conf/nanomat2025/registration/step3b.php?id=140
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was successful. Typical SEM image of Sn-catalyzed NWs 

is represented in Fig. 1a. 

 

Fig. 2. (a), SEM image of NWs grown at 350 ÁC side-view (a); 

SEM image of heavily Si doped NW grown at 410 ÁC top-view(b); 

Selected area (electron) diffraction from NWs grown at 380 ÁC 

(c), Si content along the NW length for different NWs grown at 
350 ÁC (d), A TEM image of NW grown at 380 ÁC (e). 

Pb-catalyzed GaAs NWs were grown on Si (111) and 

GaAs(111)B. The growth temperature of 380Ñ30Üʉ was 

decided upon when the As solubility in Pb was at least 20%, 

while Ga and Pb formed immiscible liquids. Typical SEM 

image of Pb-catalyzed NWs on GaAs(111)B is represented 

in Fig. 1b. The growth results of Pb catalyzed NWs on 

Si(111) substrate are illustrated in Fig. 2. 

In the case of (Ga,Al)As NWs, it is important to note 

that NWs have a spontaneously formed "core-shell" 

structure in the wurtzite phase [1]. In general, the scanning 

maps indicates that the core and shell have different types 

of doping. N-type conductivity in (Ga,Al)As nanowire 

shell clearly demonstrated. Nanowire core conductivity is 

relatively small and didnôt allow to determine type of 

doping. 

4. Conclusions 

The growth of GaAs NWs with Pb and Sn catalyst has 

been demonstrated [4]. Pb-catalyzed NW growth can occur 

in various modes with a Ga-rich droplet, As-rich droplet 

and a depleted droplet. Rarely, NWs with solid silicon 

arsenide particles at their tip were found. The potential for 

both n-type and p-type Si doping of GaAs NWs has been 

established. Furthermore, the formation of metastable 

GaAs-Si alloy was observed. In most cases, Sn and Pb 

droplets were found to dissolve within NWs. The 

preservation of a droplet remains a subject of our studies. 

N-type conductivity in (Ga,Al)As nanowire shell 

clearly demonstrated. 
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Abstract. This study investigates the thermoelectric properties of Ge Sb Te  (GST) thin films for potential application in low-power 

thin-film thermoelectric generators (TEGs). The films were fabricated via magnetron sputtering on ST50 glass-ceramic substrates with 

W/TiN electrodes. Temperature-dependent measurements of the Seebeck coefficient and electrical resistivity were performed from 

room temperature to 270 ÁC. A sharp drop in resistivity by two orders of magnitude was observed between 154 ÁC and 184 ÁC, 

corresponding to the amorphous-to-crystalline phase transition. This transition led to a three-order-of-magnitude increase in power 

factor, reaching 0.4ï0.7 WĿK ĮĿcm ĭ, comparable to that of bulk thermoelectric materials. The figure of merit ZT was estimated using 

reported thermal conductivity data and shown to increase by two orders of magnitude upon crystallization. The effect of Ti and Bi 

doping (0.5 wt.%) on film properties was analyzed, revealing that Bi improves thermoelectric performance, while Ti has a detrimental 

impact. These results demonstrate the potential of doped GST thin films for integrated micro-TEG applications. 

 

1. Introduction  

Thin-film thermoelectric generators (TEGs) are 

promising primary power sources for low-power electronic 

devices, typically up to a few watts. However, the 

widespread adoption of thin-film TEGs is currently limited 

by the low efficiency of the thermoelectric materials used. 

The efficiency of converting thermal energy into electrical 

energy in a TEG is typically characterized by the thermal-

to-electrical conversion efficiency (ɖ). A key parameter 

influencing this efficiency is the thermoelectric figure of 

merit ZT, which plays a central role in the expression for ɖ. 

Since ZT is directly proportional to the square of the 

Seebeck coefficient and electrical conductivity, significant 

improvements in these properties could lead to a long-

awaited breakthrough in TEG performance. Chalcogenide 

glassy semiconductors in the Ge-Sb-Te system are widely 

used in non-volatile optical memory applications, such as 

CD/DVD storage, and show potential for use in non-

volatile electrical phase-change memory. Previous studies 

[1] have demonstrated that thin films based on these 

materials, in both amorphous and crystalline states, exhibit 

high Seebeck coefficients and low thermal conductivityð

characteristics that are promising for use in thin-film TEGs. 

Accordingly, the objective of this work was to investigate 

the temperature dependence of the Seebeck coefficient and 

electrical conductivity of Ge Sb Te  thin films for potential 

application in thin-film thermoelectric generators. 

2. Experiment  

The experimental samples were fabricated on polished 

glass-ceramic substrates of the ST50 grade (Figure 2). 

Tungsten (W) electrodes with a 100 nm TiN adhesion layer 

were deposited onto the substrate. Ge Sb Te-based thin 

films with a thickness of 650 nm were then deposited over 

the electrodes by magnetron sputtering using metal shadow 

and photoresistivity masks. The properties of the thin films 

were characterized off the measurement system used to 

measure the Seebeck coefficient and current-voltage 

characteristics (IïV curves) over a temperature range from 

room temperature up to 400 ÁC. The system provides 

thermal gradients from 2 ÁC to 20 ÁC and heating step 

increments from 1 ÁC to 50 ÁC. The main specifications of 

the system are summarized in Table I.  

Calibration of the measurement system was performed 

using chromel, alumel wires and lead reference standards. 

The measurement error for the Seebeck coefficient does not 

exceed Ñ0.5%. 

Table I. Parameters of measurement setup.  

Temperature-dependent measurements of the Seebeck 

coefficient and electrical resistivity were carried out in the 

range from room temperature to 270 ÁC, with a controlled 

heating step of 5 ÁC and a soak time of 5 minutes at each 

temperature point. 

3. Results and discussions 

In the temperature range from 154 ÁC to 184 ÁC, a sharp 

drop in electrical resistivity by two orders of magnitudeð

to approximately 0.01ɋĿcmðis observed (Fig. 1). This 

behavior is attributed to a phase transition from the 

amorphous to the crystalline state. With further temperature 

increase, the resistivity changes only slightly. During the 

crystallization temperature range of the Ge Sb Te  thin 

film, only a minor decrease in the Seebeck coefficient is 

observed. Conductivity calculations for the Ge Sb Te  thin 

films indicate that the sharp drop in resistivity during 

crystallization leads to a significant increase in electrical 

Parameters Range 

Temperature: 25 to 400 ÁC Temperature: 25 to 400 ÁC 

Temperature gradient: 2 to 

20 ÁC 

Temperature gradient: 2 to 

20 ÁC 

Step increment: 1 to 50 ÁC Step increment: 1 to 50 ÁC 

Measurement accuracy: 

Ñ0.2 ÁC 

Measurement accuracy: 

Ñ0.2 ÁC 

Soak time: 0 to Ð Soak time: 0 to Ð 

Stabilization time (1 ÁC 

step): 1.5 minutes 

Stabilization time (1 ÁC step): 

1.5 minutes 

Stabilization time (50 ÁC 

step): 5 minutes 

Stabilization time (50 ÁC 

step): 5 minutes 

Sensitivity (with 10 Mɋ 

load): from 0.05 mV 

Sensitivity (with 10 Mɋ load): 

from 0.05 mV 
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conductivity, resulting in a three-order-of-magnitude rise in 

the power factor. As a result, Ge Sb Te  thin films in the 

crystalline state exhibit power factor values in the range of 

0.4ï0.7 WĿK ĮĿcm ĭ, which are comparable to those of 

state-of-the-art bulk thermoelectric materials (0.8ï

2 WĿK ĮĿcm ĭ). 

 

Fig. 1. Temperature dependences of the thermoelectric power 
coefficient and specific resistance for a thin Ge2Sb2Te5 film. 

Since the efficiency of TEGs is largely determined by 

the figure of merit Z of the thermoelectric materials, the 

temperature dependence of Z for Ge Sb Te  thin films was 

evaluated (Fig. 2).  

The temperature-dependent values of Z were calculated 

using thermal conductivity (ɚ) data for Ge Sb Te  thin films 

reported by Ho-Ki Lyeo et al. [2]. The results show that 

upon crystallization, the thermal conductivity of the film 

doubles, while the figure of merit increases by two orders 

of magnitude, reaching approximately 0.8 Ĭ 10į K ĭ.  

 

Fig. 2. Temperature dependences of the thermoelectric power 
coefficient and specific resistance for a thin Ge2Sb2Te5 film. 

However, current thermoelectric materials used for 

energy harvesting typically exhibit a figure of merit of Z ~ 

1 Ĭ 10 į K ĭ, corresponding to a thermodynamic efficiency 

of about 15ï16% of the ideal Carnot cycle [3]. Therefore, 

to achieve a twofold increase in efficiency compared to the 

current level, a figure of merit greater than 10Ĭ 10 į K ĭ 

would be requiredðan almost unattainable value with 

present-day thermoelectric materials. 

Enhancing the Z value of Ge Sb Te  thin films may be 

possible by tuning their thermoelectric and electrical 

properties, for example, through doping with elements such 

as Bi or Ti. Previous research conducted under PNIER 

showed that the addition of 0.5 wt.% Ti to Ge Sb Te  thin 

films significantly increases the resistivity in the 

amorphous state and slightly increases the Seebeck 

coefficient (see Table II ), which ultimately has a negative 

effect on the material's figure of merit. In contrast, doping 

with 0.5 wt.% Bi reduces the resistivity and increases the 

Seebeck coefficient, which, taken together, can positively 

impact the thermoelectric figure of merit of the material. 

Table I I.  Parameters of measurement setup.  

4. Conclusions 

The results showed that during crystallization the 

quality factor increases by 2 orders of magnitude and is 

0.8Ĭ103 K-1, which is a relatively small value for energy 

harvesting tasks. An increase in Z of Ge2Sb2Te5 thin films 

can be achieved by controlling the thermoelectric and 

electrophysical properties, for example, by introducing 

dopants 

The introduction of 0.5 wt. % Bi impurity into a thin 

Ge2Sb2Te5 film leads to a decrease in the film resistance 

and an increase in the thermoelectric coefficient, which 

together can positively affect the thermoelectric quality 

factor of the material, and as a result will allow the 

development of a thin-film thermoelectric generator 
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Abstract. In this work we present the results of experimental studies on the synthesis by molecular beam epitaxy and physical properties 

studies of new III-V hybrid semiconductor nanostructures for next-generation applications. 

 

1. Introduction  

Nowadays III-V semiconductor nanostructures attract 

an increasing attention due to recent advances in their use 

as building elements for various electronic, optical, and 

biological applications [1-2]. Moreover, the progress in 

modern synthesis methods enables nanostructures of 

combined dimensionality formation, such as quantum dots 

(QDs) in nanowires (NWs) [3]. The most studied 

epitaxially grown QDs are self-assembled, i.e., grown by 

island nucleation in the Stranski - Krastanov growth mode. 

In common case, the size, shape, and density of self-

assembled QDs can be changed by growth parameters, but 

it is a strain induced process and controlling the properties 

of the array independently is a challenging task [4]. QDs in 

nanowires have in contrast shown great potential as a 

highly controllable system. The diameter, height, and 

density of the QDs are defined by the NW diameter, the 

growth time, and the NW density, respectively, and can be 

chosen more predictable. Due to the ability to accumulate 

for strain in two dimensions, the NW geometry is ideal for 

monolithic integration of semiconductor materials with 

different lattice mismatched substrates, which is important 

for achieving high performance optoelectronic devices 

based on Si technology [5]. 

2. Experiment  

Nanostructures were grown using molecular-beam 

epitaxy (MBE) machine Riber Compact 21T equiped with 

Ga, Al In, Si, Be effusion sources, As and P cracking 

sources, N plasma source and additional chamber for high 

temperature heating and Au deposition. Silicon plates were 

used as the substrates for MBE growth. The fluxes values 

were pre-calibrated using GaAs(100) substrate. The 

physical properties of the synthesized nanostructures were 

studied using scanning electron microscopy (SEM), 

transmission electron microscopy (TEM), 

photoluminescence (PL) and other methods. 

3. Results and discussions 

In this work we present for the first time MBE growth 

of QDs in NWs based on (In)GaAs/AlGaAs materials 

system on silicon surface also studied their physical 

properties. Typical TEM images of single AlGaAs NW 

with InGaAs QD, diffraction pattern obtained in QD 

location and schematic representation of AlGaAs NWs 

with InGaAs QDs structure are shown in figure 1.  Studies 

results have shown that grown hybrid nanostructures are 

efficient single photons sources and by changing the size 

and composition of QDs, we can strictly control the 

emission energy from the QD in a wide range. It is 

important to note that the direction of emission from QDs 

in the body of NWs was studied experimentally and 

theoretically. Our work opens new prospects for integration 

of direct band-gap semiconductors and single-photon 

sources on silicon platform for various applications in the 

fields of silicon photonics and quantum information 

technology.  

In addition, we present the results of experimental 

studies on the III-V nanostructures growth on silicon 

platform by molecular-beam epitaxy and their physical 

properties studies for next-generation applications. 

 

Fig. 1. a) Typical TEM image of single AlGaAs NW with InGaAs 

QD grown at 510Áʉ. b) Typical HRTEM image of InGaAs QD in 

single AlGaAs NW grown at 510Áʉ. c) Typical diffraction pattern 

obtained in QD location. d) Schematic representation of AlGaAs 
NWs with InGaAs QDs structure. 
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Abstract. In this work, the influence of heat treatment on the electrophysical, thermoelectric and mechanical properties of the fabricated 

composite thermoelectric materials based on Bi2Te2.8Se0.2 (n-type) and Bi0.5Sb1.5Te3. (p-type) was investigated. Power factor for the 

obtained composite thermoelectric materials was determined. The developed method of forming thermoelectric legs can be used for 

fabrication of flexible thermoelectric generators. 

 

1. Introduction 

Today, the development of flexible thermoelectric 

generators (TEG) is of particular interest, since the use of 

such TEGs can become both a serious addition and an 

alternative to batteries used today in portable 

microelectronics. The main advantage of flexible TEGs 

compared to classical ones is the ability to take the 

necessary shape within certain limits, which makes it 

possible to use such devices on heat sources with a 

developed surface, for example, to convert the heat of a 

living organism, including the human body. The 

technology of thick-film thermoelectric materials (namely 

composite materials) is of particular interest for the 

formation of flexible thermoelectric generators. This paper 

proposes a method for forming composite materials that 

include thermoelectric materials, modified by 

nanodispersed particles, and a matrix of aqueous alkaline 

solutions of sodium or potassium silicates. The introduction 

of nanoparticles of various natures (for example, 

semiconductor particles with a narrow band gap, nanosized 

carbon tubes or highly conductive metal oxides) to improve 

electrical conductivity can affect not only electron transport 

in the material, but also increase phonon scattering, thereby 

increasing the thermoelectric figure of merit of the material. 

One of the most important stages in the fabrication 

technology of composite thermoelectric materials is heat 

treatment. Firstly, heat treatment allows to remove residual 

moisture from the composite thermoelectric material, 

thereby increasing its electrical conductivity [1]. Secondly, 

heat treatment can lead to sintering of thermoelectric 

material particles. It can significantly affect the 

electrophysical, thermoelectric and mechanical properties 

of the resulting composite materials. Thus, the purpose of 

this work is a complex study of the heat treatment effect on 

the properties of low-temperature composite Bi2Te2.8Se0.2-

and Bi0.5Sb1.5Te3-based thermoelectric materials. 

2. Experiment  

Experimental samples were made using low-

temperature thermoelectric materials: Bi2Te2.8Se0.2 (n-type) 

and Bi0.5Sb1.5Te3. (p-type). Copper oxide nanopowder 

(CuO-Cu2O) in the amount of 0.1 wt.% was used as a 

nanostructured additive. An aqueous alkaline solution of 

sodium silicate was used as a binder, which acts as a matrix 

in the composite.To obtain a thermoelectric suspension, the 

thermoelectric material was crushed to a powder state and 

mixed with a binder.The samples were formed by screen 

printing through a fluoroplastic mask. after which they 

were dried at room temperature for 24 hours. To remove 

excess moisture, the samples were annealed for 4 hours at 

a temperature of 110 . To study the electrophysical and 

thermoelectric properties of the obtained samples, 

electrical contacts were formed by the method of 

electrochemical deposition. Ni and Cu were used as 

deposited materials, Ni was used as a diffusion barrier 

layer. 

Based on the results of differential scanning calorimetry 

(Netzsch DSC 204 F1 Phoenix), the temperature range for 

heat treatment of materials was determined. The studies 

were carried out in the temperature range from room 

temperature to 400  in an inert argon atmosphere. 

Thermogravimetric analysis of the obtained materials was 

also used. 

Electrophysical and thermoelectric characteristics were 

studied for the formed samples. Measurements were carried 

out directly during the heat treatment process in an inert 

argon atmosphere, the heating rate was 5 /min. 

To study the thermoelectric characteristics of the 

manufactured samples, 2 measurements were carried out, 

in the first case the temperature dependence of the Seebeck 

coefficient was studied before heat treatment, in the second 

case, after the heat treatment.The measurements were 

carried out in the temperature range from room temperature 

to 100 . The final stage was the study of the Hall effect. 

3. Results and discussions 

The electrophysical and thermoelectric properties of 

composite materials based on Bi2Te2.8Se0.2 (n-type) and 

Bi0.5Sb1.5Te3. (p-type) modified with nanodispersed copper 

oxides powder at a concentration of 0.1 wt.% were studied. 

In particular, the specific resistance, the Seebeck 

coefficient, and electrical conductivity were studied. The 

power factor was calculated based on the results obtained. 

The maximum power factor for the n-type legs with 0.1% 

CuO-Cu2O is 3.5 ɛW/(cmĀK2), for the p-type legs is 3.8 

ɛW/(cmĀK2). The results of the study showed that the 

addition of nanopowder leads to a noticeable increase in the 

electron mobility in the n-type composite material and a 

slight decrease in their concentration. For the p-type 
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composite material, an increase in both the concentration 

and mobility of the majority charge carriers was observed. 

4. Conclusions 

In this work, the influence of heat treatment on the 

electrophysical, thermoelectric and mechanical properties 

of the fabricated composite Bi2Te2.8Se0.2- and Bi0.5Sb1.5Te3- 

based thermoelectric materials was investigated. 

The obtained values of power factor for samples of 

composite thermoelectric materials with a matrix of 

aqueous alkaline sodium silicate solution are lower than for 

the synthesized material. However, the developed method 

of forming thermoelectric legs can be used for fabrication 

of flexible thermoelectric generators. 
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Abstract: Material failure in high-temperature salt-spray environments predominantly aroused from the strong erosion of surface 

passivation layer, such as Cr2O3 and TiO2. Here, a novel amorphous Si-Zr-O (SZO) coating was designed against this extreme 

environment. Inspired by the biomineralization behavior, an in-situ atomic bonding regulation mechanism was proposed. The Na 

absorption coupled with in-situ chemical bonding reorganization was identified and the SZO coating was self-reinforced to the structure 

of amorphous Si-Na-O and nanocrystalline t-ZrO2 (t-ZrO2/Ŭ-SNO). Molecular dynamics (MD) calculations indicated that the chemical 

stability and barrier property of amorphous Si-Na-O was closely related to the amount of Na content and bridging oxygen. Electron 

energy loss spectroscopy (EELS) analysis demonstrated that the appropriate Zr content in SZO facilitated optimal Na absorption, which 

ensured sufficient bridging oxygen and reduced the reactivity of the silicon site, thereby enhancing both chemical stability and barrier 

property. The optimized SZO coating demonstrated significant improvement in corrosion resistance, maintaining structural integrity 

for 100 h in a 600  salt spray environment. 

Keywords: Na absorption, in-situ bonding reorganization, EELS, MD calculations, Salt spray environment  
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Abstract: The operation of aluminumïair batteries (AABs) at sub-zero temperatures is significantly hindered by the poor ionic 

conductivity of aqueous electrolytes and sluggish Alį  interfacial kinetics. Herein, a biomimetic molecular regulation strategy is 

proposed by introducing zinc gluconate (ZnG) as a multifunctional additive into aqueous electrolytes, enabling the construction of a 

robust anti-freezing system suitable for low-temperature operation. ZnG effectively reconstructs the hydrogen-bond network among 

water molecules, modulates the solvation structure, and lowers the freezing point while enhancing ionic conductivity. Simultaneously, 

ZnG facilitates the in situ formation of a metalïorganic (MO) composite interfacial layer on the aluminum anode, replacing the 

conventional passivation film. This MO layer promotes Alį  transport, accelerates interfacial charge-transfer kinetics, and alleviates 

low-temperature polarization. The optimized ZnG-based electrolyte exhibits excellent discharge capacity and cycling stability even at 

ï40 ÁC. This study elucidates, at the molecular level, a synergistic mechanism between solvation structure regulation and interfacial 

engineering, offering a novel theoretical framework and design strategy for high-performance aqueous aluminum batteries operating 

under extreme cold conditions. 

Keywords: aluminumïair batteries, metalïorganic (MO) composite, interfacial layer, interfacial engineering 
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Abstract. The study is devoted to the lateral photovoltaic effect (LPE) in a Mn/SiO /n-Si structure at cryogenic temperatures, revealing 

that carrier diffusion, rather than drift, determines the photovoltage generation due to a weak Schottky barrier. Experimental results 

closely match a diffusion-based model that incorporates wavelength-dependent absorption and carrier transport. Additionally, a 

magnetic hysteresis with a ~200 Oe coercive field suggests the formation of a weakly ferromagnetic MnSi phase at the interface. These 

findings highlight the potential of diffusion-driven LPE systems for position-sensitive photodetectors and magneto-optoelectronic 

applications, especially in low-temperature environments. 

 

1. Introduction  

The lateral photovoltaic effect (LPE) in semiconductor-

based structures offers promising applications in position-

sensitive photodetectors, spintronics, and magneto-

optoelectronics. It is typically observed when a non-

uniform illumination of a semiconductor creates a voltage 

difference between spatially separated contacts. This 

voltage, termed lateral photovoltage (LPV), arises due to 

the spatial separation of photogenerated carriers, which 

move under the influence of built-in electric fields and 

diffusion gradients. While LPE has been extensively 

studied at room temperature and under standard conditions, 

its behavior in complex metal/insulator/semiconductor 

(MIS) systems at low temperaturesðespecially under the 

influence of magnetic fieldsðremains insufficiently 

explored. Of particular interest is the role of carrier 

diffusion in generating LPV in systems where band 

bending is weak and drift effects are suppressed. This work 

presents a detailed investigation of a diffusion-driven LPE 

in a Mn/SiO /n-Si hybrid structure, focusing on low-

temperature conditions and magnetic field influence. 

2. Experiment  

The experimental structure was fabricated using a 

phosphorus-doped n-type silicon substrate (doping level 

~10ĭ  cm į), thermally oxidized to form a ~1.5 nm SiO  

layer, and a 15 nm Mn film was deposited on top of the 

structure via molecular beam epitaxy (MBE). TEM image 

of the structure is shown on fig. 1.  

 

Fig. 1. Cross-sectional transmission electron microscopy (TEM) 
images of the Mn/SiO2/n-Si structure. 

Electrical contacts were formed both on top of the film 

and on backside of the substrate in order to measure 

photovoltage in both lateral and transverse directions. 

Optical irradiation was applied using a tunable halogen 

lamp and semiconductor lasers. The generated 

photovoltages were measured across varying temperatures, 

wavelengths, irradiation powers, and magnetic fields. 

Additionally, an MnSi layer was synthesized on a similar 

substrate to examine potential interfacial ferromagnetic 

phases that could influence carrier dynamics. More detailed 

information about the samples can be found in [1].  

3. Results and discussions 

One of the most significant findings of this study is the 

confirmation that, in the Mn/SiO /n-Si structure, the LPE at 

cryogenic temperatures (down to 17 K) is predominantly 

driven by carrier diffusion rather than drift. This is a direct 

consequence of the low Schottky barrier height (~0.05 eV 

at helium temperatures), which significantly weakens the 

internal electric field responsible for separating 

photogenerated electron-hole pairs. For comparison, 

typical MIS structures show Schottky barriers in the range 

of 0.1 to 0.8 eV [2-4], creating stronger built-in fields and 

dominant drift currents. In the absence of such fields, 

photogenerated carriers move primarily due to 

concentration gradientsða mechanism that can be 

described using standard diffusion equations. 

To quantify this behavior, a one-dimensional diffusion 

model was used, incorporating carrier generation as a 

function of light absorption depth and wavelength-

dependent quantum efficiency. Carriers are generated at 

specific depths corresponding to the absorption profiles of 

the incident photons, and their subsequent diffusion toward 

the contacts results in measurable photovoltage. The 

absorption coefficients and quantum efficiency values for 

silicon were taken from literature [5,6]. The carrier 

movement in transverse direction was described using 

equations: 

ὲὼ  ὲὩ
 

 and ὴὼ  ὲὩ
 

              (1) 

Where n(x) and p(x) are concentrations of electrons and 

holes, respectively, at the vertical coordinate x. Simulation 

results showed that the difference in carrier concentrations 

between the illuminated and non-illuminated sides æ[n(x) - 

p(x)] varies with wavelength, with sign reversals occurring 

when the dominant photogeneration shifts from one side of 

the substrate to the other. A comparison between the 

simulated LPV and experimental measurements at 28.5 K 
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(fig. 2) showed good agreement, validating the diffusion-

dominant interpretation. 

 

Fig. 2. Experimental LPV(ɚ) curve in Mn/SiO2/n-Si at T=28.5K 

measured from the substrate backside (blue). Simulated LPV(ɚ) 
curve (red dots).  

Another important finding involves the observation of 

hysteresis behavior of the magnetic field dependence of the 

LPV at T = 17K (fig.3). It indicates the presence of a weak 

ferromagnetic phase at the SiO /Si interface with a coercive 

field Bc of approximately 200 Oe. Similar magnetic 

hysteresis behavior was observed in ferromagnetic MnSi 

film grown on Si. Although Mn is non-ferromagnetic, 

interfacial reactions during MBE growth and post-

deposition annealing may lead to the formation of MnSi 

phase near the surface of Si substrate. The presence of this 

phase within or near the carrier transport region could 

introduce additional magnetoresistance-like effects, 

influencing the LPV. 

 

Fig. 3. Black curve represents magnetic field dependence of the 

LPV in Mn/SiO2/n-Si structure. Blue circles show the square of 
magnetization as a function of magnetic field in MnSi/Si.  

4. Conclusions 

This study demonstrates that in the Mn/SiO /n-Si 

hybrid structure, the lateral photovoltaic effect at low 

temperatures is governed primarily by diffusion processes 

due to weak Schottky barrier-induced electric field. The 

observed photovoltage spectra are well described by a 

simple diffusion model, emphasizing the importance of 

absorption depth and carrier transport characteristics. The 

magnetic hysteresis in the field dependence points to the 

presence of interfacial ferromagnetic phase. These findings 

highlight the potential of diffusion-driven LPE systems in 

developing advanced optoelectronic devices, particularly 

for cryogenic and magnetically active environments. 

Future work may extend this approach to explore spin-

polarized transport, temperature-dependent band 

alignment, and integration into functional spintronic 

devices. 
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Abstract. We are demonstrating an application of two efficient original approaches, High-Temperature Ultra-Fast Deposition (HT-

UFD) and sample with gradT, for pulsed growth of the Mg2Siïbased compound Mg2Si1-xSnx. Results of the exothermic process of 

compound formation at different high temperatures (HT) are directly observed by HRTEM and SEM-EDX in different zones of the Si 

sample with gradT. The intensity of the ultra-fast process depends on the initial local temperature; the process results in different 

structure and amount of the compound formed in different sample zones. 

 

1. Introduction  

Film growth and surface/interface processes are crucial 

in many modern technologies, including Si-based 

microelectronics, solar cells, thermoelectrics etc. We are 

demonstrating an application of two original approaches 

effective in film synthesis, gradT and HT-UFD, for growth 

of the Mg2Siïbased compound Mg2Si1-xSnx.The 

approaches are shown in Fig.1 and will be demonstrated in 

a short real time movie. The silicide Mg2Si1-xSnx attracts a 

significant attention of researchers since it is relatively 

light, consists of ecologic, abundant and rather cheap 

components and has good perspectives for applications in 

thermoelectric elements, solar cells etc. [1]. However, the 

synthesis of Mg2Si1-xSnx films on Si surface is not a simple 

task since Mg is volatile at rather low T while Sn melts and 

forms droplets. In addition, in certain ranges of 

compositions and temperatures, Mg2Si1-xSnx tends to 

decompose into precipitates [2]. To form such precipitates 

of supercritical size, the component atoms must be 

redistributed by diffusion over some distance within the 

mixture; this process must take a significant time. Thus, to 

understand the mechanism of the synthesis process and get 

control upon it, the investigations of the dependences of the 

spatial redistribution of components on temperature and 

time are highly required. 

It has been shown by Tatsuoka e.a. that intense flows of 

Mg onto hot Si (due to high vapor pressure of Mg) result in 

Mg2Si formation [3]. We demonstrated that HT-UFD of 

Mg onto Si allows to form high crystal quality Mg2Si films 

within very short times ~0.1 ï 20 s [4-7]; this could be used 

to reduce the redistribution of Sn, Si and formed 

compounds in the film. As we have demonstrated [7], Si 

samples having wedge-shaped T distributions on the 

surface (see Fig.1) can be used to obtain an entire T-

dependence of a process in one experiment. The 

combination of this method with HT-UFD is easy and 

natural. In the present work, we apply the combination of 

gradT and HT-UHV methods to study the process of 

synthesis of Mg2Si1-xSnx by ultra-fast deposition of Mg 

onto Si-Sn mixture in the conditions far from equilibrium. 

2. Experiment  

At first the mixture Si1-xSnx was co-deposited in UHV 

on the clean Si(111) in 10 portions (to reduce the diffusion 

in the sample heated by the long-lasting irradiation from Si 

and Sn sources). To synthesize Mg2Si1-xSnx, the sample T 

was risen up to the range of ~300 ï 340 ÁC during 4 s and 

a large single portion of Mg was pulse-deposited onto the 

substrate surface. At the pulse moment, the sample heating 

current was reduced; in ~4 s after the pulse, the sample 

heating was stopped. We shall present a short real-time 

movie illustrating this process. Based on literature data and 

our analogous experiments on Mg2Si growth on Si by Mg 

HT-UFD, it can be suggested that the above procedure 

should result in a combustion- or just explosion-like 

exothermic reaction of Mg2Si1-xSnx synthesis [4-9]. The 

obtained sample was cut into 5 parts to separately study the 

films formed within different T ranges. 

3. Results and discussions 

Some HRTEM and EDX results are presented in Figs.2 

and 3. It is seen that for the film formed at higher T the 

entire Si-Sn mixture has been completely spent for Mg2Si1-

xSnx formation and the excess Mg penetrated deeper into 

the Si(111) substrate where it formed Mg2Si having lighter 

contrast in Fig. 2 (see the image for zone 3). For high-T 

sample zones, Mg, Si and Sn are relatively uniformly 

intermixed within the film layers. On the contrary, for 

lower T, relatively thinner and non-uniform film formed 

(see the images for zones 1 and 5). The Z-contrast evidence 

that some unreacted Mg remained on the surface, then it 

oxidized in the atmosphere. For low-T films, the Si-rich and 

Sn-rich compounds tend to separate mostly by the 

nucleation and growth mechanism (tentatively, due to Sn 

separation from Si during the mixture co-deposition and/or 

relatively longer process of Mg diffusion and compound 

formation in low-T zones).  

It can be concluded that for higher initial T, the 

compound formation process reached some higher T 

corresponding to the higher intensity of the exothermic 

reaction. Then the formed compound quenched due to the 

rapid sample cooling. At lower initial T, the reaction was 

less intensive, the mixture was cooler, and the relatively 
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longer process of the film formation included the local 

redistribution of Sn concentration, which resulted in 

formation of Si- and Sn-rich components Mg2Si1-xSnx 

visible in Figs. 2 and 3 (zones 1 and 5). Thus, it was 

demonstrated that the microstructure of the formed Mg2Si1-

xSnx can be tuned by the temperature of the compound 

formation process. This is important since the 

microstructure determines the electrophysical parameters, 

heat conductance and thermoelectric properties of the 

compound. 

  

Fig. 1. Example of a sample with gradT(x) (for illustration). 

   
     Zone 1                         Zone 3                       Zone 5 

Fig. 2. Cross-sectional HRTEM images of the film.  

 

 

 

Fig. 3. In depth distribution of elements for different zones of the 

sample (see T distribution along the sample in Fig.1). 

4. Conclusions 

An easy and highly efficient way to study dependences 

of surface/interface processes on temperature is 

demonstrated. Different products of these processes 

obtained at different temperatures are directly observed in 

different points of the sample. The entire dependence of the 

Mg2Si1-xSnx compound formation on temperature can be 

studied in one experiment. Thus, it has been demonstrated 

that the optimal temperature range for synthesis of the film 

having the required morphology can be found in a single 

experiment. The combination of HT-UFD with gradT 

samples proved to be a very efficient and promising 

experimental approach. 
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Abstract. In this work, a method for synthesizing Mg3Bi2 on a polyimide substrate was developed and thermoelectric properties of 

such composite were investigated. The experiment was carried out under high vacuum conditions by solid-phase epitaxy with 

recrystallization annealing at 300 ÁC. Thermoelectric properties of the material were studied in the temperature range from 80 to 450 

K. The highest value of the power factor was measured at 300 K and was 3.8 ɛW/(cmĬK2), the Seebeck coefficient and specific 

electrical conductivity were 47.8 ɛV/K and 1656 S/cm, respectively. The Mg3Bi2 film demonstrates high plasticity, retains conductivity 

under strong bending and a large number of bending-unbending cycles. 

 

1. Introduction  

The intensive introduction of wearable low-power 

electronics into everyday life has given impetus to research 

and development of thermoelectric converters operating in 

the room temperature region. In this work, Mg3Bi2 was 

chosen for a number of reasons. Firstly, Mg3Bi2 

demonstrates competitive thermoelectric properties in the 

room temperature region [1]. Secondly, the chemical 

elements in the basis of this material are harmless to 

humans and the environment and are relatively cheap. 

Thirdly, magnesium bismuthide has plasticity [2], which 

allows even bulk samples to be deformed without 

damaging the crystal and disrupting conductivity. In other 

words, the material is an excellent candidate for the role of 

low-temperature thermoelectric converters for wearable 

electronics devices. 

2. Experiment  

The experiment was carried out under high vacuum 

conditions (1Ĭ10-6 mbar) by solid-phase epitaxy. For this 

purpose, magnesium and bismuth were co-deposited on a 

pre-cleaned polyimide substrate, followed by 

recrystallization annealing at 300 ÁC. Confirmation of the 

reaction of chemical material formation was carried out 

using Raman spectroscopy (Figure 1) and X-ray 

diffraction. Raman shifts at 53.4 cm-1 and 83.4 cm-1 indicate 

successful reaction [3].  

 

Fig. 1. Raman spectra of the sample with two peaks at 53.4 cm-1 

and 83.4 cm-1 that relate to Mg3Bi2. 

Thermoelectrical measurements were carried out by 

four-probe differential method from 80 to 450K 

temperature range. 

3. Results and discussions 

It has been established that the Seebeck coefficient has 

positive values in the entire measured temperature range. 

According to literature data, the sign of the main charge 

carriers depends on the magnesium content in the material: 

with an excess of magnesium, electron conductivity is 

observed, and with a deficiency, hole conductivity [1]. 

 

 

 

Fig. 2. Thermoelectric properties of Mg3Bi2 formed on polyimide 

tape: a ï thermoelectric coefficient, b ï conductivity, c ï power 
factor. 
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The highest value of the power factor was measured at 

301K and is 3.8 ɛW/(cmĬK2), the thermoelectric 

coefficient and conductivity at this temperature are 47.8 

ɛV/K and 1656 S/cm, respectively. It was found that the 

samples keep their conductivity under repeated 

deformation (bending cycles) and low bending angle. 

4. Conclusions 

In this work, the prospect of using Mg3Bi2 material for 

developing flexible planar thermoelectric converters of 

low-temperature range was demonstrated. Samples were 

formed by solid-phase epitaxy at 300 ÁC. The highest 

conductive properties were demonstrated at room 

temperature, the power factor, thermoelectric coefficient 

and specific conductivity were 3.8 ɛW/(cmĬK2), 47.8 

ɛV/K, 1656 S/cm, respectively. The sample demonstrates 

high plasticity and retains conductivity under high 

deformations. 
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Abstract. This study focuses on the resistance changes in Ge2Sb2Te5 thin films after thermal annealing. We demonstrate that after 

annealing at temperatures above 100ÁC, the resistance continues to evolve even after cooling, unlike annealing at lower temperatures. 

A total of seven annealing cycles (2 hours each) were performed in the range of 70ï130ÁC. During the eighth annealing step, 

approximately 30 minutes after reaching 140ÁC, the sample began to transition into the crystalline phase. After which a strong increase 

in current occurred, reaching the maximum possible current for the picoammeter. Reducing the DC voltage across the film allowed the 

current to be measured and proved that a phase change of the film material had occurred. 

 

1. Introduction  

Phase-change materials (PCMs) are widely used for 

data storage. The conventional approach, where a single bit 

of information is encoded in the amorphous and crystalline 

states, limits storage density. In recent years, research has 

focused on increasing the stored information per cell in 

phase-change memory (PCM) [1, 2]. One of the major 

challenges in achieving multilevel storage is resistance drift 

over time [3], which manifests as a gradual increase in 

resistance, particularly at elevated temperatures. Studies 

have shown that this phenomenon persists even at room 

temperature [4]. Several approaches to mitigate resistance 

drift have been proposed, primarily based on device-level 

engineering [5-8]. 

However, the development of reliable multilevel PCM 

requires a deeper understanding of resistance drift 

mechanisms at the material level. A key outstanding 

question concerns how thermal history affects the drift 

kinetics. In this work, we investigate temperature 

thresholds for irreversible resistance changes in Ge Sb Te  

(GST) thin films and analyze the relationship between 

resistance drift and crystallization onset at elevated 

temperatures. Our findings help clarify the thermal stability 

limits of GST's amorphous phase and provide criteria for 

optimizing multilevel PCM devices. 

2. Experiment  

For resistance measurements before and after 

annealing, as well as for conducting the annealing process 

itself, we employed a research system consisting of a 

closed-cycle cryostat (Janis CCS-400/204N) and a 

picoammeter/voltage source (Keithley 6487) [9]. Sample 

resistance was measured simultaneously with temperature 

scanning under constant voltage conditions. 

The thin film was deposited by DC magnetron 

sputtering using a commercial polycrystalline target with 

99.99% purity. X-ray diffraction confirmed the as-

deposited film to be amorphous. The film thickness was 

approximately 130 nm. 

The measurement protocol began with cooling to -

160ÁC (Figure 1), followed by a brief temperature 

stabilization period and subsequent heating at a constant 

rate of 2ÁC/min. Upon reaching the target annealing 

temperature, the temperature was maintained with Ñ0.01ÁC 

precision using a LakeShore 335 temperature controller for 

2 hours. In Figure 1, the horizontal parallel lines beginning 

at approximately 200 minutes represent these isothermal 

annealing periods. This was followed by an additional 

cooling/heating cycle, though in this case heating was 

limited to 60ÁC. The final step involved cooling to room 

temperature. 

 

Fig. 1. Current vs. time dependence during the experiment. The 

current changes follow the temperature profile, which remained 
consistent across all experimental runs. 

3. Results and discussions 

As evident from Figure 1, annealing up to 120ÁC had 

minimal impact on the overall current profile, where the 

current at minimum temperature remained at noise level. 

However, above 120ÁC, the current increased dramatically 

by approximately one order of magnitude (brown curve 

around 400 minutes in Figure 1). Following further 

annealing at 130ÁC, an additional order-of-magnitude 

current increase was observed. 

Interestingly, during the actual isothermal annealing 

periods, significant current growth only occurred at 70ÁC 

and 130ÁC (Figure 2). The current values were normalized 

by dividing each data point by the mean current during 

isothermal annealing at each respective temperature, 

enabling direct comparison of temporal current dynamics 

across temperature regimes. The high-temperature changes 

can be attributed to the onset of crystallization. The current 

variation at 70ÁC, however, may be associated with the 

rejuvenation phenomenon in non-crystalline materials, 

previously introduced in the context of resistance drift [10]. 
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Fig. 2. Time evolution of normalized current during multi-step 
annealing (70ï130ÁC). 

Figure 1 clearly demonstrates that following high-

temperature annealing (130ÁC), the measured current at 

low temperatures (around 400 minutes) remains 

substantially higher compared to the initial cooling cycle 

(approximately 90 minutes). This change in current 

indicates long-term changes in the electronic structure of 

the material caused by the heat treatment. 

A direct comparison of these effects is presented in 

Figure 3, which shows two pairs of current-time 

(effectively current-temperature) dependencies: The first 

pair corresponds to measurements taken after 130ÁC 

annealing - one recorded immediately after processing and 

another obtained approximately 15 hours later (prior to 

subsequent 140ÁC annealing), representing an overnight 

aging period at room temperature. The second pair shows 

data following 100ÁC annealing, where such effects are less 

prominent. These comparative measurements reveal 

significant time-dependent evolution of electrical 

properties even without additional thermal processing, 

suggesting either progressive structural relaxation or 

metastable phase formation during the aging period. 

 

Fig. 3. Current vs. heating time dependence after different 
annealing treatments. 

The available temperature-dependent conductivity data 

enables estimation of the Fermi level's thermal evolution 

[11]. Assuming hole-dominated band conduction in these 

materials [12], the observed behavior could be attributed to 

a nonlinear temperature dependence of the energy 

separation between the Fermi level and valence band edge 

(Ὁ Ὁ). Notably, the conductivity decrease corresponds 

to a widening of this energy gap. 

4. Conclusions 

Thermal annealing experiments on GST films revealed 

a nonlinear evolution of resistance drift with temperature. 

Initial annealing at 70ÁC produced resistance reduction, 

followed by a subsequent increase that peaked at 100ÁC, 

where the maximum resistance growth (corresponding to 

current decrease) was observed. Above this temperature, 

the rate of resistance increase gradually slowed until 

130ÁC, where the trend reversed into resistance reduction ï 

a clear signature of crystallization onset. Post-annealing 

room-temperature relaxation led to further resistance 

increases. These electrical changes directly correlate with 

changes in the Fermi level relative to the valence band, 

demonstrating how heat treatment tunes the electronic 

structure of phase change materials. The observed non-

monotonic behavior reflects competing mechanisms 

between structural relaxation at lower temperatures 

(<100ÁC) and crystallization processes dominating at 

elevated temperatures (>130ÁC). 
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Abstract. The technology of embedding metallic iron disilicide (Ŭ-FeSi2) nanocrystals (NCs) with different numbers of NCs 

multilayers and different doping levels of silicon multilayers with holes (1019 cm-3 and 1013 cm-3) was tested on SOI substrates, and 

heterostructures with 4 and 8 layers of embedded Ŭ-FeSi2 NC were grown using it. The maximum power factor of up to 1.2 mW/(mĬK2) 

at T=450 K was observed in the heterostructure with the maximum hole concentration in the silicon interlayers, and a decrease in the 

hole concentration led to a decrease in the power factor to 0.25 mW/(mĬK2) at T=450 K due to a sharp increase in the sheet resistance.   

 

1. Introduction 

One of the approaches to creating efficient 

thermoelectric materials is to embed metal nanocrystals 

(NC) into a semiconductor, such as germanium, which 

provides high matrix conductivity and an increase in the 

Seebeck coefficient [1]. It does not require high crystalline 

quality of materials with embedded nanocrystals and 

assumes the possibility of their random distribution in the 

semiconductor matrix, including silicon. NCs of transition 

metal silicides can be embedded into silicon, since they 

include both semiconductors [2] and metals [3]. It was 

known that embedding multilayers with one or two types of 

embedded NCs (CrSi2 and b-FeSi2) grown on an n-type 

silicon substrate resulted in efficient hole injection from 

embedded NCs, a change in the sign of the Seebeck 

coefficient from negative to positive, and an increase in the 

power factor in the temperature range from 200 K to 400 K 

[4]. At the same time, the incorporation of NC metal 

silicides into a silicon matrix with p-type conductivity and 

orientation (100), as well as the effect of doping silicon 

interlayers during the growth of multilayers on their 

thermoelectric parameters, remained unexplored.  

In this paper, we investigated the formation of 

multilayers with embedded NCs of metallic iron disilicide 

(a-FeSi2) in silicon-on-insulator (SOI) substrates of p-type 

conductivity with different numbers of NC multilayers and 

different doping levels of silicon multilayers, determined 

the phonon structure of the NCs, the conductivity and 

thermoelectric properties of the grown heterostructures in 

the temperature range of 80-450 K. 

2. Experimental procedure  

Multilayer heterostructures with embedded NCs of 

metallic a-FeSi2 were grown in a VARIAN ultrahigh 

vacuum setup with a base pressure of 2Ĭ10-10 Torr equipped 

with a molecular beam source of iron (Fe), sublimation 

sources of silicon (Si) with different hole concentrations 

(p+ and p-) and a quartz thickness sensor. SOI Si(100) p-

type wafers with a resistivity of (1-10) Ohm Ĭ cm were 

chosen as substrates and Si sources. After low-temperature 

cleaning of the silicon surface at a temperature of 900 ÁC 

for 10 minutes, a 50 nm thick silicon buffer layer was 

deposited at T=700 ÁC. Then, multilayer samples with 

embedded NCs of a-FeSi2 were formed. This process 

consisted of four steps: (1) deposition of 0.5 nm Fe at room 

temperature; (2) annealing at T=630 oC for 2 min and flash 

at T=1000 oC for 5 s; (4) growth of the silicon layer (12 nm 

at T=630 oC and 24 nm at T=700 oC). To form 4-layer and 

8-layer structures with embedded Ŭ-FeSi2 NCs, these four 

steps were repeated 3 or 7 times, followed by growth of the 

capping silicon layer in two steps: 12 nm at T=630 oC and 

84 nm at T=700 oC. Individual multilayers were grown with 

doped silicon interlayers with different hole doping: 1019 

cm-3 (p+) and 1013 cm-3 (p-). Test samples with 4 and 8 

dummy growth stages without deposition of iron atoms, but 

with annealing and stopping (emulation of NC growth) 

with different silicon sources (p+ and p-) were grown for 

comparison with samples with embedded a-FeSi2 NC 

multilayers. A total of 3 samples with embedded a-FeSi2 

NC and 3 samples with NC growth emulation were grown. 

The morphology of the grown samples was studied 

using a Solver P47 scanning probe microscope in the 

tapping mode. The phonon structure of the grown samples 

was studied using an NTEGRA SPECTRA-II system in the 

Raman spectroscopy mode. The transport and 

thermoelectric properties of the samples were studied on a 

Kriotel (Russia) laboratory setup in a nitrogen atmosphere 

at temperatures of 80ï450 K after preliminary formation of 

six Al contacts on an ADVAVAC PVD-2EB2R11 vacuum 

setup (To=450 oC for 20 minutes) to measure conductivity 

and thermo-emf. 

3. Results and discussion 

After unloading the samples with embedded NC a-

FeSi2 and the reference samples with growth emulation, 

their surface morphology was studied by AFM. Due to the 

embedding of nanocrystals with a tetragonal lattice into 

silicon, a process of three-dimensional overgrowth of NC 

was observed and punctures were formed on the surface of 

the capping silicon layer. However, the yield of a-FeSi2 

NCs was not observed. The root-mean-square roughness 

was minimal for 4-layer heterostructures both with 

embedded NC and without them (Table 1). Increasing the 

number of multilayers led to its 2-3-fold growth, but the 

depth of the observed punctures did not exceed 40 nm, 

which is less than the thickness of the capping silicon layer.  

The study of the phonon structure of working samples 

by the Raman scattering method showed that multilayers 

with the supposed NC a-FeSi2 do not have phonon peaks. 

This proves the absence of the semiconductor phase b-

FeSi2 [4] in the NC samples and indirectly confirms the 
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formation of the a-FeSi2 phase, which does not have 

resolved Raman scattering phonons [5].  

Table 1. Types of heterostructures, type of doping of Si 

interlayers, dHS ï total thickness of heterostructure, srms  

root mean square roughness. 

Sample Type of HS Si 

interlayer 

doping 

dHS, 

nm 
srms, 

nm 

A Dummy NC Si p+ 256 2.0 

B 4L a-FeSi2 P+ 258 2.3 

C Dummy NC Si p+ 375 7.0 

D 8L a-FeSi2 p+ 371 4.6 

E Dummy NC Si p- 417 0.51 

F 8L a-FeSi2 p- 429 7.92 

The grown multilayer samples with embedded NCs 

(Table 1) represent a structure with randomly distributed 

NCs [4], to which the two-layer thermoelectric model [6] 

cannot be applied to isolate the contribution of the modified 

layer. The electrical and thermoelectric properties were 

analyzed by comparing the temperature dependences of the 

sheet conductivity and the Seebeck coefficient for the SOI 

substrate, the emulated substrate (Dummy NC Si), and 

samples with embedded NCs. The data on the resistance 

and the Seebeck coefficient were obtained for the SOI 

substrate and samples A and B with 4 layers of Ŭ-FeSi2 NCs 

and the emulated sample, grown with heavily doped silicon 

interlayers (p+). According to the dependences of the sheet 

resistance, it was found that it is minimal for a clean SOI 

substrate. At the same time, for embedded NCs or a 

Dummy NC Si sample, the sheet resistance increases by 2-

10 times depending on the temperature, so the doping of the 

intermediate silicon layers is not felt in the resistance. The 

maximum Seebeck coefficient (550-600 ɛV/K) is 

demonstrated by sample B with embedded NC Ŭ-FeSi2 in 

the temperature range of 350-370 K. For the SOI substrate 

and the Dummy NC Si sample, the Seebeck coefficient 

increases approximately equally with increasing 

temperature and reaches 500 ɛV/K at T=450 K. 

Calculations of the power factor showed that it remains 

maximum for the Dummi-NC Si sample. However, for 

sample D, the power factor reaches 1.2 mW/(mĬK2) at 

T=450 K. 

Doping of silicon layers to p+ has a noticeable effect on 

the 8-layer sample D with embedded NCs (Table 1) and on 

the dummy-NC Si sample (C, Table 1). In this case, for the 

latter sample, the sheet resistance is lower than for the 

former, by (2ï4) times with increasing temperature. 

According to the Seebeck coefficient, the maximum 

increase (400ï450 ɛV/K) is observed for the multilayer 

sample with a-FeSi2 NCs (sample D) at temperatures of 

230ï320 K. Calculations of the power factor showed that it 

remains maximum for the dummy-NC Si sample (C, Table 

1). 

To determine the effect of the doping degree of silicon 

interlayers on the thermoelectric parameters, a multilayer 

sample (8 layers) with a reduced hole concentration (p-) 

was grown (Table 1, sample F). For sample F, the sheet 

resistance (255,000 Ohm) at T = 115 K was significantly 

higher than for the SOI substrate (1000-2500 Ohm). Such 

behavior of the sheet resistance can be associated with a 

sharp increase in scattering on NCs. For the sample with 

built-in Ŭ-FeSi2 NCs, the Seebeck coefficient sharply 

increases with decreasing temperature below 140 K and 

reaches values of 800 ɛV/K at temperatures of 110-120 K 

with a subsequent decrease with increasing temperature to 

200 ɛV/K for the sample with Ŭ-FeSi2 NCs. At the same 

time, with an increase in temperature from 150 to 450 K, 

an increase in the Seebeck coefficient from 300 to 600 

ɛV/K is observed. Calculation of the power factor from 

temperature for samples E and F and comparison with the 

SOI substrate showed that in the temperature range of 150-

450 K, the most effective thermoelectric is sample F with 

built-in Ŭ-FeSi2 NC multilayers.  

4. Conclusions 

A comprehensive technology for introducing Ŭ-FeSi2 

NCs into SOI substrates has been developed using solid-

phase epitaxy with different growth temperature modes 

(T=630 oC and T=1000 oC) for annealing 0.5 nm thick iron 

layers and molecular beam epitaxy (T=630 - 700 oC) of Si 

interlayers. 4-layer and 8-layer samples with introduced Ŭ-

FeSi2 NCs and silicon interlayers (hole concentration: 1019 

cm-3 and 1013 cm-3), as well as multilayer samples with 

emulation of NC growth on SOI-(100) substrates have been 

grown. It has been established that in an 8-layer 

heterostructure with the maximum hole concentration in 

silicon interlayers, a power factor of up to 1.2 mW/(mĬK2) 

is observed at T=450 K, which is close to the best results 

for thermoelectric materials at this temperature. A decrease 

in the hole concentration in silicon multilayers leads to an 

increase in the Seebeck coefficient, but the power factor 

decreases to 0.25 mW/(mĬK2) at T=450 K due to a sharp 

increase in sheet resistance and scattering at grain 

boundaries.    
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Abstract. In this work calcium silicide films grown by MBE on a Si(111) substrate at a temperature of 500 ÁC with deposition rate 

ratios vCa:vSi = 3.49, 3.59, 3.95, the formation of a single-phase epitaxial Ca5Si3 film with a thickness of up to 40 nm was detected for 

the first time, which was proven by HRTEM on a cross section. Reflection peaks in the region of interband transitions at 2.25, 2.75, 

3.7 and 4.6 eV, a semi-metallic character of reflection at energies less than 0.5 eV and a unique phonon structure with Raman shifts at 

104, 111, 125, 146, 162, 193, 220, 244, 287, 306, 349, 384, 419 and 454 cm-1 were detected for the first time in the reflection and 

Raman spectra of the Ca5Si3 film. The obtained experimental data are confirmed by the data of first-principles calculations of the band 

structure, reflection coefficient and absorption coefficient spectra.   

 

1. Introduction 

Among calcium silicides CaSi2, Ca2Si and CaSi are 

most common displaying interesting optical and electrical 

properties and they have been grown as single-phase films 

on silicon [1-4]. However, the other calcium silicide Ca5Si3 

has not been easily grown as films and powders [5-7], 

because of the peritectic reactions during its formation in 

addition to close energies of formation of silicides in the 

Ca-Si system [8]. Here we decided to closely follow the two 

stage method previously used for magnesium silicide 

formation [4]. At the first stage, a CaSi layer was formed 

on the atomically clean silicon surface with the (001) 

orientation by the MBE method with an average Ca 

supersaturation (vCa : vSi = 3.2) at a temperature of 400 ÁC, 

and then, with additional step-by-step reactive deposition 

of calcium at temperatures of 490 ÁC, 600 ÁC and 700 ÁC, 

the transformation of the CaSi lattice into the Ca5Si3 lattice 

was ensured. However, according to the XRD data [4], the 

resulting film consisted of the main contribution of Ca5Si3 

grains (narrow peaks) and a small contribution of CaSi 

grains (broadened peaks). The presence of two phases in 

the film did not allow analyzing the structure and 

determining their optical functions as well as the nature of 

optical conductivity. 

In this work, we study the growth of the film by the 

MBE method with an increased ratio of calcium to silicon 

deposition rates at a temperature of 500 ÁC with the 

following identification of the structure of the Ca5Si3 film 

by the HRTEM method and investigation the optical and 

phonon properties in order to compare them with the data 

of ab initio calculations of bulk Ca5Si3. 

2. Experimental procedure and computational details 

Experiments on the formation of Ca5Si3 films on 

Si(111) substrate were carried out in an OMICRON 

Compact ultrahigh vacuum setup with a base vacuum of 1 

Ĭ 10ī10 Torr, as well as a block of Si and Ca molecular beam 

sources and a quartz thickness gauge. A rectangular strip of 

n-type silicon (4 Ĭ 17 mm2) with a resistivity of 1000 

Ohm Ĭ cm (Si(111)-FZ1000) served as a sublimation 

silicon source and a silicon substrate. The Knudsen cell 

made of pyrolytic boron nitride heated with direct current 

was used as a Ca source. For the grown samples, the 

deposition rates of Ca and Si were (7.3ï8.4) nm minī1 and 

(0.9ï0.95) nm minī1, respectively, in different experiments. 

The morphology of the films was examined using a Solver 

47 SPM. The transmission and reflectance spectra were 

recorded at room temperature using Hitachi U-3010 

spectrophotometers and a Bruker Vertex 80v Fourier 

transform spectrometer in the photon energy range of 0.05ï

6.50 eV. Raman spectra excited by light with wavelengths 

of 473 and 633 nm were recorded at room temperature 

using an NTEGRA SPECTRA II setup. The cross sections 

of the samples were analyzed using high-resolution 

transmission electron microscopy (HRTEM) in a THEMIS 

200 F aberration corrected TEM/STEM microscope. 

The full structural optimization of the Ca5Si3 bulk has 

been performed by employing the first principles total 

energy projector-augmented wave method (code VASP) 

[9]. The absorption coefficient and reflectivity have been 

estimated at a dense mesh of at least 700 k-points in the 

irreducible part of the corresponding Brillouin zone. 

3. Results and discussion 

Three samples (A, B and C) were respectively grown at 

different calcium to silicon velocity ratios (vCa : vSi = 3.49, 

3.59, 3.95) and the same deposition time. At the maximum 

ratio, a certain density of rectangular elongated 

nanocrystals (NC) is observed on the film surface (sample 

C), and a continuous film with roughness from 5 nm to 10 

nm is observed below them. With a decrease in the ratio of 

calcium to silicon atom deposition rates, the number of 

rectangular NCs decreases and the film roughness 

decreases to 2 ï 3 nm (sample B). 

The studies of optical transmission and reflection 

spectra of Ca5Si3 have shown (Fig. 1) that the highest 

deposition ratio (3.95, sample C) provides a lower 

amplitude of reflection spectrum in the entire range of 

photon energies than smaller velocity ratios (samples A and 

B). In addition, in the reflection spectra for samples A and 
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B in the region of photon energies greater than 2 eV, peaks 

with energies of 2.25, 2.75, 3.7 and 4.6 eV are observed in 

the reflection spectra, which do not coincide with the peaks 

for sample C, being very close to the peaks for CaSi (1.95, 

2.6, 3.5 and 4.4 eV) [4]. Thus, it is not excluded that in 

sample C there is an admixture of the CaSi phase 

(rectangular NCs) on the film surface. Calculations of the 

true reflectance spectrum of the calcium silicide film for 

sample A from the two-layer model [10] in the energy range 

of 0.1 ï 1.25 eV showed (Fig. 1, curve Ro_A) that at 

energies below 1 eV a weak minimum with an energy of 

about 0.6 eV is observed [4]. Reflectance in all films below 

0.5 eV increases to 0.6 ï 0.8 indicating a metallic character 

in the films. 

 

Fig. 1. Reflectance (R) and transmittance (T) spectra of samples 

(A, B, C) with grown films. The spectrum of Ro_A is the spectrum 
of a calcium silicide film calculated from a two-layer model [10]. 

 

Fig. 2. HR TEM image of the cross-section in the sample C 

and FFT#1 and FFT#2 images (inserts).  

First-principles calculations for Ca5Si3 have shown that 

the Fermi level crossed some bands along with an 

absorption coefficient to be less than 1.5 Ĭ 104 cm-1 in the 

photon energy range of 0.05 - 1.0 eV. In the reflection 

spectrum values of 0.9-1.0 are observed at low energies 

(below 0.1 eV) followed by a drop to 0.3 at 0.4 eV with 

successive maxima at 0.8, 1.5, 2.2 and 3.6 eV. 

The film structure in sample C was investigated by 

HRTEM on a cross section (Fig. 2). The FFT pattern from 

region 2 showed the presence of an ordered columnar NC 

with a Ca5Si3 structure and an epitaxial ratio of 

Ca5Si3(002)//Si(220) in a film with a thickness of 40 nm. 

The studies of the Raman spectra for the film in sample 

C with excitation at a wavelength of 633 nm showed the 

appearance of a strong structure of 14 peaks with Raman 

shifts (104, 111, 125, 146, 162, 193, 220, 244, 287, 306, 

349, 384, 419 and 454 cm-1), which differ greatly from the 

Raman spectrum for CaSi [3] and correspond to the Ca5Si3 

phase. When the laser wavelength is reduced to 473 nm, 

some of the peaks below 190 cm-1 disappear from the 

spectrum, but then they repeat the peaks at large Raman 

shifts. 

4. Conclusions 

The study of the morphology, crystal structure, optical 

reflection and transmission spectra, and Raman spectra of 

calcium silicide films grown by MBE at 500 ÁC showed 

that epitaxial Ca5Si3 grains were formed at the interface 

with silicon. They have reflection spectra with unique 

peaks at 2.25, 2.75, 3.7, and 4.6 eV and a unique phonon 

structure with 14 peaks in the Raman shift range from 104 

to 454 cm-1, which is confirmed by the band structure, 

reflection spectra, and absorption coefficient calculated 

from first principles for bulk Ca5Si3. It was found that the 

Ca5Si3 film exhibits semi-metallic properties with 

transparency in the photon energy range of 0.5 ï 1.1 eV. 
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Abstract. In this work we investigated the lateral photovoltaic effect in the cover/Bi2Te3/n-Si(111) multilayer structures. Topological 

insulator Bi2Te3 have been ʩhosen as attractive candidates for the buffer layer in photovoltaic cells. To enhanced photovoltaic 

performances, several suggestions for the protective transparent covering material selection have been proposed. 

 

1. Introduction  

The development of optoelectronics opens up new 

possibilities, including current control using light [1,2]. The 

use of topological insulators in photovoltaic cells will allow 

optoelectronic devices to be transferred to spin transport [1, 

3]. In such systems, diffusion spin transport is realized as a 

result of the interference of Rashba and Dresselhaus spin 

splittings [3]. 2D topological insulators based on bismuth 

chalcogenides are precisely the systems, in which spin 

orientation by current and/or light is possible. 

It is known [4-7] that in order to optimize the efficiency 

of multilayer thin-film photovoltaic cells, it is necessary to 

observe the criteria for selecting materials taking into 

account their energy parameters [4-6], loss mechanisms [4] 

and recombination processes [4,5].  

One of the loss mechanisms reducing the quantum 

efficiency of photovoltaic cells   is reflection. This can be 

caused by light reflection at the interfaces and/or the outer 

surface. Another loss mechanism is the absorption of light 

near the surface. This problem is addressed by introducing 

the concept of a window/buffer/absorber heterojunction.  

In addition, the generation of carriers is counteracted by 

the carriersô recombination [4, 5]. The recombination 

regions that affect the efficiency of a solar cell are the 

quasi-neutral recombination in the absorber layer, the 

recombination at space charge region, and recombination at 

the absorber/buffer interface. Recombination at the 

interface can be reduced by forming an epitaxial buffer 

layer [1, 2, 4]. 

This work presents the results of the LPE study in the 

multilayer structure cover/Bi2Te3/n-Si(111) within the 

electron system, i.e. without taking into account the spin 

states. It is known [8] that single-crystal layers of bismuth 

chalcogenides are oxidized to a depth of 1 quintuple layer 

(1QL). In this case, the kinetics of photoelectric properties 

is observed during natural oxidation [8]. For example, 

during the oxidation of 1 QL of Bi2Se3, the photosensitivity 

first increases and then decreases [8]. Since the 

characteristics of the Bi2Te3/n-Si(111) structure depend on 

oxidation, in order to increase the reliability of the LPE 

characteristics, taking into account the above criteria, we 

formed two versions of the top protective transparent layer: 

TeO2 and SiO2/TeO2. In the photovoltaic cell obtained in 

this way, the absorber is silicon, the buffer layer is Bi2Te3 

topological insulator, and the top protective transparent 

covering is made of paratelluride (TeO2) or a composite 

layer of SiO2/TeO2. 

2. Experiment  

The Si(111)-Bi2Te3-Te-Si multilayer structure was 

formed using molecular beam epitaxy in a ultrahigh 

vacuum (UHV) chamber with a base pressure less than 

5.0Ĭ10-10 Torr. We used n-type Si(111) wafers (40ï

70 WĿcm) as substrates. The Bi2Te3 films were grown at 

temperature of about 240̄ C at which the fi lm grew in step-

flow mode [9]. To reduce the amount of Te vacancies, the 

Bi-to-Te flux ratio was chosen close to 1:14 with the 

growth rate of about 0.3 QL/min. Af ter cooling to room 

temperature, the Bi2Te3 films were covered by either 5 nm 

of tellurium or 2 nm of tellurium and then 1 nm of silicon. 

In air, the top coverings treat a natural oxidation process, 

resulting in the formation of tellurium and/or silicon oxides, 

which act as a protective transparent covering, the so-called 

window layer [4]. 

Lateral photovoltaic effect was investigated by using 

He-Ne laser (ML101J25 with 633 nm, 0.25 mW for 

incident beam on a surface, a spot diameter of 50 mm) and 

Keithley 2000 multimeter. The response time was defined 

by a digital oscilloscope (Tektronix TDS 2012B) of 

150 MHz. The distance between the probes was 1 mm. 

3. Results and discussions 

In the work, after oxidation in air, the photovoltaic cells 

are made by n-Si(111) absorber, n-Bi2Te3 buffer and TeO2 

or SiO2/TeO2 window layers. To increase efficiency, we 

used the same elements in subsequent layers [4]. The 

differences are in window materials and them properties. 

The absorption in transparent window layer is typically low 

due to the sufficiently high-energy band gap of the 

materials used for this layer. Unfortunately, the absorption 

by the Bi2Te3 buffer layer is a significant losses source in 

the studied structures. Here one has to choose between 

performance and losses. 

Figure 1 reveals the dependences of the lateral 

photovoltage on the light spot position, parameterized by 

the times of exposure of the samples to air. In the insert of 

Fig.1 the photoresponse dependences are presented in the 

LPV(t) graphical presentation format, since in this case the 

value of the photoresponse signal corresponds to the 

photosensitivity value. The photoresponse values are 

comparable with those presented earlier [2, 8]. 
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The kinetics of photovoltaic characteristics allows us to 

analyze the oxidation processes of window layers. It is 

known that 1 nm Te is completely oxidized in the first 

24 hours [10], however, the sample with 5 nm Te did not 

exhibit photovoltaic properties during the first week. 

Kinetic changes in the LPV(x) and LPV(t) dependences in 

the range of exposure in air from 10 to 120 days allow us 

to assume that the tellurium film is completely oxidized in 

10 days. However, on the assumption of results presented 

in Fig. 1a, we can conclude that initially, as a result of 

oxidation, polymorphic phases of TeO2 [11] and, highly 

likely, TeOx can be formed. Upon subsequent exposure to 

air, these polymorphic phases are transformed into 

paratelluride, which leads to a significant increase in the 

resistance of the TeO2/Bi2Te3/Si system, bottom right insert 

in Fig. 1a, while the quality of the interface improves, 

which in turn reduces the loss of light quanta involved in 

photogeneration at the deeper Bi2Te3/Si interface. One can 

see in Fig. 1a, an increase in the resistance of the system 

leads to an increase in photosensitivity (the magnitude of 

the photoresponse pulse, top left insert in Fig. 1a).  
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Fig. 1.  Lateral photovoltage of the Bi2Te3/Si structures with 

covering: a ï TeO2; b ï SiO2/TeO2. Inserts: LPV(t) photoresponse 
(top left); dark I-V characteristics (bottom right). 

In order to increase the resistance and transparency of 

the window layer, it was proposed to form a combined 

transparent covering SiO2/TeO2. It is natural to assume that 

in this case, the amorphous silicon layer formed on the 

surface of the thinned tellurium layer is oxidized first. Due 

to the high electronegativity of tellurium, the oxidation 

process continues until the tellurium layer is completely 

oxidized, which follows from the I-V characteristics, 

bottom right insert Fig. 1b. Such a covering improves the 

transport properties of the system, since its resistance 

increases by an order of magnitude, top left insert Fig. 1b, 

but, unfortunately, requires a long formation time (120-150 

days). 

Comparison of Fig. 1a and 1b demonstrates the 

advantage of the SiO2/TeO2/Bi2Te3/n-Si(111) system. 

Since the absorber is the silicon substrate, and 

photogeneration occurs at the Bi2Te3/n-Si(111) interface, 

where the energy parameters of the structures are identical, 

the reasons for the significant improvement of photovoltaic 

properties in the SiO2/TeO2/Bi2Te3/n-Si(111) system are an 

increase in the resistance of the covering layer, an increase 

in the transparency of the window, and a decrease in losses 

in the RC circuit, according to the basic scheme of the LPE, 

proposed by us earlier [6]. 

In addition, we defined the photoresponse performances 

of cover/Bi2Te3/n-Si(111) structures, top left insets in 

Fig.1, although the photosensitivity of these structures were 

lower than those in metal-semiconductor or metal-oxide-

semiconductor structures [6, 8], the response time of these 

structures were be faster. 

4. Conclusions 

The photovoltaic properties observed in 

cover/Bi2Te3/n-Si(111) structures with a protective 

transparent covering make them potential candidates for 

optoelectronics. New possibilities for light-based current 

control are opened up in such structures due to the diffusion 

spin transport, which is realized in like structures as a result 

of the interference of Rashba and Dresselhaus spin 

splittings, which provides an almost instantaneous change 

in the electron state using laser radiation. Thus, the obtained 

results show that the SiO2/TeO2/Bi2Te3/Si photovoltaic 

cells with a buffer layer made of a topological insulator and 

having a compound protective transparent covering may 

have potential applications as high-speed polaritonic 

devices.  
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Abstract. The paper presents the results of investigation of the optical and electronic properties of Mg2Si films on Si (111) by infrared 

(IR) spectroscopy. The samples containing these films (360 and 480 nm thick) were formed by layered reactive epitaxy. The heating 

temperature of the substrates was 250 ÁC. Based on the IR Fourier spectroscopy data, it was found that the minimum value of the 

transmittance coefficient at 270 cm-1 for the Mg2Si film of the first sample (360 nm) is 0,02; for the second sample (480 nm) is 0,03. 

The analysis of the transmission spectra in the photon energy range from 0,05 to 1,4 eV revealed the presence of alternating maxima 

and minima (their energy position from 0,2 to 1,1 eV), which indicates the interference features of magnesium silicide films. According 

to the absorption spectra, as a result of geometric calculations, the value of the band gap for each of the films was determined: 0,81 eV 

for sample 1 and 0,83 eV for sample 2.  

 

1. Introduction 

It is indisputable that electricity is the driving force 

behind human progress. A wide range of electrical 

installations is used to provide it with electricity. Their 

composition is becoming more complicated every year. 

This increases the probability of electrical injury. To 

eliminate it, electrical installations are equipped with 

optocoupler-based relay protection. Mg2Si belongs to one 

of the nanomaterials that are promising for the production 

of optocoupler photodetectors [1 - 7]. After all, magnesium 

silicide films are characterized by a wide range of 

photosensitivity (from 200 to 1800 nm) [4], a low far-

infrared transmission coefficient (according to article [5] - 

0,0056 with a photon wavelength of 272 cm-1), and a small 

band gap (from 0,6 to 0,8 eV) [6; 7]. The purpose of this 

work was to determine the optical and electronic properties 

of magnesium silicide films formed on silicon. 

2. Experiment 

The experiment on the formation of magnesium silicide 

films was performed at the AmSU Surface Physics Laboratory 

in a Varian chamber with a base pressure of 10-7 Pa. A KEF 

washer (111) with a resistivity from 0,1 to 0,5 ohmĿcm was 

used for the substrates. A KDB (001) washer with a resistivity 

from 0,001 to 0,005 ohmĿcm was used for the Si source. The 

Mg source was taken with a purity of 99,999%. Before the 

films grew, the substrates and sources underwent standard 

purification steps.  

The samples with films were formed by the method of 

reactive epitaxy at a substrate heating temperature of 250 ÁC. 

Initially, a Si buffer layer (60 nm) was formed on the 

substrates. Then, alternate deposition of magnesium and 

silicon layers (90 and 30 nm, respectively) was carried out. 

Precipitation was threefold for the first sample, and fourfold 

for the second sample. As a result, samples with films of 360 

and 480 nm thicknesses were obtained. At each stage, film 

formation was monitored in situ by electron Auger 

spectroscopy, which revealed the presence of magnesium 

and silicon atoms in their respective layers. 

3. Results and discussions 

The optical and electronic properties of the formed 

films were studied by IR spectroscopy ex situ. The IR 

Fourier transmission spectra obtained by investigation 

samples in the far infrared range are shown in Figure 1. 

 

Fig. 1. IR-Fourier spectra of samples. 

After analyzing the graphs of the dependence of the 

transmission coefficient on the photon wavenumber, it was 

found that a minimum peak at 270 cm-1 is observed in both 

spectra. Its presence, according to [5, 8], indicates the 

Mg2Si content in both films. The presence of a reverse peak 

at 270 cm-1, according to the source [5], is explained by the 

absorption of magnesium silicide in the film due to the 

excitation of a transverse optical phonon. At the same time, 

the transmission coefficient at a photon wavenumber of 

270 cm-1 for the films of the first and second samples was 

0.02 and 0.03, respectively. The minimum transmission 

coefficient at 610 cm-1 is also clearly visible on the spectra, 

which, according to the data [8-10], indicates the 

contribution of silicon (substrate) in the composition of the 

formed samples. 

The transmission spectra obtained by examining samples 

in the middle and near ranges of IR radiation are shown in 

Figure 2. From the graphs of the dependence of the 

transmission coefficient on the photon energy, it can be seen 

that in the range from 0.2 to 1.1 eV, there is an alternation of 

minima and maxima. According to the data [8, 9], this 

indicates the interference features of Mg2Si films. 
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Fig. 2. Transmission spectra of samples in the near and middle IR 

range. 

The analysis shows that in the energy range from 1.1 to 

1.3 eV, there is a significant decrease in the transmission 

value. At energies above 1.3 eV, the transmission 

coefficient is close to zero, which, according to source [10], 

indicates a sharp increase in absorption in the film due to 

interband transitions, which is typical for Mg2Si, which has 

semiconductor properties.  

Graphs were constructed to calculate the band gap of the 

formed Mg2Si semiconductor films (Figures 3 and 4). 

 

Fig. 3. The absorption spectrum of the first sample. 

 

Fig. 4. Absorption spectrum of the second sample. 

According to the results of geometric calculation of the 

band gap from absorption spectra, according to the method 

described in [11, 12], the following values of this parameter 

were obtained: 0,81 eV for the first sample (Figure 3); 

0.83 eV for the second (Figure 4). The calculated values are 

close to the reference data (0.6-0.8 eV) [6, 7]. 

4. Conclusions 

Thus, the method of IR-Fourier spectroscopy revealed 

silicification in the films of both samples (by the presence 

of a peak minimum transmission coefficient at a photon 

wave number of 270 cm-1). The transmission coefficients 

for Mg2Si films with thicknesses of 360 and 480 nm are 

0.02 and 0.03, respectively. Based on the analysis of the IR 

transmission spectra, the presence of interference in both 

films (the presence of alternating maxima and minima at 

energies from 0.2 to 1.1 eV) has been established. Based on 

the results of geometric calculations of the band gap of 

Mg2Si films, it was found that for the first sample it is 

0.81 eV, for the second is 0.83 eV. 
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Abstract: This work presents the results of the study of optical properties and surface morphology of Mg2Si films formed on Si (111) 

substrates. The samples were formed by reactive epitaxy layer-by-layer (alternating magnesium and silicon) with final film thicknesses 

of 240 and 320 nm. The optical properties were investigated by IR-UV spectroscopy, and the films were found to have reflections at 

2.2 eV corresponding to Mg2Si. Also the presence of magnesium silicide is shown by Raman spectroscopy by the maxima at 258, 348, 

693 cm-1 shift. From the overall analysis of the spectra, it is found that the 320 nm thick film has higher intensity of these peaks. It was 

found by atomic force microscopy that the films were formed by the Vollmer-Weber growth mode, with island sizes lying in the range 

of 100 to 200 nm (240 nm film), 200 to 300 nm (320 nm film).  

 

1. Introduction 

Nowadays, optical nano- and microdevices are being 

widely developed in science and technology. Many modern 

researchers are obtaining materials with new properties in 

search of opportunities to increase the conversion efficiency 

of light energy into electrical energy. One of such promising 

materials is magnesium silicide. This material has a 

forbidden band width in the range of 0.6 to 0.8 eV. One of its 

advantages is a wide photosensitivity range: from the mid-

ultraviolet (200 nm) to the short-wave infrared (1800 nm) [1-

3]. 

The aim of the presented work is to study optical 

properties as well as surface morphology of magnesium 

silicide films formed by layer-by-layer reactive epitaxy on 

Si(111). 

2. Experiment 

The growth of magnesium silicide thin films was 

carried out in an ultrahighhvacuum Varian chamber at the 

surface physics laboratory of AmSU. The films were grown 

on silicon substrates made of KEF (111) wafers with 

resistivity of 0.1-0.5 OhmĬ cm. The silicon source was 

FZN (111) wafer with resistivity of 50-85 OhmĬ cm. The 

Mg source was taken of chemical purity (99.999 %). Before 

direct growth of films, substrates and sources underwent 

chemical and thermal cleaning of surfaces.  

The formation was carried out by reactive epitaxy at a 

substrate temperature of 250 . In the first step, a Si buffer 

layer (60 nm) was formed on the substrates. In subsequent 

steps, silicon (20 nm) and magnesium (60 nm) layers were 

deposited alternately. The number of such layers was 

different for each sample, so for the first one - three bilayers 

and for the second one - four bilayers. After formation, 

films with thicknesses of 240 and 320 nanometres were 

obtained for the first and second samples, respectively. The 

growth was monitored in-situ by electron Auger 

spectroscopy, which confirmed the presence of magnesium 

and silicon atoms in their respective layers. 

3. results and discussions 

The optical properties of the formed films were 

investigated by IR-UV spectroscopy and Raman 

spectroscopy. IR-UV reflectance spectra are presented in 

Figure 1. 

 

Fig. 1. Reflection coefficient spectra of IR-UV region of samples. 

The spectra in the energy range from 0.2 to 1.8 eV show 

an alternation of interference maxima and minima, with a 

peak of 2.2 eV belonging to Mg2Si [4-8] for both samples. 

At this photon energy, the reflection coefficient values for 

the films 1 and 2 are 0.37 and 0.47, respectively.  

Figure 2 shows the plots obtained by Raman 

spectroscopy. The spectra possess all the peaks 

characteristic of Mg2Si at shifts of 258, 348, 693 cm-1 [4-

7,9]. These peaks indicate the excitation of longitudinal 

optical phonons in this film material. When the spectra 

were compared with each other, it was found that the 

samples 2 has these maxima with higher intensity and also 

lacks the amorphous silicon peak (480 cm-1). This is a 

consequence of the fact that the film of this sample has a 

greater thickness.  
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Fig. 2. Raman spectra of the samples. 

The surface morphology of the films was investigated 

by atomic force microscopy. AFM images for the sample 1 

a are presented in Figure 3. Having analysed this image, it 

was found that the film growth proceeded according to the 

Vollmer-Weber mode. In this case, the size of the islets lies 

in the range of 100 to 200 nm. The islets coalesce to larger 

grains on the order of 500 nm. Inhomogeneity and height 

difference is also observed due to the presence of pinholes 

of the order of 20 nm depth in the film topography. 

 

Fig. 3. AFM image of the first sample. 

 

Fig. 4. AFM image of the second sample. 

For the sample 2, the AFM image of which is shown in 

Figure 4, the size of the islands is between 200 and 300 nm. 

Comparing the surface images of the two samples, we can 

conclude that for the second sample the size of the islands 

is larger than for the first sample, but the coalescence is less 

pronounced. Also, the second sample has practically no 

punctures, respectively, its film has greater continuity and 

homogeneity. This is due to a longer heating of the 

substrate of the second sample compared to the first one. 

4. Conclusions 

Thus, this paper presents the results of formation by 

reactive epitaxy of samples at a substrate heating 

temperature of 250  containing Mg2Si films with 

thicknesses of 240 and 320 nm for the first and second 

samples, respectively. The silicide formation of Mg2Si 

films in both samples was determined by IR-UV (based on 

the peak at photon energy of 2.2 eV) and Raman 

spectroscopy (based on the maxima at shifts of 258, 348, 

693 cm-1 due to the excitation of longitudinal optical 

phonons). The reflection coefficient for the 240 nm thick 

film is 0.37 and for the 320 nm thick film is 0.47. The 

atomic force microscopy method reveals the islanding 

mechanism of film growth. The sizes of islands for the first 

sample are from 100 to 200 nm and for the second sample 

from 200 to 300 nm. In the first sample, in contrast to the 

second, large grains of about 500 nm are observed due to 

the coalescence of islands. 
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